### Blink XT

- **Video:** 1080p coming via update, H.264 encoding
- **Imaging:** Full color, auto white balance, auto exposure
- **Motion Detection:** PIR based hardware detection with adjustable sensitivity detection up to 20 feet from camera
- **Battery Type:** 2 AA Lithium batteries
- **Battery level indication:** Yes
- **Battery life:** 2 years under normal operation, up to 5 years
- **Night Vision:** Infrared
- **Temperature sensor:** Yes
- **Audio:** Built in microphone
- **Field of view:** 110 degree
- **Focus range:** Fixed Focus (2’ to infinity)
- **Operating temperature:** -4° to 113° F (-20° to 45° C)
- **Environmental Rating:** IP-65
- **Dimensions:** 71 x 71 x 34 mm

### Blink

- **Video:** 720p, H.264 encoding
- **Imaging:** Full color, auto white balance, auto exposure
- **Motion Detection:** PIR based hardware detection with adjustable sensitivity detection up to 20 feet from camera
- **Battery Type:** 2 AA Lithium batteries
- **Battery level indication:** Yes
- **Battery life:** 2 years under normal operation, up to 5 years
- **Night Vision:** Visible white LED
- **Temperature sensor:** Yes
- **Audio:** Built in microphone
- **Field of view:** 110 degree
- **Focus range:** Fixed Focus (2’ to infinity)
- **Operating temperature:** 32° to 95° F (0° to 35° C)
- **Dimensions:** 71 x 71 x 30 mm
Sync Module

Power: 5V via USB Micro connector
IP configuration: DHCP
Wireless: 2.4GHz 802.11n
Processor and Memory: Qualcomm-Atheros 9331, 32 MB mem
Operating temperature: 32° to 104° F (0° to 40° C)
Dimensions: 62 x 59 x 18 mm

Blink Video Doorbell

Video: 720p, H.264 encoding
Imaging: Full color, auto white balance, auto exposure
Motion Detection: PIR based hardware detection with adjustable sensitivity detection up to 20 feet from camera
Battery Type: 2 AA Lithium batteries
Battery Level Indication: Yes
Battery Life: 2 years under normal operation, up to 5 years
Night Vision: Infrared
Temperature Sensor: Yes
Audio: Two-way
Field of View: 110 degrees
Focus Range: Fixed Focus (2’ to infinity)
Operating Temperature: -4° to 113° F (-20° to 45° C)
Environmental Rating: IP-65
Dimensions: 116 x 49 x 28 mm