
  AIRLINER REAR DOOR LADDER 
INSTALLATION GUIDE 

 
 
Designed for Mercedes-Benz Sprinters 2007-Present 

 
 

Parts Included: 

- Side Panels x 2 
- Steps x 6 
- Mounting Bracket x 2 
- Mounting Plate x 2 
- Rubber Strips x 2 
- Hardware Pack x 1 

 



 

Tools Needed for All Upper Bed Screen Install: 

- Safety Glasses 
- Drill and bits 
- Wrench

Install Steps 

1 Begin by drawing a straight and level line two inches above the bend 
directly above the license plate. (Pro Tip: Cover the area above the 
license plate with masking tape and use to draw your line and mark 
the holes you will drill.)  
 

 
 
 
 
 
 
 
 
 
 
 



2 Measure in 2” from the edge of the driver’s side rear door. This will be 
the outside edge of the mounting bracket. Mark this edge on the 
masking tape. It is important to adhere to this measurement to ensure 
the ladder will clear the rear door emblem on the passenger door.  
 
 

 
 
 
 
 
 
 
 
 



3 Now measure 3” over from the edge of the door, this will be the first 
bolt hole. Mark this hole on straight and level line on the masking tape.  
 

 

4 Hold up the mounting bracket on your straight and level line, with the 
hole furthest to the right lined up with the hole mark you just made. 
Now mark the other three holes accordingly. Make the same marks on 
the provided rubber strips and drill the holes at the same time.  

5 Remove the driver side rear door lower panel if equipped with one. It 
is recommended to use an auto center punch to mark the center of 
your hole and to start with a smaller drill bit such as 1/8”. Using a 1/4” 
drill bit, drill out the 4 holes for the mounting bracket. Attach the lower 
mounting bracket to the van door.  
 



6 Assemble the ladder rungs to the two side panels using the provided 
hardware. Keep hardware loose until all rungs are attached and then 
tighten everything. We recommend using a threadlocker such as blue 
LocTite on all bolts.  
 

 

 

7 Now attach the ladder to the door using the bottom mounting bracket. 
With the ladder and upper mounting bracket against the van door, 
repeat the same measurements for the top mounting bracket as you 
did for the bottom. Measure 2” in from the center line of the door, this 
will be the outside of the mounting bracket. Then measure 3” in from 
the center line and this will be your first hole for the mounting bracket.  

8 Using the mounting bracket as a guide, mark the spots for the four 
mounting holes. Remove the upper rear door panel if necessary and 
drill the holes.  
 

9 Remove the ladder, attach the upper mounting bracket and then 
reattach the ladder to the upper and lower mounting bracket. 
Make sure all bolts have threadlocker and are tightened.  

 
If you have any questions, please contact us at: info@mytourig.com or 
303.710.2914. 



 

 


