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Please carefully read the manual and strictly observe all instructions. Special attention should be paid to any 
information prefaced by the words “WARNING”, “CAUTION” and “NOTE”.
Information under the heading “WARNING” is concerned with personal safety. Ignoring instructions under this 
heading may result in an accident.
Information under the heading “CAUTION” refers to the methods that must be followed, or the measures that 
should be taken, in order to prevent damage.
Information under the heading “NOTE” includes additional details and descriptions in order to clarify and 
elaborate on maintenance requirements and other operational information.
The first 3000 km is a very important period in the service life of a motorcycle. The correct running in of a 
motorcycle can guarantee both the longest service life and the best performance of the motorcycle. Running in 
can polish machined surfaces and form smooth engagement.
Careful and patient running in can make the motorcycle stable when driving and maximize its performance. 
During this period is important not to undertake any operation that may cause the engine components to 
overheat.
For the specific running-in method, please refer to the chapter in this manual entitled “Running in of a new 
vehicle”.
This manual should always be kept with the motorcycle. In the event that the vehicle is transferred to a new 
owner, the manual should also be passed to the new owner.
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Thank you for choosing one of our motorcycles. Through the design, development and manufacture of this 
vehicle, our company applies the latest advanced technology and equipment to provide you with a motorcycle 
that is reliable in performance, novel in design and elegant in appearance.
Motorcycle driving is one of the most exciting sports. The motorcycle is an ideal means of transport and can 
give you infinite riding pleasure. Before riding your motorcycle, please become familiar with all instructions and 
requirements mentioned in this manual.
The owner manual provides information on the correct use and maintenance of the motorcycle. Observing the 
instructions contained herein will ensure the long life and safe use of your motorcycle.
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DRIVING A MOTORCYCLE SAFELY
When driving your motorcycle you must pay attention to safety at all times by observing road rules and following 
the six points.

1. Wear a safety helmet
This is a critical requirement for motorcycle driving. A high-quality safety helmet is essential for personal 
protection as a traffic accident could cause a head injury. Therefore, be sure to wear a safety helmet and a pair 
of protective glasses when driving your motorcycle.

2. Use safe driving techniques
Driving techniques and mechanical knowledge are the basis of safe driving. Familiarize yourself with your 
motorcycle and practice your riding skills in a safe, controlled environment away from other vehicles. The 
more you practice, the more skillful you will become.

3. Understand the various factors that determine safe driving speed
You must always ride your motorcycle within the speed limit. A safe driving speed also depends on the 
road surface, the driver’s skills, and weather conditions. Adjusting your speed accordingly could prevent an 
accident.

4. Wear well-fitting clothes
Loose-fitting clothing may be both uncomfortable and unsafe when driving. Wear high-quality, close-fitting, 
protective clothing including a safety helmet, gloves and boots in order to protect your safety.
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5. Exercise caution in wet weather conditions
The braking distance in wet weather conditions is twice the normal stopping distance in dry weather. Wet 
roads can be slippery and dangerous. In order to prevent slipping, avoid driving over manhole covers, paint 
marks or oil stained surfaces. Avoid abrupt steering movements during acceleration. Exercise caution when 
driving over railways and bridges and maintain a safe distance between vehicles.

6. Inspect your Motorcycle before driving it
Please carefully read all instructions in the “Inspection before Driving” chapter of this manual to ensure the 
safety of you and your passenger.
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Position of Serial Numbers 
The chassis number (or VIN code) and engine number 
are necessary for the registration of your motorcycle. 
These numbers are also needed to order parts and 
to allow the distributor to provide you with a better 
service.

Chassis number 
(or Vin Code) 
The chassis number (or 
VIN code) is located on 
riser pipe of the chassis. 

Engine number 
The engine number is on 
the left side of crankcase.

Metal Nameplate 
The Metal nameplate 
located on the riser pipe 
of the chassis, shows 
the main technical 
parameters, the name of 
the manufacturer and the 
date of production of the motorcycle.

Write the numbers in the spaces below, for future 
reference.

Chassis no. 

Engine no. 
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1- Clutch grip 
(ST250 Model only)
2-  Rear-view mirrors

3- Left handlebar
4- Speedometer
5- Ignition switch

6- Right handlebar
7- Front brake lever
8- Accelerator

Handle Bar Instruments

2
1

3 6

7
2

8

4

5
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Left Side View
1- Fuel tank switch
2-  Carburettor
3- Air Filter
4- Front Wheel
5- Gear lever
6- Side Stand
7- Rear Wheel
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Right Side View
1- Spark Plug
2-  Back foot shelf
3- Front foot Shelf
4- Rear Brake Pedal
5- Discharge oil Bolt
6- Kick start Lever
7- Battery and Fuse
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Key

Two keys are provided. Please use 
one key and put the other in a safe 
place for future use

Instrument Panel

1

3
3

2 4 5
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1- Speedometer:
This shows the driving speed in kilometers per hour

2- Odometer:
This records the total distance that the motorcycle 
has traveled since it was first used.

3- Turning Signal Light:
When the left turning signal light is ON, the left 
turning signal indicator on the panel shows  and 
turning signal light will flash. When the right turning 
signal lamp is ON, the right turning signal indicator 
on the panel shows  and turning signal lamp will 
flash.

4- Gearshift indicator:
This indicator will show which of the five gears that 
the motorcycle is in at a given time, and will change 
when gears are changed. When the vehicle is neutral 
indicator (N) is lit.

5- High beam indicator light
 When the high beam headlight is used the high beam 
indicator light is lit.

Caution
If one of the front or rear turning lights is damaged, 
the indicators on the instrument panel and the 
turning lights may be lit consistently, or may 
flash fast or slow. If this occurs, please carry out 
troubleshooting to identify the cause.

15braaap Motorcycles / ST-160 / ST-250 Owner Manual

3. Operator Functions



Ignition switch 
Your motorcycle will have an ignition switch with three 
positions shown in the following diagram;

 
Figure 1

 (OFF) position: All circuits are disconnected and 
the key can be removed.

 (ON) position: The ignition is ON and the engine 
can be started. The key cannot be removed in this 
position.

(Parking) position: To park the motorcycle, turn 
the key to this position. In this Position, the key can be 
removed and the tail light sand front parking lights can 
be kept ON for safe parking on a roadside at night.

Warning 
Before turning the key to , use the stand to 
support the vehicle.

(Lock position): In order to lock the 
handlebar, turn the bar to the left, then insert the 
key and rotate it clockwise.

 
Warning 
Do not attempt to ride or push the motorcycle if 
the handlebar is locked.
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Left Handed control System

1 - Clutch Lever (ST-250 model only): To start the 
engine or shift gears, press the clutch grip to release 
the drive system and deactivate the clutch.

2 - Dimmer Switch: When the switch is turned to 
(high beam position), the high beam indicator light on 
the instrument panel is lit. Similarly when the dimmer 
switch is turned to  (low beam position), the low 

beam indicator light on the instrument panel is lit.
3 - Turn Signal Operation: When the switch is turned 
to   (left position), the left turn signal is lit and the 
indicator light on the instrument panel flashes. When 
the switch is turned to the   (right position), the 
right turn signal is lit and the indicator light on the 
instrument panel flashes.

Warning 
When turning or changing lanes, always switch on 
the turn signal with enough time to indicate your 
intentions to the other drivers on the road . After 
changing lanes or completing a turn, switch the 
turn signal light OFF.

4 - Horn Button: Press the horn button  and the 
horn will sound.

Note 
The ST-160 has automatic 
transmission. No clutch 
action is required for start 
up or operation.

1

3

2

4
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Right Handed control System

1 - Engine Shutdown Switch: This switch is a rocker 
switch, located on the tip of the right handlebar control 
panel, with the rock-shaft at the center if the rocker.

When it is pressed in  (START position) the engine 
can be started. It is an emergency switch.

If the switch is pressed in  (OFF position) the 
starting circuit is completely cut off and the starter 
motor cannot be started. Do not put the switch in this 
position during driving.
2 - Front Brake Lever: To apply the front wheel brake, 
slowly press the brake grip on the right handlebar. As 
the motorcycle has hydraulic brakes, do not pull the 
brake grip abruptly or forcefully. When the brake grip 
is pressed, the brake light will be lit automatically.

3 - Electric Start Button: Press  button to on the 
starter motor circuit. When starting, put the gears in 
the neutral position to cut off the transmission.
4 - Headlight switch: When the switch is turned to 

 (ON position), the headlight front position light, 
instrument panel light and rear tail light will be lit. 
When the switch is turned to  OFF position, the 
headlight, front position light, instrument panel light 
and rear tail light will be turned off.

1

3

2

4 5

18 braaap Motorcycles / ST-160 / ST-250 Owner Manual

3. Operator Functions



5 - Accelerator Grip: This is used to control the engine 
speed. To accelerate, turn the grip towards you. To 
decelerate, turn the grip away from you.

Warning 
The starter motor should not be operated for 
longer than 5 seconds otherwise it may overheat. If 
starting fails after several attempts, stop to check 
the fuel supply system and the starter circuit (refer 
to Chapter 10 “Troubleshooting”)

Fuel Tank Cap 
To open the fuel tank cap, insert key and turn it 
clockwise. The fuel tank cap can then be removed 
together with the key. To replace the cap, align the 
arrow on the cap and press the cap, together with the 
key, into the fuel tank cap hole until a click is heard. 
Then, remove the key.

19braaap Motorcycles / ST-160 / ST-250 Owner Manual

3. Operator Functions



Warning 
Do not overfill the tank. Never splash fuel on a hot 
engine. Do not leave any fuel on the upper part 
of the filler (2), as the fuel may overflow when 
the fuel temperature rises and expands, creating a 
hazard. While refueling shut down the engine and 
turn the key to OFF position. Smoking or lighting 
fires is strictly forbidden during refueling. 

1

2
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Gear Lever

The motorcycle has a 5-speed gear transmission. The 
gear lever connects to a ratchet mechanism in the 
transmission. After selecting a gear, the gear lever 
returns to the central ‘home’ position, so that the 
next gear can be engaged. The neutral gear is located 
between first gear and second gear. From the neutral 
position, press the gear lever down to engage first gear. 
Raise the gear lever one step to shift up a gear.

As the gear leaver connects to a ratchet mechanism, 
you cannot shift up or down one gear in one operation. 
To shift from second gear to first gear, or vice versa, 
the shift lever passes through neutral position but does 
not stay there. To engage the neutral gear, stop it in 
the middle of moving from first gear to second gear.

Caution (ST-250 Only) 
When the transmission is in the neutral position, 
the neutral indicator light is lit on the instrument 
board. Even if the light is lit, be careful to 
release the clutch grip slowly to make sure the 
transmission is really in the neutral position. When 
changing to a gear while driving at a high speed, 
the change may cause a sudden increase in engine 
speed. Before engaging a lower gear, slow down the 
motorcycle to prevent unnecessary wear and tear 
on the transmission system.
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Rear brake Pedal and Stand 

Rear Brake Pedal: When the rear brake pedal is 
pressed down, the rear wheel brake will be applied and 
the brake indicator light will be lit.

Stand: The vehicle is equipped with a side stand. If you 
want to park the motorcycle using the side stand, push 
the end of the stand forward with your foot until it 
reaches the front limit position on the chassis.
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Caution 
When parking the motorcycle on a slope, position 
the bike facing uphill. Before driving, always ensure 
that the stands are returned to the upper position.

Carburettor enrichment Lever 
To help starting the vehicle, the motorcycle is 
equipped with one of two types of carburettor 
enrichment systems.

1 - Plunger Carburettor: to start a cold engine, raise 
the enrichment lever to the highest position. After 
starting, lower the lever to half way and allow the 
engine to warm up to a normal temperature before 
returning the enrichment lever to its home position.
2 - Wire type enrichment plunger carburettor: To start 
a cold engine, put the wire handle forward to the end 
position. After starting, put the handle in to a middle 
position and allow the engine to warm up to a normal 
temperature, before returning the enrichment handle 
to its home position.

Warning 
After using the enrichment system, immediately 
turn it off in order to prevent overheating that 
could damage the silencer elbow.
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Note 
The enrichment system is designed for starting 
a cold engine. For maximum performance, allow 
sufficient time for the engine to warm up.
When driving, the enrichment system must be 
turned off so as not to unnecessarily increase fuel 
consumption.
To turn off a plunger carburettor, lower the lever. 
To turn off a wire type enrichment carburettor, 
push the lever forward.

Kick Start Lever 
The kick start lever is installed on the right side of the 
engine. Owing to the engine kick start mechanism, the 
engine can be started in any gear provided the clutch is 
released first (ST-250 model only).

Warning 
After the engine is started, check that the start 
lever has returned to its normal position. Do not 
use the kick starter and the electric starter at the 
same time.
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Fuel Switch
The motor cycle is equipped with a manual fuel valve. 
There are three positions.

 (OPEN Position)

 (RESERVE Position)
   (CLOSED Position)

The fuel switch will usually be in the  (OPEN 
Position). When the accelerator grip is rotated, fuel 
flows from the valve to the carburettor.
If the fuel level is too low, turn the fuel switch to the 

 (RESERVE Position) in order to access a certain 
amount of reserve fuel.
Turn the fuel switch to the   (CLOSED Position) after 
the engine is shut down.

Note
Immediately after turning the fuel switch to the 
RESERVE position you must refill the tank at the 
nearest petrol station and return the fuel switch to 
the nearest position.
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Caution 
If the fuel switch is in the OPEN position for a long 
time, fuel may overflow from the carburettor to 
the engine, which may cause serious mechanical 
damage when starting the engine.
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Rear Shock Absorber  
The shock absorber springs the rear wheel can be 
adjusted according to the load, the mode of driving, 
and the road conditions. There are five options for 
adjustment, ranging from 1 (the softest) to 5 (the 
hardest). The default factory setting is 2.

Caution
To prevent unstable steering, the springs on both 
sides of the wheel must be set to the same option.
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Tool Kit 

The tool kit is located on the right side of the side 
cover. To open the box, insert the ignition key, turn it 
clockwise, and remove the cover.

Front Fork assembly

Steering Column 
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Front Disk Brake

Rear Disc Brake

Tyre 

29braaap Motorcycles / ST-160 / ST-250 Owner Manual

3. Operator Functions



Fuel

WARNING 
Petrol is flammable and explosive.
Exercise caution when handling petrol in order to 
prevent burns or other accidents.

Kick Start Lever 
•  Turn off the engine in areas where petrol is stored or 

handled.
•  Do not smoke and keep away from naked flames or 

sparks.
• Only refuel in a well-ventilated place.
•  After refueling, immediately clean off any petrol 

outside the fuel tank.

Recommended Fuel 
The recommended fuel for this motorcycle is 93 or 95 
(GB17930-1999) unleaded petrol.

Note 
If the engine makes a ‘pinging’ sound, it may be 
caused by the use of improper fuel. If this occurs, 
replace with the correct fuel.
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Ethanol Gasoline 
When using ethanol gasoline, only use 90or higher 
conforming to GB18351-2004.
Do not use methanol gasoline, even though it may 
contain a co-solvent and an anti-corrosion agent.

Note 
If ethanol petrol is excessively exposed to water, the 
ethanol content may separate, resulting in a decrease 
in the octane level. To this end, avoid storing ethanol 
gasoline for a long time, as its moisture content may 
increase over time.
Before using ethanol gasoline for the first time, 
thoroughly clean the fuel supply system and the fuel 
tank.
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Lubricant 
(Refer to the Maintenance Table in Chapter 8)
Use a high quality 4-stroke engine oil to prolong the 
engine life. There are three different viscosity levels 
suitable for the engine: SAE15W-40, SAE10W-30, 
and SAE5W-30. Always select an engine oil with a 
viscosity level suitable for the local air temperature. 
Please refer to the following diagram.

SE or SF level SAE10W-30 4-stroke lubricant is 
recommended for this motorcycle.

Note 
Replace lubricant after 300km of driving or after 
the first month, then after 1000km, then every 
3000km thereafter. The oil volume for replacement 
is 850ml or 1300ml for regular servicing.
The quality of engine oil used is a major factor 
affecting the life of the engine. Replace engine oil 
according to the maintenance period stated in the 
Maintenance Table in Chapter 8. When driving in 
dusty areas, the engine oil should be replaced more 
frequently than the recommendations outlined in 
the Maintenance Table.

Note 
Poor quality lubricant may cause irretrievable 
damage to the engine and significantly shorten the 
service life if the engine.
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The importance of correctly running in a new 
motorcycle was mentioned in the beginning of this 
manual. The correct running in method is outlined 
below.

Maximum Speed 
The maximum speed during the running in period is 
shown in the table.

Engine Speed 
Do not drive at a constant engine speed for long 
periods. The various parts in an engine wear and polish 
themselves to the correct operating clearances during 
running in stage. Prolonged full throttle operating, 
placing an excessive load on the engine, or any 
condition that might result in excessive heating of the 
engine should be avoided.

Avoid Driving At A Low Speed 
Maintaining a low engine speed (with a light load) 
will assist in the wearing and polishing of engine 
parts but will not ensure a proper running-in. As 
long as the maximum limit of recommended throttle 
opening is not exceeded, you should practice driving 
the motorcycle in various gears and with proper 
acceleration.
Never drive at the maximum acceleration during the 
first 1600 km.

First 800 km
At 1,600 km

After 1,600 km

< 5,000 rpm
< 7,500 rpm

< 10,000 rpm
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Lubricant 
After starting a warm or cold engine and before 
applying a load or setting off, allow the engine to 
idle for an adequate period of time. This allows the 
lubricant to flow to all important engine parts, so as 
to reduce unnecessary wear and tear to increase the 
service life. It will also help the engine to warm-up 
sufficiently.

First Service 
The first 300km is the most important period in the 
life of your motorcycle and the first service is also 
the most important. During the running in period, all 
engine parts are run in and other parts are properly 
engaged. After this period, all parts must me adjusted 
and all fasteners tightened.
Servicing your motorcycle after the first 1000 km 
can ensure a long engine life and the best engine 
performance.

Caution 
The 300km service must be carried out according 
to the “Troubleshooting” instructions in the 
manual. Pay special attention to the “Caution” and 
“Warning” sections.
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Steering 
Handlebar

ItemItem
Check that the steering is:

1. Smooth
2. Free
3. Sufficiently tight

ChecklistChecklist

Lighting

Transmission 
Fluid
Brakes

Indicators

Accelerator

Tyres

Horn

Check that all the lights are functioning 
properly (including the head light, tail light, 
brake light, instrument panel lights, turn 
signal lights)
Check that the fluid is at the correct level

Adjust the clearance of the rear brake pedal 
and the front brake grip
Check that the brakes have no:

1. “Spongy” feeling
2. Leakage

Check that the neutral gear indicator, gear 
position indicator, oil level indicators, and 
turn signal indicators on the instrument panel 
are all functioning properly

Check that there is:
1. Proper free play in the accelerator cable
2. Free fuel flow and that the accelerator 
throttle valve is able to return to a closed 
position

Check that the tyres have:
1. Correct air pressure
2. Sufficient tread pattern depth
3. No damage

Check function

Check that:
1.   There is an appropriate amount of free 

play in the clutch cable
2.  There is smooth operation and full 

releasing
Check there is sufficient fuel in the tank

Check that the chain is:
1. Sufficiently tight
2. Adequately lubricated

Clutch (ST-250 
Model Only)

Fuel

Driving Chain 
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Starting the Engine 
Before starting the engine, ensure that the fuel switch 
is in the open position and the engine shutdown switch 
is in (insert symbol, page 19) position. Insert the 
ignition key in the ignition switch and turn it to the ON 
position. If the transmission is in neutral, the neutral 
indicator light will appear on the control panel.

Warning (ST-250 Model only) 
Always engage the gear in neutral and firmly press 
the clutch grip before starting the engine. This will 
ensure that the motorcycle does not suddenly jump 
forward if you start it in gear.
Never rotate the accelerator grip when pressing the 
start button.

Warning 
If you have never driven this type of motorcycle 
before, you are advised to practice riding it on a 
quiet road away from traffic until you thoroughly 
familiarize yourself with the control and operation of 
this motorcycle.
Before driving, makes sure that the side stand is 
returned to the upper position.
Do not change gears or decelerate while turning. 
Always slow down to a safe speed first.
Firmly grasp the handlebar with both hands when 
driving your motorcycle and keep your feet on the 
foot-board.
Drive slowly on a wet road as your tyres will have less 
traction and both the braking and turning capacity 
will be lower than usual.
Always observe the road rules and speed limit.
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Note 
After starting the engine, immediately release the 
start button to avoid damage to the engine. If the 
engine does not start after 5 seconds, take your 
finger off the start button and wait for 10 seconds 
before attempting to start the engine again.
If the engine does not start after two or three 
attempts, take your finger off the start button, 
rotate the accelerator grip by an 1/8 to 1/4 turn and 
try again.

Starting with the Kick Start Lever 
When the battery is discharged, the engine can be 
started by using the kick start lever.
Turn the ignition switch to the ON position, pull out 
the kick starter and quickly push down until the bike 
starts.

Starting a cold engine 
Put the carburettor enrichment handle (in a plunger 
carburettor) or lever (in a vacuum carburettor) to the 
highest position (plunger) or pull it out fully (vacuum), 
keep the accelerator closed, and press the electric 
start button.
After the engine is started, press the handle half way 
down (plunger) or push the lever half way in (vacuum) 
and wait for the engine to adequately warm up before 
returning the lever to its original position. The colder it 
is, the longer warm-up time the engine takes.

Starting a warm engine 
Rotate the accelerator grip by 1/8 to 1/4 turn and 
then press the start button to start the engine. When 
the engine is warm, it is not necessary to use the 
carburettor enrichment system. 
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Warning 
Because carbon monoxide is a poisonous gas, never 
start the engine in a room with poor ventilation. 
DO not leave the motorcycle unattended with the 
engine running.

Caution 
Do not allow the engine to idle for a long time. The 
engine could overheat causing damage to internal 
parts or to the chrome plating of the exhaust 
system.

Setting out on your motorcycle

Caution (ST-250 Model only) 
Sitting in the normal driving position, start the 
engine with the transmission in neutral and the 
clutch engaged. Firmly press the clutch grip, wait a 
moment, then press down the gear lever to engage 
first gear, rotate the accelerator grip slowly towards 
you, and smoothly and slowly release the clutch 
grip.
When the clutch is engaged, the motorcycle will 
move forward. To change into a higher gear, first 
decelerate a little by releasing the accelerator. At 
the same time, press the clutch grip, shift the gear 
lever to the next highest gear, release the clutch 
grip, and slowly rotate the accelerator. In this way 
the highest gear can be engaged gradually.
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Note 
For high speed driving, always avoid releasing 
the accelerator suddenly. It is advised to wait a 
moment until the engine is running at 3000-
5000 rpm before fully releasing the accelerator. 
This can prevent the engine from shutting down as 
a result of abnormal combustion.

Use of a transformation device 
The transmission device enables the engine to run 
smoothly with a normal range of operation.
The transmission gear ratio is carefully selected for 
engine performance. Always engage an appropriate 
gear for the driving conditions.
Do not use the clutch as a means of speed control.

Caution 
The engine speed must not be in the red range of 
the tachometer in any gear

Driving on a slope 
To shift from a high gear to a low gear, control the 
speed in a safe speed range before shifting gears to 
avoid abrupt deceleration. A sudden rise of engine 
speed can be damaging to the vehicle and dangerous to 
the driver.
When going up a steep slope, the motorcycle may 
decelerate due to insufficient power. If this occurs, 
immediately shift to a lower gear to allow the engine 
to run within a normal range. Ensure that you shift 
gears swiftly in order to maintain adequate forward 
momentum.
Always maintain a safe speed when driving down a 
slope. Use the engine for breaking by shifting into a 
lower gear.
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Use of brakes and parking 
Rotate the accelerator grip away from you to fully 
close the throttle. At the same time, apply the front 
and rear brakes with even force. Use gear shifting to 
slow down. Before the motorcycle comes to a stop, 
firmly press the clutch grip (ST-250 Model only), shift 
into neutral, and check that neutral indicator light has 
appeared on the control panel to ensure that the gear 
has been properly engaged.

Warning 
The faster the motorcycle in driven, the longer 
the braking distance will be. Make sure that you 
correctly estimate the distance between you and 
the vehicle or object in front of you for adequate 
and safe braking performance. Do not rely solely 
on either the rear or front brake. This will cause 
premature wear and tear, and will also increase the 
braking distance required.

Warning 
When driving on a wet road or uneven road 
surface, and while turning, be extremely gentle 
when applying the brakes. Hard braking on these 
kinds of surfaces can be very dangerous.
Park the motorcycle on a stable, flat surface. 
If you need to park on a gentle slope, use the 
side stand and engage first gear to prevent the 
motorcycle from sliding off the stand. Remember 
to shift to neutral before starting the engine again.
Turn the ignition switch to the OFF position to 
shut down the engine. Remove the key from the 
ignition switch and lock the steering bar for safety.
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The following table shows the interval of regular 
maintenance in travel distance or number of months.
At the end of an interval, be sure to carry out the 
specified inspection, lubrication and maintenance. 
If your motorcycle is subjected to power driving or a 
dusty environment, maintenance should be carried out 
more frequently. Your distributor can provide you with 
further guidance.
Steering parts, shock absorbers, bearings and wheels 
are critical components, and require professional skills 
to repair and, if necessary, replace. Arrange for an 
inspection and service with your distributor or qualified 
maintenance staff.

WARNING: 
You should arrange for a service after the initial 
300 km running in period. Periodic inspection, 
maintenance and repair should be conducted 
thereafter according to the instructions in this 
manual.
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Interval: based on odometer 
reading or number of months 
(whichever occurs first)

300 km 
or 1 

month

1,000 km 
or 3 

months

3,000 km 
or 10 

months

5,000 km 
or 20 

months

7,000 km 
or 30 

months
Battery I I I I I
Carburettor I I C I C
Spark Plug I I C I R
Petrol Filter I C I R C
Clutch (ST-250 Model only) I I I I I
Clutch Lever 
(ST-250 Model only) A A A A A

Throttle Cable A A A A A
Valve Clearance I I I I I
Air Filter I I C I R

Fuel Hose I
I I I

Replace every 4 years
Oil & Filter C R R R
Oil Filter Screen I C C C

Item/ Interval
Every 

6000 km 
or 6 mths

Every 
12,000 km 
or 12 mths

Accelerator Wire Oil -
Clutch Wire 
(ST-250 Model only) Oil -

Speedometer Wire - Grease
Driving Chain Lubricate every 1,000 km
Brake cam Shaft - Grease
Accelerator Grip - Grease
Brake Wire Oil -
Speedometer Gear Case & 
Wheel Bearing - Grease

Brake Pedal Grease or 
Oil -

Steering Gear Lubricate every 2000 km

I:Inspection, T:Tightening, C:Cleaning, R:Replace, A:Adjust

List of Regular Maintenance Lubrication Schedule
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Tools 
To help with regular maintenance, the motorcycle is 
equipped with a set of tools located in the toolbox on 
the rear left side of the vehicle.

Battery 
The battery is normally stored inside the guard board 
on the right side of the frame. Depending on your 
specific model of motorcycle, the battery may be 
either conventional or maintenance-free.

Conventional Battery
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Before using a conventional battery, fill the battery 
with electrolyte to a level between the upper and lower 
limits. The fluid level must remain between these limits 
throughout the life of the battery. Before filling the 
battery with electrolyte, remove the battery from the 
motorcycle.

Warning 
Once the battery has been used, you should not 
add any diluted sulphuric acid. If the fluid level 
drops below the lower limit, fill with distilled water 
up to the upper limit. Never use tap water.

Note 
After the first 300km and every 3,000km 
thereafter, have your distributor check the specific 
gravity of each battery cell using a hydrometer.

Caution 
Ensure that the battery is properly installed. 
The ventilation hose should be attached to the 
ventilation port of the battery and the other side 
must be kept open. Never damage, clog or alter 
the battery’s vent hose.
The battery wires must be correctly fitted. 
Connect the red wire to positive (+) and the green 
wire to negative (-). An incorrect connection may 
damage the charging system and the battery.
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Safety Warning
1. Avoid any skin contact with electrolyte, which 

contains strong acid. When using electrolyte, 
wear a safety helmet, protective glasses and 
safety clothing.

2. If your eyes come into contact with 
electrolyte, wash them immediately with 
clean water for at least 15 minutes and then go 
to the nearest hospital.

3. If electrolyte is consumed, first drink a large 
amount of water or milk, and then go to the 
nearest hospital.

4. Keep electrolyte out of reach of children.

Maintenance Free Battery

It is not necessary to top up the electrolyte in a 
maintenance of free battery at any stage in the life 
of the battery. To prolong the battery’s service life, 
fully recharge it before using.
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Note 
All types of batteries will lose power after long-
term storage. To protect the battery, store it in a 
cool and well-ventilated place.
If the motorcycle has not been used for an 
extended period, remove the negative (-) wire from 
the battery.

Spark Plug 
After the first 300 km and every 3,000 km 
thereafter, clean off any carbon deposits from the 
spark plug by using a small steel wire brush or spark 
plug cleaner.
Readjust the spark plug gap with a feeler gauge to keep 
it between 0.6 - 0.8 mm.

Replace the spark plug every 6,000 km. 
When cleaning off carbon deposits, observe the colour 
of the ceramic tip of the spark plug. The colour should 
indicate if a standard spark plug is suitable for your 
usage.

A normal working spark plug should appear light grey 
or yellow. If a standard spark appears wet or very dark, 
it may be better to use a spark plug with a low caloric 
value. If a spark plug is very white or even glowing, 
it means that the spark plug has been working in 
overheated conditions. Replace it with a spark plug 
with a higher caloric value.
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Caution 
In order to protect the cylinder head, do not over 
tighten the spark plug. If the spark plug needs to 
be removed for any reason, ensure that no dust, 
dirt or other impurities enter the engine through 
the spark plug hole.
As stated above, a standard spark plug should 
be suitable for your motorcycle. Consult your 
distributor if you have any concerns, or before 
selecting another brand of spark plug. Using an 
incorrect spark plug may cause serious damage to 
the engine.

 Engine Oil 
The service life of the engine depends on using high 
quality engine oil and changing the oil regularly check 
the oil level and replace when necessary.
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Caution 
The engine oil dip stick shows the oil level. When 
the oil level is low, never start the engine. Add oil 
until the level is just below the upper limit of the oil 
window.

Replacing engine oil and oil Filter 
Replace the engine oil and the oil filter after the first 
300 km and for every 3,000 km driven thereafter.

Oil should be replaced while the engine is still warm, so 
as to thoroughly drain the old oil from the engine. Use 
the following method:
1. Park the motorcycle using the central stand.
2. Remove the oil filler cap.
3. Remove the drain plug from the strainer cover to 

drain the oil.
4. Tighten the oil drain ring and pour approximately 

950 ml of fresh engine oil into the oil filter, before 
gently tightening the top cover.

5. Start the engine and allow it to idle for several 
seconds.

6. Turn off the engine and wait for a minute before 
checking the oil level with the engine oil dip stick. 
The oil should be kept on the “F” (full) line. If the 
oil level is below the “F” line, add more oil until it 
reaches the “F” line.
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Note 
If oil is changed without replacing the element, 
the volume of fresh oil to be used is approximately 
850ml.

Caution 
Check carefully for any oil leakage around the 
filter element cover.

Caution 
Use the engine oil recommended in the “Fuel and 
Engine Oil” chapter of this manual.
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Warning 
Correct braking operation is crucial to safe 
driving. Ensure that you have your brakes regularly 
inspected and serviced by a qualified distributor.

Brake adjustments 
If the front brake is a disk brake, the free play of the 
brake lever (measured at the lever brake) should be 
between 5-10 mm.
The hydraulic brake system should be checked every 
day as follows:
1. Check for leakage in the front wheel brake 

system.
2. Check for any leakage or cracks in the oil pressure 

pipe.
3. Check that the front brake lever has adequate 

spring back force.
4. Check for wearing on the front wheel brake lining.

Caution 
The wheel disk break system is a high pressure 
brake. Ensure that you replace the oil pipe and 
hydraulic oil within the period specified in the 
maintenance schedule of this manual.
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Brake fluid

Warning 
The accidental consumption of brake fluid, or any 
contact with the eyes or skin can be dangerous. 
If this occurs, wash with clear water and go to the 
nearest hospital.

Caution 
The motorcycle uses ethanol series hydraulic oil. It 
should not be mixed with silicate or petroleum fluid 
or the brake system may be seriously damaged.
Never use unpacked fluid or any fluid left over from 
the previous maintenance as there may be excess 
moisture in the old fluid. Only use SAE J1703 brake 
fluid.

Caution 
To prevent corrosion, do not splash hydraulic oil on 
any painted or plastic surface.
Check the fluid level in the brake fluid tank. 
Replenish with the specified hydraulic fluid if the 
level is low.
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Break lining 
It is important to check the front wheel 
brake lining to see if the lining is worn 
down and needs replacing.
If the front break lining is worn to below 
the mark, the lining should be replaced.

Warning 
Do not drive immediately after replacing the break 
lining. Press the braking grip several times to allow 
the brake lining to fully extend, the grips spring 
force to be restored, and the brake to circulate 
smoothly.

Front Brake light 

The front brake light switch is located below the brake 
grip. Loosen the screw and move the switch position 
back and forth. When you have found the proper 
position, the light should come on immediately when 
pressure is applied but before the grip is fully pressed.
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Rear brake light switch 

The rear brake light switch is located on the right side 
of the chassis. To adjust the rear brake light switch, 
lift or lower the switch so that, when the brake pedal 
is pressed, the light comes on before feeling any 
pressure.

Muffler 

To Avoid being burnt, keep clear of the motorcycle 
muffler after the motorcycle has been driven for a 
time.
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Fuse 

The fuse box is located inside the guard board on the 
right side of the chassis.
One fuse is provided for the entire electrical system. 
If you have any difficulties with the electrical system,  
check the fuse first. If the fuse is blown, replace it with 
the spare fuse (15A) in the fuse box.

Caution 
Always replace the blown fuse with a new one of 
the specified amperage. Never use aluminum foil, 
steel wire or other materials as a substitute for a 
fuse. If a new fuse blows soon after it is fitted, it 
means there is a major electrical fault. Contact an 
auto electrician immediately.

Bulb Replacement 
Always replace a bulb with a new one of the same 
rating to avoid overloading the electrical system and 
causing premature damage of the bulb.

Caution 
Do not touch the reflector during bulb 
replacement.
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Caution 
Do not over-tighten the fixing screws when 
installing the light shield for the turning signal 
light, tail light and brake light to avoid damaging 
the light shield.

Air Filter 
If the air filter element is clogged by dust, the output 
power may be reduced and the intake resistance and 
fuel consumption may increase. To avoid this, ensure 
that the air filter element is checked and cleaned every 
3,000 km.

Caution 
If the motorcycle is being used in dusty conditions, 
the air filter will need to be checked and 
cleaned more frequently than the time frame 
recommended in the Maintenance Schedule in 
Chapter 8.

To Clean the Air filter
1. Remove the left side guard board.
2. Unscrew the air filter outer cover screw (1) and 

take out the air filter sleeve (2).
3. Take out the air filter plastic foam sleeve shell.
4. Separate the plastic foam from the outer frame.

1

1

2

1
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Caution 
While cleaning the air filter element, check for any 
damage and replace if necessary.
To preserve the life of the engine, never start the 
engine without the filter element installed.

Cleaning a foam type filter
1. Fill a large pan with an incombustible cleaning 

solution. Immerse the filter element into the 
solution and wash it.

2. Press the filter element with both palms to 
squeeze out the cleaning solution. Never twist the 
filter element as this will damage it.

3. Soak the filter element in the engine oil tank and 
squeeze oil out, keeping it slightly wet.

4. Reassemble the filter in reverse order to the 
instructions given above for removing the filter. 
Ensure that the filter element is firmly fixed in its 
correct position and reliably sealed.

Caution 
Before and during check the filter for any cracks. 
If any are found, replace the filter.

56 braaap Motorcycles / ST-160 / ST-250 Owner Manual

8. Maintenance



Cleaning a paper filter element
1. Remove the left side guard board.
2. Remove the tensioning band screw from the air 

filter connector. Pull out the intake pipe and 
separate it from the filter.

3. Take out the filter element.
4. While rotating the filter element, pat it to remove 

any dust and blow off remaining dust by using 
compressed air.

5. Reinstall the filter, following in reverse order the 
instructions given above for the removal of the 
filter. Ensure that the filter element is firmly fixed 
in its correct position and reliably sealed.

Caution 
To preserve the life of the engine, never start the 
engine without the filter element installed.

Caution 
The air filter element must be cleaned or replaced 
more frequently if the motorcycle is used in dusty 
conditions.

Carburettor 
A stable carburettor is fundamental to a satisfactory 
engine performance. There are two parts of the 
carburettor that can be adjusted: the accelerator wire 
clearance and the idle speed. Carry out adjustments 
after the first 1,000 km and every 3,000 km driven 
thereafter.

Caution 
The carburettor in your motorcycle has been 
adjusted at the factory for best performance. Any 
unnecessary adjustment should be avoided.
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Adjusting the Carburettor idle speed
1. Start the engine and allow it to completely warm 

up without any load.
2. Close the accelerator. Rotate the idle adjustment 

screw to keep the engine running at 1400 ± 100 
rpm.

Caution 
Idle speed adjustment should be carried out while 
the engine is completely warmed up.

Adjusting the Accelerator Wire
1. Locking Nut
2. Adjuster

1
2
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1. Loosen the locking nut.
2. Rotate the adjuster to make the wire clearance 

between 0.5 - 1.0mm.
3. After clearance adjustment, re-tighten the locking 

nut.

Caution 
After the accelerator wire has been adjusted, 
check the operation of the accelerator grip. The 
engine idle speed should not increase as a result of 
this adjustment, and the grip should return to the 
closed position automatically.

Adjusting the Valve Clearance 
The valve clearance should be checked and adjusted 
while the engine is cool.
1. Remove the fan guard and cylinder
2. Turn the magneto rotor counter clockwise to 

align the marker T on the rotor with the vertical 
line projected on the right case cover. Make sure 
that the position is on the top of the compression 
stroke.

3. Insert a clearance gauge between the adjustment 
screw and valve stem to ensure a proper clearance 
of the exhaust valve.

4. The standard valve clearances are 
 • Intake valve clearance: 0.04-0.05 mm 
 • Exhaust valve clearance: 0.05-0.06 mm

5. To obtain a proper valve clearance, loosen the 
adjustment nut and then turn the mating screw. 
Turn the adjustment nut after the adjustment has 
been completed and measure the clearance until it 
meets the above criteria.
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Caution 
As the valve clearance has a significant effect on 
engine performance, inspection and adjustment 
should be undertaken at regular intervals as 
recommended in the Maintenance Schedule at 
Chapter 8.
The valve clearance increases over time and thus 
affects engine performance by producing loud 
noises and causing abnormal suction or exhaust 
behavior. As a result periodic adjustment of 
the valve clearance, preferably undertaken by 
your distributor or maintenance professionals, 
is essential. Valve clearance adjustment must be 
undertaken after the first 1,000 km.
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Adjusting the clutch (ST-250 Model only) 
The clutch may be adjusted by varying the tension 
of the clutch grip cable. Before disengaging the gear 
by pressing the clutch grip, the wire cable clearance 
(measured at the clutch grip) should be 4mm. If 
necessary, the clutch can be adjusted by loosening or 
tightening the clutch cable.

To Clean the Air filter 
Loosen the nut 1, and rotate the clutch grip (ST-250 
Model Only) tensioning ring 2 clockwise until it stops. 
Loosen the adjusting ring lock nut on the wire cable 5, 
and rotate the wire tensioning ring 4 back and forth, 
until the grip clearance is about 4mm.
The grip tensioning ring 2 can be used for fine tuning. 
After the adjustment is completed, tighten the locking 
nuts 1 and 5 and cover them with the rubber sleeve 3.

1

3

2

4
5
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Adjusting the Drive chain
1. Adjusting bolt
2. Locating Nut
3. Mark
4. Rear wheel shaft nut.

To Adjust
1. Park the motorcycle
2. Loosen the rear wheel shaft nut
3. Loosen the locking nut
4. Rotate the adjusting bolt left and right to adjust 

the chain.

Note 
When a new chain is installed, it is necessary to 
check both chain wheels. Replace if necessary.
Ensure that the tension of the drive chain is 
adjusted every 1,000 km to ensure that there is 
always between 20 - 30 mm of slack in the chain.

Caution 
The open end of the drive chain connection clip 
should point away from the direction of rotation.

13 2

4

62 braaap Motorcycles / ST-160 / ST-250 Owner Manual

8. Maintenance



Cleaning and lubricating the drive chain 
Dirt on the drive chain may cause excessive wear on 
the drive chain and the drive chain wheels. Clean the 
drive chain every 1,000 km with cleaning solvent, and 
lubricate it with chain lubricant or engine oil.

Tyres 
Check the tyre pressure and tread pattern after the 
first 1,000 km and every 3,000 km thereafter. In 
addition to regular maintenance, check the air pressure 
from time to time, to ensure maximum safety and a 
long service life.

Tyre Pressure 
Low tire pressure may cause excessive wear on the 
tyres and can affect turning stability. Over inflated 
tyre pressure might reduce the contact area between 
the tyres and the road surface, causing the motorcycle 
to lose traction and even spin out of control. As a 
result, it is essential to keep the tyre pressure within 
a specified limit. You should adjust the tyre pressure 
when the tyres are cold.

1

2

63braaap Motorcycles / ST-160 / ST-250 Owner Manual

8. Maintenance



Tread Pattern 
Worn tyres on a motorcycle cause low stability and 
may cause the vehicle to spin out of control.
When the depth of the front wheel tread pattern is 
reduced to 1.6mm or less, it is advisable to replace the 
tyre for a new one.
When the tread pattern of the rear wheel is reduced to 
2mm or less, replace the tyre with a new one. Warning 

For your safety, standard road tyres are 
recommended for this motorcycle.
Correct tyre pressure is essential for driving 
performance and safety. Regularly check the tyre 
wear and pressure.
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To reduce exhaust emission and noise 
pollution, please consider:
• Using special purpose lubricant
• Using unleaded gasoline
•  Rectifying any abnormal engine noise.
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If the engine cannot be started, check the following 
items to locate the cause.
1. Check whether there is fuel in the fuel tank.
2. Check whether fuel is flowing from the fuel valve 

to the carburettor.
3. Disconnect the fuel pipe from the carburettor 

and turn the fuel valve to OPEN position. Check 
whether there is fuel flowing out of the pipe.

4. If it is determined that fuel can reach the 
carburettor, then check the ignition system.

Warning 
When checking the flow of fuel, do not allow it to 
spill. Instead, collect it in a suitable container and 
keep it away from a hot engine and the exhaust 
pipe.
Keep fuel away from flame or any heat source.
Smoking is strictly prohibited while checking the 
fuel system.
Work in a well ventilated space.
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5. Remove the spark plug and connect it to a high 
voltage cable.

6. Turn the ignition switch to the ON position and 
turn the engine shutdown switch to  position. 
Place the spark plug near the engine, and start the 
engine. If the ignition system is in working order, 
you should see blue sparks around the spark plug 
gap. If there is no spark, contact your distributor 
for repair.

Warning 
After removing the spark plug, do not inspect 
it near the carburettor as this could create a 
fire hazard if the spark plug were to ignite the 
vaporizing fuel in the cylinder.
To avoid electric shock, ensure that the metal part 
of the spark plug is in contact with a paint - free, 
metal part on the vehicle body.

Warning 
People suffering from any kind of heart condition 
should not undertake this check.

Engine Shutdown
1. Check the level of fuel in the tank.
2. Check sparks in the ignition system
3. Check the off-load operation of the engine.

Note 
Before attempting any troubleshooting, it is 
advisable to consult your distributor. Tampering 
with the vehicle during the warranty period may 
invalidate the warranty.
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Engine Trouble Shooting 
Trouble Possible causes Remedy
No fuel in the carburettor • No fuel in fuel tank

• Fuel tank valve not opened
• Fuel tank valve clogged
• Float chamber needle valve hole 

clogged
• Main jet orifice clogged

• Refuel
• Open the valve
• Clean fuel tank and fuel tank valve
• Disassemble and clean the carburettor 
• Disassemble and clean the carburettor

No fuel in the carburettor: 
Sparking normal in high 
voltage cable and no spark in 
the spark plug

• Oil stained spark plug
• Broken spark plug magnetic core 

or broken electrode
• Carbon deposit in spark plug 

electrode
• Incorrect spark plug gap

• Remove clean and dry it
• Replace spark plug
• Clean out carbon deposit
• Adjust the gap

No fuel in the carburettor: 
Normal sparking to spark 
plug but poor cylinder 
compression

• Leaking cylinder head gasket
• Loose Spark Plug
• Seized piston ring
• Excessively worn piston or broken 

piston ring
• Serious cylinder wearing
• Leaking intake pipe
• Damaged crankshaft sealing

• Tighten screw or replace gasket 
• Tighten spark Plug
• Clean off carbon deposit in piston ring and 

ring groove
• Replace piston and piston ring
• Replace cylinder body
• Tighten or replace rubber ring
• Replace sealing
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Trouble Possible causes Remedy
Abnormal engine operation: 
Abnormal Engine Noise

• Worn out cylinder and piston
• Worn out needle bearings in small 

and big ends of connecting rod
• Premature ignition
• Excessive carbon deposit in the 

combustion chamber
• Overheated spark plug

• Replace cylinder body and piston
• Replace bearing and related parts
• Adjust ignition time
• Clean out carbon deposit
• Replace sparrk plug

Abnormal engine operation: 
Unstable engine operation

• Water or dirt in the carburettor
• Clogged fuel passage
• Leaking crankcase
• Leaking between the carburettor 

and the engine
• Over-rich or over-thin gas 

mixture

• Clean the carburettor
• Clean or replace the fuel pipe
• Replace sealing
• Tighten screws
• Adjust the carburettor

Abnormal engine operation: 
Overheated engine

• Driving for an extended period in 
low gear

• Over loaded driving or long time 
driving with a heavy load

• Over-rich or over this gas mixture
• Unsuitable engine oil or 

insufficient transmission oil
• Slipping clutch
• Unreleased brake

• Change gear position and control time
• Control load-carrying and take frequent 

breaks to allow the engine to cool
• Adjust the carburettor
• Replace with recommended engine oil and 

add oil to the transmission case
• Adjust free play or replace the clutch, 

friction lining and spring
• Adjust tension
• Adjust brake clearance
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If your motorcycle is not going to be used for a 
long time, particularly during cold months, it will 
be necessary to carry out special maintenance with 
appropriate materials, equipment and techniques.

Motorcycle 
Wash the motorcycle and park it on solid, flat surface 
to prevent it from rolling. Turn the handlebar of the 
motorcycle to the left side and lock it. Remove the 
ignition key. For safety, select a place suitable for long-
term storage. When it is time to use the vehicle again, 
carry out a complete inspection to ensure normal 
performance of all parts of the motorcycle.

Fuel 
Before storing the motorcycle, empty the fuel tank. 
Petrol is highly inflammable and even explosive 
under certain conditions. Therefore, never allow the 
motorcycle to get close to any fire. Never park the 
vehicle in a place where articles subject to spontaneous 
combustion (such as grains, coal, cotton etc.) are 
stored. Any contact between the fuel in the vehicle 
and a naked flame is a fire hazard.

Tyres 
Tyre pressure should be maintained at the normal 
pressure. Keep the outside of the tyres clean and 
avoid exposing them to sun or moisture for extended 
periods. Avoid contact with acid, alkali and oil to 
prevent tyre corrosion.

Battery 
If the motorcycle is not going to be used for a long 
time, remove the battery and fully recharge it before 
storing it in a place out of reach of children. Then, 
recharge it monthly during summer and every two 
months during winter. For older batteries, recharge 
every month.

Maintenance During Storage 
For a conventional battery, check the electrolyte level 
every month. If the fluid level is low, replenish it with 
distilled water or pure water to the highest level mark. 
(Never use electrolyte or tap water.) The battery 
should be kept clean. Corrosion my occur if electrolyte 
is splashed on the vehicle body, terminal or wires. In 
case of corrosion, wash immediately with clear water 
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and apply a coat of grease after drying off.
Insufficient power may cause difficulties starting the 
engine, sounding the horn, and activating the turn 
signal. If this occurs, immediately recharge the battery 
for 15-20 hours. Note that the long term storage of a 
low battery may damage it.
When a battery has white plate electrodes, low power 
or a fluid level below the lower limit which cannot be 
raised after recharging, the batteries life has ended.

Immediate post-storage Maintenance
1. Clean the entire motorcycle.
2. Remove the spark plug. Kick the kick start lever to 

allow the engine to rotate for several turns before 
reinstalling the spark plug.

3. Reinstall the battery.
4. Adjust the tyre pressure according to the 

recommendations in this manual.
5. Lubricate all parts that require lubrication as 

recommended in this manual

6. Follow the instructions in this manual that relate 
to checking before driving.

Note 
Ensure that the positive connector is connected 
before the negative one.
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Service date Delaer KM or time from purchase Service interval or maintenance performed

To be 
Stamped

Dealer

  /  / 1000 1 week Initial Oil Change

  /  / 3000 2weeks First braaap service and safety check

  /  / 5000 12 weeks braaap service and safety check

  /  / 7000 24 weeks braaap service and safety check

  /  / 9000 36 weeks braaap service and safety check

  /  / 11000 48 weeks braaap service and safety check
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  /  / 13000 60 weeks braaap service and safety check

  /  / 15000 72 weeks braaap service and safety check

  /  / 17000 84 weeks braaap service and safety check

  /  / 19000 96weeks braaap service and safety check

  /  / 21000 108 weeks braaap service and safety check

  /  / 23000 120 weeks braaap service and safety check

Service date Delaer KM or time from purchase Service interval or maintenance performed

To be 
Stamped

Dealer
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  /  / 25000 braaap service and safety check

  /  / 27000 braaap service and safety check

  /  / 29000 braaap service and safety check

  /  / 31000 braaap service and safety check

  /  / 33000 braaap service and safety check

  /  / 35000 braaap service and safety check

Service date Delaer KM or time from purchase Service interval or maintenance performed

To be 
Stamped

Dealer
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  /  / 37000 braaap service and safety check

  /  / 38000 braaap service and safety check

  /  / 39000 braaap service and safety check

  /  / 41000 braaap service and safety check

  /  / 43000 braaap service and safety check

  /  / 45000 braaap service and safety check

Service date Delaer KM or time from purchase Service interval or maintenance performed

To be 
Stamped

Dealer
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  /  / 47000 braaap service and safety check

  /  / 49000 braaap service and safety check

  /  / 51000 braaap service and safety check

  /  / 53000 braaap service and safety check

  /  / 55000 braaap service and safety check

  /  / 57000 braaap service and safety check

Service date Delaer KM or time from purchase Service interval or maintenance performed

To be 
Stamped

Dealer
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  /  / 59000 braaap service and safety check

  /  / 61000 braaap service and safety check

  /  / 63000 braaap service and safety check

  /  / 65000 braaap service and safety check

  /  / 67000 braaap service and safety check

  /  / 69000 braaap service and safety check

Service date Delaer KM or time from purchase Service interval or maintenance performed

To be 
Stamped

Dealer
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  /  / 71000 braaap service and safety check

  /  / 73000 braaap service and safety check

  /  / 75000 braaap service and safety check

  /  / 77000 braaap service and safety check

  /  / 79000 braaap service and safety check

  /  / 81000 braaap service and safety check

Service date Delaer KM or time from purchase Service interval or maintenance performed

To be 
Stamped

Dealer
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  /  / 83000 braaap service and safety check

  /  / 85000 braaap service and safety check

  /  / 87000 braaap service and safety check

  /  / 89000 braaap service and safety check

  /  / 91000 braaap service and safety check

  /  / 93000 braaap service and safety check

Service date Delaer KM or time from purchase Service interval or maintenance performed

To be 
Stamped

Dealer

79braaap Motorcycles / ST-160 / ST-250 Owner Manual

12.  Lifetime warranty Logbook servicing



  /  / 95000 braaap service and safety check

  /  / 97000 braaap service and safety check

  /  / 99000 braaap service and safety check

  /  / 101000 braaap service and safety check

  /  / 103000 braaap service and safety check

  /  / 105000 braaap service and safety check

Service date Delaer KM or time from purchase Service interval or maintenance performed

To be 
Stamped

Dealer
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  /  / 107000 braaap service and safety check

  /  / 109000 braaap service and safety check

  /  / 111000 braaap service and safety check

  /  / 113000 braaap service and safety check

  /  / 115000 braaap service and safety check

Service date Delaer KM or time from purchase Service interval or maintenance performed

To be 
Stamped

Dealer
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Please See Sales staff for a new logbook
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