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WARNING!

BRITESTREAM LED NICHE LIGHT 
MK5 (Suitable for Concrete Pools & Spas) 

Owners Manual

SAFETY INSTRUCTIONS: - Read prior to Installing or using Waterco Pool Light 
Transformer for LED pool lights. This equipment must be installed and serviced by 
a qualified technician.

Improper installation can create electrical hazards which could result in property 
damage, serious injury or death. Improper installation will void the warranty.

If the electrical supply cord of this product is damaged, return to supplier for 
repair to avoid hazards.



Installation instruction for Britestream Niche Light
For concrete pools and spas
Congratulations on purchasing the Waterco Britestream Multicoloured LED light is a flush mounted 
light which protrudes only 11mm from the pool/spa wall.

Your Britestream Niche Light require with the following transformer (not included with Britestream):

• Waterco LED Pool Light transformer 12VAC 30 VA.

Note: Only fit one light per transformer or to transformer specifically designed to have more than 
one light connected.

Warning
The Britestream should only be installed by a suitably skilled person.

The Britestream is a sealed unit. It does not contain any serviceable parts and should not be 
disassembled. Any attempt to disassemble, alter, modify or tamper with the unit will void the 
warranty.

Following points are to be observed to ensure a successful installation of your Britestream.

Positioning the Niche
The Britestream is to be installed no deeper 
than 500 mm below coping.

Secure the niche to the reinforcement steel 
with tie wires as shown in fig 1

Fig 1

electrical 
conduit

Niche

Secure Niche to 
reinforcement
bars with tie 
wires.



Waterco Britestream LED Niche Light I pg 02

Make sure to leave enough space around the rear of the niche for concrete, otherwise leaking might 
occur at the thinner sections of concrete, refer to fig 2.

Glue electrical conduit to the niche socket. Either use 20mm conduit which will fit into the socket, 
or use 25mm conduit, the conduit socket end will fit the outside the niche socket. The conduit must 
terminate above water level.

The cable must be fitted simultaneously with the conduit being installed. Starting at the niche, 
thread the cable through the conduit to the transformer. Leave one metre of cable beyond the Niche 
(the end with terminals and gland mount), coil it up and store it inside the Niche until the Lens Niche 
is ready to be fitted. If the cable is not fitted with the conduit, alternatively a draw wire can be used.

If a junction box is not fitted, when continuing the conduit run make sure the conduit run is 
interrupted above water level (so it is not airtight), otherwise siphoning might occur.
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Spraying concrete
Make sure the styrene foam plug is fitted into the Niche prior to commencing spraying concrete.

When the concrete is being sprayed it is important to ensure the niche surface is fully covered 
all around and at the back. Any void or thin section of concrete increases the risk of leaking. 
Endeavour to make the concrete surface level with the Niche, it is preferable the Niche does not 
stand proud of the concrete surface.

Create an annular recess around the Niche before the concrete sets as shown in Fig 3.



Sealing
When the concrete has fully set the styrene foam plug can be removed. Inject a 2 part epoxy into 
the annular groove around the niche as shown in fig 3.

It may be necessary to trim the front of the niche to make it level with the concrete; do not trim too 
much off as there may not be enough space left for storing cable etc.

Fitting the Mounting Ring
Apply PVC solvent glue to the outside ‘belt’ of the Mounting Ring as well as to the inside of the 
Niche as shown in fig 4

With ‘TOP’ facing upwards, insert Mounting Ring into Niche and push fully in.

When rendering, bear in mind the finished tile surface is to be level with the front edge of the 
Mounting Ring.

Fig 3
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Fig 4
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Fitting the LED Light
Gland nut should not be fully tightened at this stage. This will allow for adjustment of cable.

Connect female terminals to male connectors of rear cup of niche light, please refer to fig 5.

Squeeze natural lanoline from supplied bottle into rear cap and fill to top.

Secure gland mount with the 4 screws supplied to cup. Please ensure that o’rings are retained on 
cup and seal cap.

Fully tighten gland nut to ensure sealing of cable.
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Fit LED Light into Niche (and Dress Rim if used) and secure by tightening the two screws as shown 
in fig 6.

Fig 6

Installation instruction for Replacement Kit
Waterco LED Niche pool light replacement kits are available and are simple & easy to install.

This gland kit is supplied with two types of gland mounts, one to suit 4-8mm cable and one to suit 
10 - 14mm cable. Choose the type which is suitable for your application.

Please check the cable size in your existing light currently installed to be able to make the right 
choice for cable size.

Push the cable through the selected gland and rear cap seal.

Gland nut should not be fully tightened. This will allow for adjustment of cable.

Crimp female terminals to cable.

Connect female terminals to male connectors of rear cup of niche light.

Squeeze natural lanoline from supplied bottle into rear cap and fill to top.

Secure gland mount with the 4 screws supplied to cup. Please ensure that oring is retained on cup 
and gland mount.

Fully tighten gland nut to ensure sealing of cable.

With the ‘WATERCO’ logo facing upwards, fit Lens Niche into Niche and secure by tightening the 
two screws as shown in fig 6.

Before filling the pool
Check that the light is working by switching it on for a few seconds. 
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Disclaimer
Waterco takes no responsibility for Underwater Lights that are installed incorrectly or used beyond 
its intended purpose and specification.

Waterco has a policy of continuous research and development and reserves the right to amend 
without notice the specification and design of its products.

GENERAL SAFETY RULES
1. The installation of the Waterco LED Pool Light should be carried out in accordance to the 

safety instructions of swimming pools especially Standard HD 60364-7-702:2010, Install & 
protection output circuit in accordance with AS/NZS61558.2.6, AS/NZS 3000:2007 or as 
amended and the specific instructions for each facility.

2. The rules enforced on accident prevention should be carefully followed.

3. Any modification of the Waterco LED Pool Light requires the prior consent of the manufacturer.

4. Original replacement parts and accessories authorized by the manufacturer ensure a high level 
of safety.

5. The manufacturer accepts no liability for the damage and injuries caused by unauthorised 
replacement parts and accessories.

6. During operation, some parts of the Waterco LED Pool Light are subject to dangerous electric 
voltage.

7. Work may only be performed on the Waterco LED Pool Light or on the equipment connected 
to it after disconnecting from the mains power.

8. The user should make sure that assembly and maintenance tasks are carried out by qualified 
authorised persons and that these persons have first carefully read the owner manual.

9. The operating safety of the Waterco LED Pool Light is only guaranteed if the owner manual 
instructions are correctly followed.

10. In the event of defective operation or fault, contact the manufacturer’s Technical Support 
Department or its nearest Authorised Agent.

11. If the supply cord is damaged, it must be replaced by the manufacturer or its service agent or 
a similarly qualified person.

12. This appliance is not intended for use by persons (including children) with reduced physical, 
sensory or mental capabilities, or lack of experience and knowledge, unless they have been 
given supervision or instruction concerning use of the appliance by a person responsible for 
their safety.

WARRANTY
The Waterco LED Pool Light is covered by a 2 year warranty.

Note: Please refer to Waterco’s warranty terms and conditions.
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