
 

Thank You for choosing Rago Fabrication 

OUR TEAM THANKS YOU FOR YOUR SUPPORT! 

 
Every Product we make is made in the USA and supports a veteran owned business.  

 

There are helpful install videos on www.ragofabrication.com that guides the installer through the installation process. To 

find the video go to More at the top of the page / Install Help / and choose the correct video that applies.  

 

Customer service and satisfaction is our top priority (it actually is second to making kick ass products). With that being 

said, we will do everything we can to make sure the install  process goes as smoothly as possible with the least amount of 

hiccups. 

 

A couple key points to remember when installing your products: 

 Get a friend to help with the installation process. An extra hand is very helpful. 

 Make sure you watch the install video for your product from start to finish. 

 Please be patient. When you rush, mistakes happen. 

 Call with any questions!  

 

Let’s Get Started! 

1. Center punch the hole to prevent drill bit wonder, which would lead to an 

offset hole. 

2. Use a small pilot bit to start the hole, this also prevents drill bit wonder.  

3. Zert nut drill bit size is .400 or 25/64. (To help in the drilling process it is highly recommended to start with a 

unibit  and slowly drill the sheet metal before reaching the 25/64 hole size, finish the hole with the 25/64 drill bit. 

This will prevent distortion of the hole and allow better results.) 

4. De-burr drilled hole with a file or sand paper. 

5. Before inserting nut zert, inject silicone in the hole to prevent water seepage and rust.  

6. Insert nut zert and install using the correct nut zert tool 1/4x20 thread 

7. Install all 3 nut zerts, then check to make sure antenna  brackets fit, take off brackets, inject more silicone inside 

threaded part of nut zert, install brackets,  then tighten all screws. BAM! That’s all that’s to it. NOTE: CB antenna 

needs a good ground, scraping of the powder coat will be necessary to correctly ground the antenna.  

 

 

 

 

 

 

 

 

 

 

 

Scrape Powder coat here to create 

good ground 

Determine a good 

level location on Jeep. 

Drill Top hole first 

then line up the other 

two bottom holes. 

It will be necessary to 
scrape powder coating 

off, under one screw, 

to ground bracket to 

properly. 

Professionals 

recommend a 

minimum of 

18ft long 

coaxial cable 

to keep CB in 

the correct 

phase 

sequence. 

Also the CB 

antenna’s load 

needs to be 

above the roof 

line of the 

Jeep for 

maximum 

performance. 

Unibit Nut Zert Tool 

http://www.ragofabrication.com/

