
2/4 CHIME AIR HORN 

s and to drain 
the moisture from your tank on a regular basis.

BEFORE YOU PROCEED! THE AIR SOURCE IN THIS KIT IS NOT MEANT TO 
BE MOUNTED OUTSIDE IN THE ELEMENTS! IT IS NOT WEATHER PROOF 
AND WILL NOT BE COVERED UNDER WARRANTY IF IS MOUNTED 
OUTSIDE OR EXPOSED TO THE ELEMENTS! MUST BE MOUNTED UPRIGHT.

Review us on Google! Download the new 
HornBlasters App!
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AIR HORN

Air Horn (model varies)

Roll of  

 

 Air Horn (model 
varies)

 
(already installed on horn)
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Wireless Activation Remote Separate key fob that allows you to honk the horns 
up to 300' away from the vehicle! HB-RC



 and in an enclosed area!! 
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Air Horn Valve
(In center of horns)
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Draining the tank
The 3-liter air source has a plug on the bottom of the tank that can be removed to drain the tank of moisture.

• Use a 10mm wrench to remove the drain plug from the bottom of the tank.
• Allow all the water to drip out of the tank. This may take a few minutes.
• Once all the water has drained from the tank, insert the plug back into the

tank.
• You may need to re-apply Teflon tape to the thread of the fitting to prevent

leaks from occurring.
• Be careful not to cross-thread the fitting into the tank.



+1 (813) 783-8058
Fax: +1 (813) 783-2407

www.hornblasters.com support@hornblasters.com

• Make sure to run 10-gauge wire from the fuse holder out to pin 87 on the relay.
• The fuse holder is sent in a loop. Cut it in half to make two ends. Strip each end and use the crimp

connectors pictured above to complete the connections.
• Pin 86 will be connected to any power source that is a key-power source. This could be the radio fuse,

cigarette lighter fuse, or even a remote signal for an amplifier if you have one.

• Connect the red wire from the compressor directly to pin 30 on the relay.

• Use the included 30A AMBER/TAN colored fuse in the fuse holder.

• Pin 85 on the relay can be grounded to the same point as the compressor.
• Make sure that there are no frayed wires before inserting the fuse into the holder. The fuse will blow if a

frayed wire is touching the frame or metal on the vehicle.
• Your relay may have 5-pins instead of four as shown above. You can disregard pin 87A in the

center of the relay.

(red)
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If your relay has 5 pins (one extra in the center) the 
5th pin (87A) can be ignored. 
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1/2" NPT 3/8" NPT 1/4" NPT 1/8" NPT
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