
CONDUCTOR'S SPECIAL 
INSTALLATION MANUAL

844K

WARNING: To ensure the longevity of 
your system, reading and following these 
instructions are recommended. Make sure 
to change filters and to drain the moisture 
from your tank on a regular basis.
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Tank Fitting Kit

 

PS-150H Pressure Switch
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3/4" Plug

Page 2



www.hornblasters.com support@hornblasters.com

Page 3



Fuse Tap

Self-Tapping Screw

Slotted Angle Iron

Cable Ties 

Heat Shrink Tubing     

1" Adjustable Wrench

Adjustable Wrench (1" - 2")
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 The trunk  

 The engine bay 
 

 

 below. This is a great example of an install in the storage area of a small car.

Make sure to leave some room for airflow to your radiator!

 
 

 
small hatchback.

 
 

coupe

• The compressors can be plumbed into any port on
the tank. They don't have to be setup as shown to
the left.

• The 8-gallon tank can be mounted on it's side with
the four ports on the front face pointing down to the
ground.

• The compressors can be mounted upright or on
their side.
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*Keep in mind that the air tank has to be close to the compressor. The leader hose on the compressor is 18" long
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**This line is not meant to hold pressure. Do not use this for anything other than
the filter.

  

r  
 

ENCLOSED AND DRY 
 

If the air filter is not relocated, the compressor will pull in water/dirt and will stop working properly. 9  
out of 10 compressors that fail within the first year have pulled in water/debris from the intake.
WE DO NOT WARRANTY COMPRESSORS THAT HAVE FAILED DUE TO WATER/DEBRIS 
BEING PULLED INTO THE INTAKE/FILTER

Route the air filter up into the bed as 
shown to the right. This will ensure the 
compressor ALWAYS pulls dry clean air.
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COMPRESSOR 
MOUNTING 
HARDWARE

Mounting bolt

Flat washer

Compressor foot

Rubber bushing

Mounting surface

Flat washer

Lock washer

Nut

The HornBlasters 1NM compressor features four mounting feet with rubber bushings to 
isolate the compressor vibration from your vehicle. A set of four bolts, nuts, and washers 
was included with the compressor. You can assemble each foot with the hardware as 
shown above. 

Hardware Specifications:

• 1" Long Bolt (can be longer if needed)
• #10-32 Bolt Size (Any 10mm machine

screw will work)
• Stainless Steel
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6511 54th St 
Tampa, FL 33610

+1 (813) 783-8058
Fax: +1 (813) 783-2407
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8 GALLON SHOCKER XL INSTALLATION MANUAL

Battery
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Connecting the Train Horns to the Steering Wheel

Connecting the Train Horns to a Push Button 
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Compressor
The compressor doesn't turn on.

The compressor doesn't fill the tank

The tank loses pressure after a few hours

This may also lead to a blown fuse

Page 13



www.hornblasters.com support@hornblasters.com

Page 14



Page 15




