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Components:

Plumbing the Horn to the Tank

Riot Horn Instructions

2x 
3/8" NPT x 1/2" PTC Fitting

1x
1/4" NPT x 1/2" PTC 

Fitting
(Smaller thread)

1x 
3/8" NPT Solenoid 

Valve

1/2" OD 
DOT Air line 

Start by taking a look at the solenoid valve. On the bottom of the valve is 
an arrow. The arrow's reflection can be seen on the silver bracket. Take 
note of which direction this arrow points. The arrow needs to point 
towards the horns when you plumb the valve, otherwise the horn will 
honk continuously.

Plumb two of the supplied 3/8" NPT x 1/2" PTC fittings into the solenoid 
valve as shown to the right. Plumb the 1/4" NPT x 1/2" PTC fitting into 
the open port on the middle of the riot horn. Do not use teflon tape, the 
fitting has PTFE pre-applied.

*The outlet side of the valve
looks like this.

At this point you are ready to connect the horns and solenoid valve to the air tank. Start plumbing the solenoid 
valve to the air tank with the supplied 1/2" air line. Make sure to cut each end of the line perpendicular to the 
line so that it can make a good seal. Press the air line into the inlet side of the valve (arrow points AWAY from 
the inlet side). Connect the opposite end of the air line into the fitting on your air tank.
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Riot Wiring Instructions

WIRING YOUR VALVE
Once you have grounded one of the valve terminals, please choose one of the next two 
options for the switch.

•  Option 1 (Steering Wheel): Wire the other terminal to a toggle switch and then into your factory horn 12
volt power wire under the hood. This will let you blow the horns from the steering wheel button with an
On/Off switch.

o You can pull power from positive lead going right into the factory horn. Locate the horn itself and
use the wire tap to splice a new lead off the horn wire.

•  Option 2 (Push-button): Wire the other terminal to a momentary button switch in a convenient
location and wire the other side of the switch to a 12 volt power source.

o If you plan to connect the button to the battery, a 10A fuse is recommended in between the button
and battery terminal!

--------------------------------------------------------------------------------------------------------------------------------

Option 1 
(Steering Wheel)

Option 2
(Push Button)




