


INSTALLING THE        QUICK PLATE AND GLASS

START

FINISH

Firstly take it out of its carry case and fit the quick release plate from your tripod to the 
underside of the EyePrompt Macro.

There are 1/4" and 3/8" fixing points and holes for the locating pin if your plate has them. 
Mount the unit on the tripod.

If you are using the prompter for the first time you will need to fit the beam splitter glass 
into the hood. Simply loosen the two retaining screws and slide the glass clip down. Now 
insert the glass, top first making sure the side with the label that says ‘this side out’ is 
facing you. 

Now slide the clip up and tighten the retaining screws so that it holds the glass in place. 



INSTALLING THE  HOOD AND CAMERA

START

FINISH

Now mount your camera, there is a single 1/4" camera screw in the camera mount. Ensure 
that the camera lens is centred in the glass and as far forward as possible without touching 
the glass.

To make this adjustment the hood slides up and down using the two thumb screws on the To make this adjustment the hood slides up and down using the two thumb screws on the 
back of the hood, and then retighten to secure it in place. This is important because if the 
camera is too far back or the lens is not centered you may see the sides or top of the hood 
in your shot. Cover the lens with the light excluder and fasten in place with the draw 
strings.

Next, raise the hood into the vertical position. Release the two thumb screws on sides and 
the hood will swing up into the operating position make sure that the locking pins locate in 
the slots and secure the thumb screws.



INSTALLING THE   TABLET DISPLAY

START

FINISH

Loosen the tablet clamp knob on the underside and slide open the tablet jaws. Lay the     
display between the jaws and close the jaw, ensuring the clamp is pinched tight and secure 
with the knob on the underside.

The EyePrompt tablet mount is designed to carry all tablets and devices up to 10”. 



BALANCE THE  MACRO

START

FINISH

A well-balanced unit will give you 
smoother camera movements even on 
low-cost entry level video heads as 
shown.

The EyePrompt DSLR Macro makes balancing the teleprompter as simple as sliding the unit 
on the head until the perfect balance is achieved. It is not necessary to remove the unit 
from the tripod head.

Release the 4 thumb screws on both sides and the entire unit will slide until a balance is 
achieved.




