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DESCRIPTION.

Our Compensating Binnacle (shown in cut) is made entirely of

metal, is fitted with the celebrated Ritchie &quot;

Compass made with
some slight alterations to meet our views.

The fore-and-aft, and athwartship magnets are fitted in boxes in

the bowl of the Binnacle, are raised and lowered independently by
means of a key on the outside of column, attached to rack and

pinion motion.

After the adjustments are made the key can be removed, and the

key-hole closed up, so that it is impossible to have the adjustment
tampered with.

This Binnacle will adjust errors from i to 90 if necessary, and it

places the matter of re-adjustment in so simple a form, that a Ship
master can make any slight alteration with ease, when it is found

necessary to do so, either from change of Latitude or from vessel

losing some of her magnetism, as generally is the case in a new
vessel.

The Binnacle is fitted with Iron Spheres for correction of Quad-
rantal errors.

Also fitted with receptacle for Flinders Bar, to adjust error due
to vertical induction.

The Heeling error Magnet is put in cup in centre of tube, and can
be raised or lowered by chain inside of bowl.

The Pelorus, Alidade, or Azimuth Circle can be used in connec
tion with this Binnacle. For quick practical work we recommend
the Negus Alidade, as it is fitted on the top directly over the Com
pass, is always ready at hand, and is strong and durable.

Round magnets, six inches in length, are furnished with the Bin
nacle, they fit in the cups or boxes inside of the bowl. Each box
will hold four of these magnets, if necessary ; but for the ordinary
errors, one is sufficient. When a magnet is put into one of these
boxes it is firm in place and will not shift.

The North ends of the magnets are painted Red and the South
ends Blue.


