
 
  

  

Battery Condition/Status AL-WAS01 TRANSMITTER AL-WAS01 RECEIVER 

Power ON/Power level >30% (3) Power indicator ON 
Power level less than 30% (3) Power indicator flashes slowly 
Power level less than 10% (3) Power indicator flashes rapidly 
Power level less than 5% (3) Power indicator flashes for 5 seconds and 

automatically turns off 
Pairing (in progress) (4) Orange status light flashes 
Paired (4) Orange status light turns off 
Power charging (3) Power indicator pulses green 
Recharging finished (3) Power indicator stays solid green 

 AL-WAS01 TRANSMITTER AL-WAS01 RECEIVER 

Power Rechargeable 
3.7V/450mAH Li battery 

Rechargeable 
3.7V/360mAH Li battery 

Audio Interface ¼” (6.35mm) mono audio plug, 120° rotation 
Channel 4 GHF channels 
Frequency 5.729~5.820GHz 
Transmission power > 7dBm - 
Receiver sensitivity - <81 dBm 
Signal noise 140dB 
Sound quality 24bt 48KHz 
Delay 5.6ms 
Distortion -100dB 
Max. input signal amplitude 500mV - 
Max. transmission distance 115ft (35m) (with no obstacles) 
Run time (full charge) 4 hours 
Recharging time Less than 2 hours 

Location 
Using the product in the following locations could result in a malfunction: 
• Locations of extreme temperature or humidity 
• Excessively dusty or dirty locations 
• Location of excessive vibration 
• Any location near magnetic fields 
• In direct sunlight 

 Power supply 
The wireless audio system is equipped with an auto-off feature to save battery life and turns OFF 
automatically after 30 minutes, when in ready mode (no sound transmission), to prolong battery life.  
Charge the product when the low battery indicator shows it is necessary.  When the product is not 
used for an extended period of time, please charge the product. (DO NOT USE WHILE CHARGING) 
(For best battery life, it is recommended to charge at least once every 6 months) 

PRECAUTIONS 
 

Interference with other electrical devices 
Keep out of the range of other wireless devices using the same frequency 

Handling 
To avoid breakage, please do not apply excessive force to the switches or other controls. 

Care 
• If the exterior becomes dirty, wipe it with a clean, dry cloth.  Do not apply liquid cleaners such as: 

benzene, solvents or other cleaners that contain flammable compounds 
• Keep foreign matter out of your product 
• Do not set any container with liquid in it close to the device.  If liquid gets into the device, it may 

cause a malfunction, fire, or electrical shock.  
• Be careful not to let metal get into the device. This may cause electrical shock or injury.  

MAIN FEATURES 
Wireless audio transmission system consists of two parts that use a 5.8 GHz frequency:  

(1) TRANSMITTER (Black unit) 
(2) RECEIVER (White Unit) 

• It is suitable for guitar, bass and all instruments with a ¼” (6.35mm) audio jack 
(Both TRANSMITTER and RECEIVER are equipped with a ¼” (6.35mm) mono audio plug 
that rotates 120° to allow for compatibility with almost any audio jack position) 

• TRANSMITTER and RECEIVER have built-in lithium batteries 
• The system has four (4) built-in channels with separate color indicators for each channel 

(Purple, Red, Green and Blue) 
• Delay time of less than 5.6 ms (milliseconds) 

 

PARTS AND FUNCTIONS 

�

� � � � �

1. TRANSMITTER (Black unit)-1/4” gauge audio connector, connecting to instruments 
with same gauge audio output jack 
RECEIVER (White Unit) -1/4” audio output connector, connects to any amp or any 
instruments with same size audio input jack 
(All the other features are the same for both TRANSMITTER and RECEIVER) 

2. Status Indicator (orange) 
3. Channel and power indicator (Purple, Red, Green, Blue) 
4. Power button 
5. ID Button 
6. Micro-USB power recharging port 

LED INDICATOR STATUS LIGHTS 

SPECIFICATIONS 
NOTICE: 
1.  In case of failure paring, press Transmitter POWER button first (back to 
     factory preset), and then operate following step 2 above. 
2.  In case of unexpected influence happened to the wireless connection, just only press 
     Transmitter ID button to change to another channel, and the Receiver changes to the 
     same automatically.
3.  ID indicators 4 colours - red, green, blue and purple refer to 4 different channels.   

TRANSMITTER

TRANSMITTER

RECEIVER

RECEIVER

To Instrument

To Amp

1. Press and hold the POWER buttons on both the TRANSMITTER and RECEIVER 
simultaneously to turn ON. (If the indicators on each unit show the same color, then the 
units are paired successful –you may skip to step #3)  

2. If the wireless audio system is initially unpaired when turned on (indicator lights are 
different colors), the RECEIVER’s indicator light will blink orange. 

a. To match the TRANSMITTER and RECEIVER, simply press and hold the ID 
buttons (5) on both units until both units’ channel indicator lights (3) show the 
same color. 

b. Press the ID button (5) first on the TRANSMITTER and then on the RECEIVER 
until the orange status indicator (4) begins to flash quickly. 

c. Then press the ID Button (5) of the TRANSMITTER again and hold (the orange 
status indicator light (2) will blink and the Channel indicator lights (3) will show 
the same color, indicating that both units are successfully paired). 

3. Once paired, now play a sound from the instrument it is connected to. The signal will be 
sent from the TRANSMITTER to the RECEIVER without any delay. 

If for some reason the units lose paired status, simply press TRANSMITTER POWER button 
first (send it back to factory preset), and then follow steps 2-3). 
In the case of unexpected interference, merely press the ID button (5) on the TRANSMITTER to 
change to another channel and the RECIEVER will change the channel automatically. 
 
Note: To use multiple sets of wireless audio systems, press the POWER button on the 
TRANSMITTER to change channel. The channel indicator (3) changes colors and the RECEIVER 
automatically changes channel accordingly. (A maximum of 4 sets may be used 
simultaneously) 

HOW TO USE 
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KLIQ Music Gear

FCC Statement
Changes or modifications not expressly approved by the party responsible for compliance could voidthe user's 
authority to operate the equipment. This equipment has been tested and found to comply with the limits for a 
Class B digital device,pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable 
protectionagainst harmful interference in a residential installation. This equipment generates uses and can radiate 
radio frequency energy and, if not installed and used in accordance with theinstructions, maycause harmful 
interference to radio communications. However, there is no guarantee that interferencewill not occur in a particular 
installation. If this equipment does cause harmful interference to radio or television reception, which can be 
determined by turning theequipment off and on, the user is encouraged to try to correct the interference by one or 
more of  thefollowing measures:
-- Reorient or relocate the receiving antenna.
-- Increase the separation between the equipment and receiver.
-- Connect the equipment into an outlet on a circuit different from that to which the receiver is
   connected.
-- Consult the dealer or an experienced radio/TV technician for help
This device complies with part 15 of the FCC rules. Operation is subject to the following two conditions(1 ) this 
device may not cause harmful interference, and (2) this device must accept any interferencereceived, including 
interference that may cause undesired operation.

AIRLINK 
RECHARGEABLE 
Wireless Audio System 
AL-WAS01 

Dear Musician, 
Thank you for purchasing the rechargeable AIRLINK Wireless Audio System, and welcome 
to the KLIQ!  
 
To register your product warranty, please visit www.kliqmusicgear.com/warranty. To get 
the most out of your new audio system, please carefully read this manual prior to first 
use, and keep it for later reference. Should you ever need anything, please reach out to 
us at support@kliqmusicgear.com or call us at 800.316.9651. We are always glad to help! 
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