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Sec. 15

FAS TENER AS SORT MENTS

Two assortments of Grade 5 and Grade 8 fasteners.
As always all parts are certified to meet or exceed
the proper S.A.E. specifications  both physically and 
chemically.

Each assortment includes an Auveco 40 compartment bin P40-S (33-3/4" Wide x 9" Deep x 24" High, can be
shipped  via UPS).  The reorder labels contain the fastener part number, size, description and bar code.

1020 Grade 5 U.S.S. (Coarse Thread) Fastener Assortment.  Over 2800 pieces of Grade 5
U.S.S. cap screws, hex nuts, high alloy lock washers and high alloy S.A.E. flat washers.
Diameters: 1/4"-20, 5/16"-18, 3/8"-16, 7/16"-14 and 1/2"-13. Lengths: 1/2" through 3".
All fasteners are zinc plated.  Refer to contents listing on next page.

1021 Same as 1020 except without P40-S bin .   Includes planogram and reorder labels.

1030 Grade 8 U.S.S. (Coarse Thread) Fastener Assortment.  Over 2000 pieces of Grade 8
U.S.S. cap screws, hex nuts, high alloy lock washers and high alloy S.A.E. flat washers.  
Diameters: 1/4"-20, 5/16"-18, 3/8"-16, 7/16"-14, 1/2"-13 and 5/8"-11.
Lengths: 1/2" through 4".  All fasteners are zinc plated.  Refer to contents listing on next page.

1031 Same as 1030 except without P40-S bin. Includes planogram and reorder labels.

Met ric Fas tener As sort ments
1040 Metric Fastener (Regular Pitch) Assortment.  Over 1200 metric cap screws, hex nuts, lock washers

and flat washers with a pre-labeled Auveco 40 compartment bin, P40-S (33-3/4" Wide x 9" Deep x 24"
High can be shipped via UPS).  The reorder labels contain the fastener part number, size, description
and bar code.  Diameters: 6mm-1.00, 8mm-1.25, 10mm-1.50 and 12mm-1.75. Lengths:
10mm through 50mm. All fasteners are zinc plated.  Refer to contents listing on next page.

1041 Same as 1040 except without P40-S Bin.  Includes planogram and reorder labels.

1042 Metric Fastener (Regular Pitch & Fine Pitch) Assortment.  Over 1995 metric cap screws, hex nuts,
lock washers and flat washers with an Auveco 72B-9 (72 compartment bin).  The 72B-9 measures
33-3/4” wide x 9” deep x 42” high and can be shipped via UPS.  The bin is pre-labeled showing the
Auveco part number, a bar code, size and description.  Diameters: M5-.8, M6-1.0, M8-1.25, M8-1.0,
M10-1.5, M10-1.25, M10-1.0 & M12-1.75.  Lengths: 10mm through 75mm.  All fasteners are zinc plated
except fine pitch cap screws which have a black finish.  Refer to contents listing on following pages.

1043 Same as 1042 except without 72-9 Bin.  Includes planogram and reorder labels.
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