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NETWORK™ R11 
 Glazed Porcelain

Enhance™ Collection
The industrial, avant-garde look of Network is enhanced with the added R11 Anti-Slip 
finish. This added finish makes Network ideal for commercial and residential applications 
especially outdoor areas and provides a stylish and seamless transition.



Testing

Results*

Abrasion Resistance 
C1027

Breaking Strength 
C648

Chemical Resistance 
C650

DCOF ANSI 
A137.1

Water Absorption 
C373

Scratch Hardness 
MOHS

Shade Variation 
Rating

Sustainability Attributes

*For more information, or to see other available options for this series, please visit emser.com. Always consult a professional for proper usage and installation.

Thickness

Faces

Finish

Edge

Grout Joint 
Recommendation

Sizes

•	 Red	List	Free
•	 Health	Product	Declaration	(HPD)	provided	upon	request
•	 Product	Packaging	is	100%	recyclable

M

ADE�IN

Enhance™

NETWORK™ R11 3 Colors | 1 Size

RESIDENTIAL COMMERCIAL INDOOR OUTDOOR

Gray

Silver

Taupe

24”x24”
23.46”x23.46”

9mm

17

R11

Rectified

Check Website

III >500 lbf Resistant 7<0.50% V2

Skid Resistant 
DIN 51130

R-11



www.emser.com

MOOD™
Glazed Porcelain

Charcoal

Gray

Ivory

*UPTOWN™
Glazed Color Body Porcelain

Hamilton

Hudson

Morningside

*MILESTONE™
Glazed Porcelain

Gray

Moon

*BORIGNI™
Glazed Color Body Porcelain

Gray Bush 
Hammered

Beige Bush 
Hammered

White Bush 
Hammered

NETWORK™
Glazed Porcelain

Taupe

Gray

Silver

*IRONWORX™
Glazed Porcelain

Rust

Gray

Silver

*PUNCH STRUCTURE 
An added anti-slip relief texture that allows 
for water to puddle in the low-areas while 
the raised areas provide solid soul to surface 
contact points while in motion.

R11 DEFINED

The advancements in glaze technology 
have allowed our industry to offer 
a similar look the same products 
whilekeeping many of the other 
technical characteristics identical.

The finish will typically be seen as a little 
more matte in low-angle light conditions 
and a little dry to the touch.

The additives utilized in the glazing 
process to increase the Coefficient of 
Friction are done before the material 
is fired, therefore it is not a component 
that will wear-off over time, it is with 
the tile for its entire life-cycle.

R11 TEST
• To be certified R11 means that a person did not 

exhibit any slipping until the ramps reached the angles 
of 19-27 degrees 

• The test is administered with normal conditions, the 
addition of water as well as the addition of oil/grease, 
and the average of all three are combined to create 
the rating.

• The rubber hardness of the shoe is tested (96 hard-
ness) to ensure all testing is identical.

R11 is a unique anti-slip finish for outdoor spaces, 
high-traffic areas and tile exposed to water and 

moisture that preserves the look of the tile. 

R11R11
ANTI-SLIP FINISH

*2cm Thickness *2cm Thickness

*2cm Thickness
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