
Precision Profiles and Transitions



The information in this catalog has been carefully selected as part of the 
Emser Tile Signature Series. These profiles and finishes are among the most 
widely used and selected by installers, designers, and architects in the industry. 

With one of the widest ranges of profiles and transitions in the industry, 
the Loxcreen Flooring Group has the right product for both residential and 
commercial applications. Our leading edge aluminum extrusions cover a 
broad spectrum of installation challenges with high quality, industry approved 
products. For over 60 years, we have met the demands of our customer base 
in providing a vast array of finishes and quick installation solutions to get the 
job done right the first time!



FLAT TILE EDGE
Flat Tile Edge protects tile from damage while 
providing a finished butting edge for other flooring 
materials. Pre-punched for easy setting into adhesive. 

LENGTH: 8 FT | PACK SIZE: 25 PCS

PROFILE 
NUMBERS HEIGHT (H)

AVAILABLE FINISHES

BCL
Bright
Clear

SCA
Satin Clear
Anodized

MIL
MIL

Finish

STI
Satin 

Titanium

PROFILE 
NUMBERS HEIGHT (H)

AVAILABLE FINISHES

SCA
Satin Clear
Anodized

STI
Satin 

Titanium

SAB
Satin Antique

Bronze

CM2150

CM2151

CM2152

5/16”(8mm)

3/8”(10mm)

1/2”(12.5mm)

H

ROUND TILE EDGE
Round Tile Edge protects the edge of tile from chipping, 
provides a 90 degree corner, and can be used with inside 
and/or outside corners. Pre-punched for easy setting 
into adhesive. 

LENGTH: 8 FT | PACK SIZE: 25 PCS

CM2251

CM2252

3/8”(10mm)

1/2”(12.5mm)

H



SQUARE TILE EDGE
Square Tile Edge can be used to finish and protect the 
outer edge of tiled walls, floors, and backsplashes. This 
profile can also be used as an accent with a feature strip 
or listello border and provides a sleek, contemporary look 
with clean lines formed by the square edge.

LENGTH: 8 FT | PACK SIZE: 12 PCS

CM2351 3/8”(10mm)

3/8”(10mm)

H

PROFILE 
NUMBERS HEIGHT (H)

AVAILABLE FINISHES

BCL
Bright
Clear

SCA
Satin Clear
Anodized

PROFILE 
NUMBERS HEIGHT (H)

AVAILABLE FINISHES

SCA
Satin Clear
Anodized

STI
Satin 

Titanium

TILE ADAPTER
Tile Adapter is used where tiles meets low pile 
carpet or other 1/4” (6.5mm) flooring. Pre-punched 
for easy setting into adhesive. 

LENGTH: 8 FT | PACK SIZE: 12 PCS
H

1/4” (6.5mm)

CM2161



CM2171 3/8”(10mm)

PROFILE 
NUMBERS HEIGHT (H)

AVAILABLE FINISHES

SCA
Satin Clear
Anodized

STI
Satin 

Titanium

Tile Reducer has a sloped face to create a smooth 
transition between tile and adjacent surface such as 
resilient tile or sheet goods. Pre-punched for easy 
setting into adhesive.

TILE REDUCER

LENGTH: 8 FT | PACK SIZE: 12 PCS

H

1/8” (3mm)

ALUMINUM TILE TRIM FINISHES
(Finishes may not appear exactly as shown. Please request a sample prior to placing an order)

BCL
BRIGHT CLEAR

MIL
MIL FINISH

SAB
SATIN ANTIQUE 

BRONZE

STI
SATIN 

TITANIUM

SCA
SATIN CLEAR
ANODIZED



LOXCREEN FLOORING GROUP LIMITED WARRANTY
Loxcreen Flooring Group products are warranted for a period of 1 (one) year from date of 
shipment. All products will be subject to the following manufacture warranties; Products will 
conform to original product and contract description with only such reasonable variations as 
is acceptable in the trade. These products will be fit for the purposes for which they were 
intended and that they will be adequately packaged and labeled. Loxcreen Flooring Group 
will replace any defective product found if said defect is identified before installation. If a 
defect is found after installation, Loxcreen Flooring Group must be notified in writing within 
10 days of installation. The customer must then, at Loxcreen Flooring Group’s discretion, allow 
an inspection of the installation. If upon inspection, Loxcreen Flooring Group determines the 
product to be defective, Loxcreen Flooring Group will at its own discretion supply replacement 
materials that conform to the contract requirements or issue a credit equal to but not exceeding 
the original purchase price for the goods in question. Loxcreen Flooring Group assumes no 
liability or responsibilities for labour or the cost of other materials used in such installations.

These warranties do not circumvent any individual product category warranties implied or 
stated by Loxcreen Flooring Group.

Warranties do not apply to the following specified items, terms and conditions: 
A. Exact matching of color, shade, texturing or mottling.
B. Any warranties, other than expressed above, implied or promised by any sales representative.
C. Tears, scratches, burns, or other damage caused by improper installation, improper use

or maintenance.
D. Sales of “Seconds”, or “Imperfect” goods.
E. Problem caused by moisture, hydrostatic pressure or alkali in the sub-floor.
F. Problem caused by installation with non-approved adhesive. If you are unsure about

the suitability of a particular adhesive, please call us for our recommendations.
G. Product installed outdoors. Loxcreen Flooring Group products are designed

for interior use only.
H. Color degradation caused by sunlight or other U.V. exposure. These warranties are

supplied in lieu of any other warranty, expressed or implied. All product specifications
are subject to change without notice.




