
   Remove original air cleaner

 Install Ram Air System

FR-0507
Installation Instructions

Note: To make each operation easier, first, assemble all parts together loosely.  Only tighten after you are sure their positioning is correct.
            If the duct rubs against the part of the engine,or body, please attach the cushion tape.

ram air assembly

Cushion tapewrench

PARTS LIST

1: Take out the air filter and remove the OEM filter box.

1. Loosely pre-assemble the GruppeM intake system as shown in the diagrams.

2. Remove the negative battery cable. 
*We recommend battery removal for easy installation.

3. Insert the ram air assembly to the original intake hose 
     and tightly secure with a hose clamp.

4. Attach the supplied brace to the original case with bolt A as seen in the picture.

5. Recheck clearances and make sure all fittings and hoses are tight and secure.

6. Reconnect the negative battery cable. 

7. Installation of the intake system is now complete. 
     We hope you enjoy the power and performance of your new intake system. 
     Thank you for choosing GruppeM.
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Reconnect the negative battery cable.

Blowby hose

CL7 Accord-EuroR K20A

CAUTION

Thank you for buying the GruppeM Ram Air System
Before installation, verify that you have all of the parts in the Parts 
List on the right.

• Please read the entire instruction manual before proceeding. 
• Ensure you have all necessary tools before proceeding.
• Do not attempt to work on your vehicle when the engine is hot.
• Disconnect the negative battery terminal before proceeding.
• Retain factory parts and our installation manual for future use.
• GruppeM Inc. will not be held responsible for installations to 
   any motor vehicle model other than the one specified.

The adapter, lower case, v-clampe and filter are presassembled
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