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1: Attach braces T0163A, T0163B, and
 T0102B to the adaptor.

2: Use the provided rubber hose to connect the assembled
    adaptor assembly to the mass air sensor assembly, 
    and fasten with provided hose clamps.

3: Loosely attach the lower case, filter and Filter case 
    to the adaptor assembly you assembled in Step 2. 
    Connect to the original intake pipe, and fasten 
    with a provided hose clamp.

4: Fasten braces T0163B and T0102B by mounting provided bolts using 
    the original air cleaner case fastening holes. 
   (See arrowed part in diagram below.)
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   Remove original air cleaner 

 Install Ram Air System

PARTS  LIST

Note: To make each operation easier, first, assemble all parts together loosely.  
          Only tighten after you are sure their positioning is correct.

The duct case, filter, lower case, V clamp and lower clamp 
are assembled as an air cleaner assembly before shipping.

VW  GOLF4 R32 V6-3.2L

Attach using the original air cleaner case 
fastening hole behind the battery

Attach using the original air cleaner case mounting location

1: Remove the mass air sensor coupler.

2: Remove the OEM air cleaner and the mass air sensor as a whole unit.

3: Remove the mass air sensor from the air filter case.

Installation Instructions 

Attach using the original air cleaner 
 case fastening hole

Attach using theoriginal air cleaner case 
fastening hole behind the battery

Thank you for buying the GruppeM Ram Air System
Before installation, verify that you have all of the parts in the Parts List on the right.

CAUTION
- Do not install on a road or other place that could interfere with automobile or pedestrian traffic.
- Park on flat, horizontal ground with the emergency brake on, to prevent the vehicle from rolling.  
Remove the key from t he ignition and let the engine cool down completely before beginning 
installation.
- Wear work clothes suitable for the job.  When necessary, wear protective gloves and glasses.
- After installation, regular maintenance is necessary.  Periodically check for realignment, clearance, 
and tightening of all   
  components.
- GruppeM Inc. will not be held responsible for installations to any motor vehicle model other than the 
one specified.
- Keep these instructions in a safe place after using them.

 Speeding and reckless driving are completely unacceptable.  Please use this product with care, 
following all traffic regulations.
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