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PARTS  LIST

7. Assemble the air filter adapter assemble as illustrated in the diagram 
in the upper right. Please be careful of the directional orientation of the 
adapter. NOTE - It is easier to first, loosely assemble the parts together. 
Retighten once positioning has been verified.

※ It is cautious of direction of 
the both sides of an adapter.

9.  Attach the bracket (part# 0047) to the air induction duct. 
Secure the bracket with bolt A and a nut.

BoltD

Bolt C

10. The FRP air duct is mounted using the OEM bolts holes. 
Secure with the bracket (part# T0183).

Cover

An original
 introductory duct

filter for air pump

Oil is applied to a filter.
A filter is attached to an
 air pump hose and it binds
 tight in a band from resin
 Kapler's outside.

3. The intake box is a two-piece design. 
Remove the upper part of the filter box

6. Attach the breather filter to the air pump 
hose as shown here and secure it with a zip tie. 
Oil is applied to the filter.

5. Remove the valve hose from the 
lower air box and block it off with 
the supplied cap. 

4. Remove the lower part of the 
filter box. 

11. Install the filter case assembly in the engine and connect to 
the OEM intake hose and MAF (air sensor). First, slide in the 
filter case behind the head light and connect to the intake and 
MAF (air sensor). Secure the brace to the body. 

CAUTION: Do not drive in heavy rain and cover/plug the 
induction duct when washing the vehicle. 12. Retighten all fasteners and fittings.

13. Installation is now complete.

We hope you enjoy the power and performance of your new GruppeM intake system. 
Thank you for your support and choosing GruppeM.

8. Connect the filter and filter case to the adapter.
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Air introduction ductFilter case

Secure with a zip tie.

Mount brace here.
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A hose is extracted.

4φ capA second-half type cleaner case (below)

Installation of ram air system

1. Remove the intake box cover to access the 
MAF (air sensor). Disconnect the MAF 
(air sensor) coupler and induction duct.

2. Disconnect the air pump from the intake box.

CAUTION

Thank you for buying the GruppeM Ram Air System
Before installation, verify that you have all of the parts in the Parts 
List on the right.

• Please read the entire instruction manual before proceeding. 
• Ensure you have all necessary tools before proceeding.
• Do not attempt to work on your vehicle when the engine is hot.
• Disconnect the negative battery terminal before proceeding.
• Retain factory parts and our installation manual for future use.
• GruppeM Inc. will not be held responsible for installations to 
   any motor vehicle model other than the one specified.

The adapter, lower case, v-clampe and filter   are  presassembled
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