
Installation Instructions

FRI-0228

Installation of ram air system

PARTS  LIST

CAUTION

Thank you for buying the GruppeM Ram Air System
Before installation, verify that you have all of the parts in the Parts 
List on the right.

• Please read the entire instruction manual before proceeding. 
• Ensure you have all necessary tools before proceeding.
• Do not attempt to work on your vehicle when the engine is hot.
• Disconnect the negative battery terminal before proceeding.
• Retain factory parts and our installation manual for future use.
• GruppeM Inc. will not be held responsible for installations to 
   any motor vehicle model other than the one specified.

5. Remove the air hose indicated by the arrow.

3. Remove the screw of the arrow and remove 
the genuine introduction air guide.

2. Remove the radiator hose. Remove the 
genuine air guide for the red circle.

1. Loosen the screw of the arrow and remove 
the cover.

4. While retracting the hose band, remove the 
suction hose from the air box.

7. Replace the suction hose band with the 
supplied hose band.

10. Install the long corrugated tube for hose 
protection.

14. Insert the washer between bolt A and 
bolt B, and fix the introduction duct. 
(2 places)

18. The work is completed by tightening each part.

15. Fix the chamber case and filter case with 
the V clamp.

17. Tighten the suction hose band.16. Attach the air hose to the nipple on the 
chamber case.

12. Cut the sponge tape to an appropriate length 
and attach it to the introduction duct.

11. Place the filter in the filter case and insert 
it into the vehicle's retaining nipple.

13. Place it in the vehicle with the introduction 
duct sticking into the filter case. 
The corrugated tube (long) goes into the 
groove of the introduction duct.

8. Attach the corrugated tube (short) to the 
wiring.

9. Insert the chamber case into the fixing nipple. 
At that time, be sure to check that the rubber bush 
in the case has not fallen off.

6. Remove the air cleaner box.
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The photo is the GOLF 7 R, but refer to the photo when installing it on other cars as well.
Please install it.
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AUDI S3 (8V) 2.0 TURBO
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