
Installation Instructions

Installation of ram air system

PARTS  LIST

FRI-0406
MercedesBenz AMG A45/CLA45/GLA45

Filter

Adapter

bolt A x4

M6nut x4

M3nut x4

bolt B x2

bolt C x4

bolt D x3

grommet

washer x2

※Inner adapter

Supported plate

Bracket x2

Carbon cover

Carbon duct

Carbon air guide
(It's included in an adapter.)

1. Remove the bumper.

4. Remove the air filter, hose band, and 
wiring coupler attached to the side of the 
air cleaner housing.

2. Remove the air guide circled here in red.

5. Remove the ECU and the sensor. 
Remove the lower airbox and induction 
duct.

6. Remove the screws, adapter, and sensor 
as seen here the picture.

3. Remove the upper air box.

A screw is removed 
from the upper part.

An introduction duct 
is removed.

An O-ring is removed.

7. Install the carbon air guide using bolt A 
and M6 nut.

10. The adapter assembly is attached to 
the lower airbox using bolt A and M6 nut.

13. The carbon is attached using the 
OEM screws (hardware) as indicated 
by the red circles.

17. Reinstall the ECU, sensor coupler, 
and hose band.

18. Finally, attach the carbon cover by using 
the OEM bolts on the far side of the cover 
and using bolt b and a washer on the side 
facing the front bumper.

19. Installation of the intake system is now complete. We hope you enjoy the power and performance of your new intake system. 
Thank you for choosing GruppeM.

15. Clients can choose to remove the inner 
filter adapter for circuit driving or keep it 
installed for street driving use.

14. Place air box assembly in the engine bay. 

Street driving

Circuit driving

11. Attach the brackets to the carbon duct 
in the positions circled in red.

12. Attach the carbon duct to the lower 
air box.

9. Install the grommet on the adapter and 
put the sensor in the grommet.

8. Attach the support plate to the adapter 
using bolt D as seen here. Please be careful 
and not plate mounting orientation.

A double-stick tape 
is peeled off.

Inner adapter

A carbon duct is installed like a picture 
after it's hung on an original nail.
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16. Next, mount the air filter using a band.

※Please stop an all power run on the day when it rains.

CAUTION

Thank you for buying the GruppeM Ram Air System
Before installation, verify that you have all of the parts in the Parts 
List on the right.

• Please read the entire instruction manual before proceeding. 
• Ensure you have all necessary tools before proceeding.
• Do not attempt to work on your vehicle when the engine is hot.
• Disconnect the negative battery terminal before proceeding.
• Retain factory parts and our installation manual for future use.
• GruppeM Inc. will not be held responsible for installations to 
   any motor vehicle model other than the one specified.
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