
• Steel and cast iron construction

• Multifuel

• 5kw nominal output

• 2.5 - 7.0kw range rated

• 82.5% effi ciency

• 400mm max log length

• 12mm hearth (less than 100°)

• 250mm clearance to combustibles at rear

• Height: 850mm

• Width: 458mm

• Depth: 334mm

• Weight: 106kg

• Flue diameter: 125mm

Woodpecker WP5Q-P

• Steel and cast iron construction

• Multifuel

• 5kw nominal output

• 2.5 - 7.0kw range rated

• 82.5% effi ciency

• 400mm max log length

• 12mm hearth (less than 100°)

• 250mm clearance to combustibles at rear

• Height: 857mm

• Width: 458mm

• Depth: 334mm

• Weight: 111kg

• Flue diameter: 125mm

Woodpecker WP5Q-LS
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For more information including the warranty details, please visit www.acrstoves.com

Unit 1, Weston Works, Weston Lane, Tyseley,  Birmingham B11 3RP   •    www.acrstoves.com

ECODESIGN 
READY

Warmth without compromise...
Woodpecker stoves offer you fantastic 
quality without costing the earth.

WP5Q
LS
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5
YEAR

5
YEAR
WARRANTY

A full fi ve year 
warranty is your 
assurance of the 

quality of our stoves.

All our stoves adhere 
to the latest and most 

stringent environmental 
standards.

DEFRA 
EXEMPT

DEFRA exemption allows 
you to burn seasoned 

wood in smoke-controlled 
zones.

DIRECT AIR 
OPTION

Using an optional 
kit, your stove can 

draw air directly from 
outside your property.

Offering you uncompromising quality and affordable warmth from a manufacturer 
with over 30 years pedigree, our range of Woodpecker Stoves have been designed 
in Britain to be some of the cleanest burning stoves in the marketplace, and all at a 

very attractive price point for this quality of stove.

All our stoves adhere 

ECODESIGN 
READY

WP4 WP5

WP4
LS

WP5
PLUS

• Cast iron construction

• Woodburner

• 4.3kw nominal output

• 2.0 - 5.5kw range rated

• 75.4% effi ciency

• 300mm max log length

• 12mm hearth (less than 100°)

• 300mm clearance to combustibles at rear

• Height: 469mm

• Width: 373mm

• Depth: 360mm

• Weight: 66kg

• Flue diameter: 125mm

• Steel and cast iron construction

• Multifuel

• 5kw nominal output

• 2.5 - 7.0kw range rated

• 82.5% effi ciency

• 300mm max log length

• 12mm hearth (less than 100°)

• 250mm clearance to combustibles at rear

• Height: 550mm

• Width: 420mm

• Depth: 314mm

• Weight: 70kg

• Flue diameter: 125mm

• Steel and cast iron construction

• Multifuel

• 5kw nominal output

• 2.0 - 8.0kw range rated

• 81.3% effi ciency

• 400mm max log length

• 12mm hearth (less than 100°)

• 250mm clearance to combustibles at rear

• Height: 550mm

• Width: 490mm

• Depth: 314mm

• Weight: 80kg

• Flue diameter: 125mm

• Cast iron construction

• Woodburner

• 4.3kw nominal output

• 2.0 - 5.5kw range rated

• 75.4% effi ciency

• 300mm max log length

• 12mm hearth (less than 100°)

• 300mm clearance to combustibles at rear

• Height: 674mm

• Width: 373mm

• Depth: 360mm

• Weight: 90kg

• Flue diameter: 125mm

Woodpecker WP4 Woodpecker WP5

Woodpecker WP5 PLUSWoodpecker WP4-LS
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