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Reverse 
Osmosis 
Controller

C-100

Application
The Crystal Quest Series 100 
Microprocessor Controller is an ideal solution for 
the monitoring and control of light commercial 
reverse osmosis units. This economical controller 
provides relays for the RO pump, inlet solenoid 

The dry contact switch inputs monitor storage 
tank level, low and high pressure switch signal, 
and system lockout for pretreatment backwash or 

outputs are controlled with time delays for proper 
operation.

adjustable setpoint for water quality threshold, 
allowing the unit to produce a system warning if 
the water quality threshold is exceeded. 

Key Features
• Visual status LED
• TDS monitor w/ sensor 

• 
• 

type
• 

inputs
• TDS calibration and 

setpoint adjustment
• Quick disconnect high 

voltage terminals
• 



Power 

Enclosure

Environment
° ° ° °

Display 

Conductivity Scale

Front Panel
 Overlay with LED window, status LED, water  
 quality LED, power and setpoint switches

Switch Inputs, Dry Contact:
• 
• 
• Tank full

Relay Outputs
• Inlet solenoid valve relay: 

amp maximum
• RO pump relay: 

phase maximum
• Flush solenoid valve relay: 

amp maximum
Relays supply same output voltage as board 

for all outputs.

Build a Model
 Model  _ - _ _ 

Base Control Selection 
C-100
       switch, and TDS

Controller Supply Voltage 
1
2

Enclosure
A
B
X
4 
9
    model number, or no enclosure

FRESH WATER BEGINS HERE
Crystal Quest
55 Chastain Rd STE 100
Kennesaw, GA 30144
Phone: 800-934-0051
www.crystalquest.com


