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Step 1: Locate the valve box behind, or near, your washing machine.
Shut off both the hot water faucet and the cold water faucet by turning 
each valve counterclockwise, or towards the left. Faucets must be
completely shut off before moving forward with installation.
NOTE: By installing an ozone generator to a washing machine, you must 
only wash with cold water. Oxidation can not occur with hot water.

Step 2:  Locate the cold water hose behind your washing machine and
disconnect the hose by turning it counterclockwise, or towards the left.
Do not disconnect the cold water hose from it’s faucet. 

Step 3: Locate the water inlet on the Ozonator and connect the cold water 
hose from the faucet to the Ozonator.
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Step 4: Locate the hot water hose and disconnect the hose from the hot 
water faucet by turning the head counterclockwise, or towards the left. Do
not disconnect the hot water hose from the washing machine.

Step 5: Connect the hot water hose from the machine to the outlet of the 
Ozonator. The connections should be equal to the diagram.
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Step 6: Once the hoses have been properly connected, the Crystal Quest 
Laundry Ozonator should be attached to the wall directly behind your
washing machine. The system must only be mounted in horizontal position. 

Final Steps:

Once the Ozonator is connected properly to the washing 
machine and the faucet, the system can be plugged into 
the power outlet and is now ready for use. The Crystal 
Quest Laundry Ozonator requires zero maintenance after 
installation. 

The process of oxidation is natural and includes organic 
air and water. The Laundry Ozonator is simple and easy to 
use and only requires the flip of a switch. 

Set the meter of the Ozonator according to the amount of 
ozone you would like to produce to disinfect your laundry 
and eliminate odor. 

The meter can be adjusted according to the table below.

Small Load Medium Load Large Load Super Load

100-300 mg 300-700 mg 400-800 mg 800-1000 mg




