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Ozone (O3 or trioxygen) is a blue gas, with a density greater than air, and most importantly it is a 
powerful anti-viral, anti-microbial, antibacterial, and anti-fungal disinfectant for both air and water. The 
Crystal Quest Ozone Generator kills single and multi-cellular organisms including bacteria, viruses (very 
possibly including the COVID-19 coronavirus) and fungi. The infusion time varies depending on the 
size of the indoor space and the level of ozone that the system produces; after this time you can enjoy 
a bacteria-free environment with clean air and peace of mind.

To guarantee safety during the use of an Ozone Generator, activate the system when the space is 
unoccupied. The Crystal Quest Ozonator is equipped with a timer to assist with safety and will shut 
the system down prior to reentry. Please allow at least one hour for the ozone to dissipate before the 
space is reoccupied.

For Ozone safety, consider what needs to be treated with ozone. Is your goal to sanitize the air you 
breath, eliminate odors, remove the smell of tobacco, or disinfect contaminated areas?

0.2% of ozone is a signifi cant level; this is why ozone concentration is measured in Parts Per 
Million (PPM). It only takes 3-4 PPM to kill off all germs, including bacteria, and viruses.

EPA / OSHA STANDARDS:
The Food and Drug Administration (FDA) requires ozone output of indoor medical devices to 
be no more than 0.05 ppm (parts per million).
The National Institute of Occupational Safety and Health (NIOSH) recommends an upper limit 
of 0.10 ppm, not to be exceeded at any time.

EPA’s National Ambient Air Quality Standard for ozone is a maximum 8-hour average outdoor 
concentration of 0.08 ppm.

If an ozone air purifi er is going to be running while people are present, the EPA recommends 
the proper settings should be selected so that the ozone level is less than 0.08 ppm.

For best results the ozone generator should be mounted as high in the room as practical. 
Ozone is heavier than air and it will eventually fall to the fl oor.

Air circulation is an important factor in how effective ozone works. For large areas, an 
oscillating fan should be placed next to the generator to help circulate the ozone throughout 
the room.

What is Ozone?

Ozone Safety

OZONE SAFETY
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Use a properly-sized ozone generator in short cycles of 1-4 hours at a time. Apply Ozonator treatment 
incrementally once every two to seven days The variables for application is TIME and OZONE 
OUTPUT, so a measured approach is highly recommended if you are not well-versed in the use of 
ozone.  Following the directions and EPA guidelines is the best way to avoid complications.

To select time in seconds, minutes, hours press, and hold SET button for 6 seconds until you 
see PO as shown. 

Press UP or DOWN buttons for the desired time units. 

Next program time
1. Press OK
2. Press SET, digit in T1 will fl ash 
3. Adjust time by pressing UP/DOWN. This is the delay before Ozone turns on.
4. Press OK
5. Press SET twice until the lower (T2) shows fl ashing time
6. Press UP/DOWN to adjust Ozone on time.
7. Press OK 

Next program the mode: Press SET until P1 appears in the T1 
(upper display) 
One time mode: Press UP or DOWN key until 2 appears in T2 
The display showed shows: Upper (T1) P1
              Lower (T2)   2

Continuous Mode: Press SET until P1 appears in the T1 
                                Press UP or DOWN until 4 appears in T2 

The display showed shows: Upper (T1) P1
              Lower (T2)   4
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