AL R

DALI TECHNOLOGY

$750MH THERMAL IMAGE BINOCULAR

QUICK START GUIDE




<}
® Calibration

Auto focus &IR/CCD
&LRF i Record
& Playback
Capture
& Menu
CCD Window Battery Cell Binocular
(218650 battery)

Power & Brightness - Multifunction Tripod Interface
Adjust knob Interface



Keyl Key2 Key3 Key4 Key5 Key6
Display . -
Keypad Auto Calibration/
s Focus+ Focus- Capture/Menu | Record/Playback
tatus Focus/LRF IR(CCD)
Short Step focus Step focus o
Auto focus Capture Record/Stop Calibration
press forward backward
LRF
1.long press
Image 2.when
. Continuous Continuous .
display Long popup Popup playback Switch
focus focus Popup Menu
press “Ready” Menu IR &CCD
forward backward
3.loose
button do
range.
Short Menu option Menu option Menu option
e / /
Menu press increase/Enter | decrease/Enter move
display Long
e / e / / /
press
Short Switch next Switch next
/ / Playback/Enter /
press option option
Playback
Long Quit
/ / s / /
press Playback menu
Long Move to next Move to
) . ) / / / /
Playback press file previous file
orkin h it playback
working Short y y y y Quit playbac y
press status
Long Forward Reverse Move to next
. / . / /
IR adjust press adjust/Enter adjust/Enter option
menu 1 Short
/ / yd Quit menu / /
press
Long Forward Reverse . Move to next y “ bad pixel
IR adjust press adjust/Enter adjust/Enter . option remove-quit”
menu 2 Short
/ / yd Quit menu / /

press




