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Decorative Flat Plate Electrical Accessories 
in Various Plate Finishes
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Ingot Plates Switches - MiniGrid®

411
412
413
414
416
425

Standards: BS EN 60669-1
Back Box Depth (mm): 25  Cable Size (mm²): 4 x 1.5 or 2 x 2.5
Dimensions (mm): 1 Gang: 86 (W) x 86 (H) x 1.3 (D) 2 Gang: 146 (W) x 88 (H) x 1.3 (D)  
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Dimmer Switches (Leading Edge)

140
152
153
154

Unfurnished Plates - MiniGrid®

401 ®

402 ®

403 ®

404 ®

406 ®

426 ®

Standards: BS EN 60669-1 BS EN 55015 BS EN 61000-3-2 400Va: BS EN 61000-3-3  100W: BS EN 60669-2-1
Type: 400Va: Leading Edge  100W: Trailing Edge 
Back Box Depth (mm): 35  Cable Size (mm²):  2 x 1.5
Dimensions (mm): 1 Gang: 86 (W) x 86 (H) x 1.3 (D) 2 Gang: 146 (W) x 88 (H) x 1.3 (D)  

Standards: BS 5733
Back Box Depth (mm): Dependent On Modules Fitted
Dimensions (mm): 1 Gang: 86 (W) x 86 (H) x 1.3 (D) 2 Gang: 146 (W) x 88 (H) x 1.3 (D)  

®

We recommend the use of branded halogen lamps with 
® leading edge dimmers. The use of inferior, 

non-branded lamps may require the nominal rating of 
the dimmer to be reduced. These dimmer switches have 
not been designed to use with LED lamps. However, 
they may be suitable for some good quality LED lamps. 
For further information please contact Click® Technical 
support team.

Dimmer Switches (Trailing Edge)

161
162
163
164

We recommend the use of branded LED lamps with all 
® trailing edge dimmers.
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Toggle Switches

421
422
423
424

Dimmer Mounting Unfurnished Plates

140PL
152PL
153PL
154PL
185
186

Standards: BS 5733
Back Box Depth (mm): 35
Dimensions (mm): 1 Gang: 86 (W) x 86 (H) x 1.3 (D) 2 Gang: 146 (W) x 88 (H) x 1.3 (D)  

Standards: BS EN 60669-1
Back Box Depth (mm): 35  Cable Size (mm²): 4 x 1.5 or 2 x 2.5
Dimensions (mm): 1 Gang: 86 (W) x 86 (H) x 1.3 (D) 2 Gang: 146 (W) x 88 (H) x 1.3 (D)  

10AX Intermediate Toggle Switch Modules

MD9125BN
MD9125CH
MD9125PN
Not interchangeable with dimmers or other MiniGrid® modules.

Dimmer Modules

MD9001
MD9010
MD9022
MD9042
MD9014

Dimmer M10 Nut Runner

SP900
Use the nut runner to easily exchange dimmer modules and create customised 
dimmer switch plate
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Standards: BS 1363-2 
Cable Size (mm²): 3 x 2.5 or 2 x 4 Back Box Depth (mm): 35
Dimensions (mm): 1 Gang: 86 (W) x 86 (H) x 1.3 (D) 2 Gang: 146 (W) x 88 (H) x 1.3 (D)  

Ingot Switched Socket Outlets

535
536
1535
1536

Ingot Switched Safety Shutter Socket Outlets 
With Outboard Rockers
1836

®

Safety Shutter Sockets (Excluding USB options) are only available for sale in the Republic of Ireland.
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Ingot Fused Connection Units With Optional 
Flex Outlet

550

551

552

553

Standards: BS 1363-4 BS 1362 
Cable Size (mm²): 3 x 2.5 or 2 x 4 
Back Box Depth (mm): 35   
Dimensions (mm): 86 (W) x 86 (H) x 1.3 (D)   

Ingot Fused Connection Units Without 
Flex Outlet

750

751

752

753

Round Pin Socket Outlets

038
039

Ingot Switched Sockets With USB Outlet

571U
570
580
586

Standards: 038 039: BS 546 655: BS EN 60669-1 BS 1363-2  
570 571U 580 586: BS 1363-2: 2016 +A1: 2018 BS EN IEC 62368-1 BS EN 62680-1-1 
Cable Size (mm²): 038: 4 x 1.5 or 3 x 2.5 039: 3 x 1.5  570 571U 580 586 655: 3 x 2.5 or 2 x 4  
Back Box Depth (mm): 038 039: 25 570 571U 580 586: 35 655: 47 
Dimensions (mm): 1 Gang: 86 (W) x 86 (H) x 1.3 (D) 2 Gang: 146 (W) x 88 (H) x 1.3 (D)  

Ingot Lockable Sockets

655

Two keys provided (Spare keys available: SP660)

Safety Shutter Sockets (Excluding USB options) are only available for sale in the Republic of Ireland.
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Ingot 45A Switches And Socket Outlets

500
501

502
503

504
505

45A Switches And Socket Outlets

200
201

202
203

204
205

Standards: 500 501 502 503: BS EN 60669-1 504 505: BS 4177 
Back Box Depth (mm): 47  Cable Size (mm²): 1 x 16 
Dimensions (mm):  1 Gang: 86 (W) x 86 (H) x 1.3 (D) 2 Gang: 146 (W) x 88 (H) x 1.3 (D)   502 503: 88 (W) x 146 (H) x 1.3 (D)

Standards: 200 201 202 203: BS EN 60669-1 204 205: BS 4177 
Back Box Depth (mm): 47  Cable Size (mm²): 1 x 16 
Dimensions (mm):  1 Gang: 86 (W) x 86 (H) x 1.3 (D) 2 Gang: 146 (W) x 88 (H) x 1.3 (D)  202 203: 88 (W) x 146 (H) x 1.3 (D)
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Dual Voltage Shaver Socket

100

Blank Plates

060
061

Standards: 060 061: BS 5733 100: BS EN IEC 61558-1 BS EN 61558-2-5 
Back Box Depth (mm): 060: 16 061: 25 100: 47 Cable Size (mm²): 100: 2 x 1.5 or 1 x 2.5 
Dimensions (mm):  1 Gang: 86 (W) x 86 (H) x 1.3 (D) 2 Gang: 146 (W) x 88 (H) x 1.3 (D) 100: 88 (W) x 146 (H) x 1.3 (D) 

Click® dual voltage shaver outlets incorporate a double 
wound isolating transformer rated 20Va at 230V or 115V and 
meets BS EN 61558-2-5:2010 making it safe for use in bath-
rooms. Shaver outlet is not continuously rated and therefore 
not suitable for use as a permanent charging outlet.

Ingot 20A Control Switches With Optional Flex Outlet

522
523

Ingot 20A Control Switches Without Flex Outlet

722
723
3 pole and 20A DP switches are non-modular

Ingot Fan Isolation Switch

520
This product is not modular

Standards: BS EN 60669-1 520: BS EN 60669-2-4 Back Box Depth (mm): 35 520: 25 660: 47 
Cable Size (mm²): 520: 4 x 1.5 or 2 x 2.5  522 523 722 723: 3 x 2.5 660: 3 x 2.5 or 2 x 4 
Dimensions (mm): 86 (W) x 86 (H) x 1.3 (D)   

Lockable Switches

660
Two keys provided (Spare keys available: SP660)
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Non-isolated Coaxial Outlets 
(Unshielded)
065
066

Isolated Coaxial Outlets (Unshielded)

158
159

Satellite Outlets (Unshielded)

156

Telephone Outlets

120
121

RJ11 Telephone Outlet

115

Back Box Depth (mm): 25  065 066: 16
Dimensions (mm): 86 (W) x 86 (H) x 1.3 (D)   

Back Box Depth (mm): 25 115: 47  
Termination Type: IDC  115: Screw
Dimensions (mm): 86 (W) x 86 (H) x 1.3 (D)   

125
126

interference, if a 2 way signal is 
required, i.e. for use with satellite 
hard wire extensions, then a 
non-isolated outlet is requires.

157
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Standards: BS 5733
Back Box Depth (mm): Dependent On Modules Fitted
Dimensions (mm): 1 Gang: 86 (W) x 86 (H) x 1.3 (D) 2 Gang: 146 (W) x 88 (H) x 1.3 (D)  

Galvanised Steel Back Boxes

WA093

WA094

WA095

WA096

WA097

WA370
®

WA375
®

Security Screws

SP622

Screws - 40mm Long

SP640BN

SP640CH

Unfurnished Plates - New Media™

310 ™

311 ™

312 ™
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