
Grade 1 Fabrics 

Basic: 

 

Content: 100% Marquesa Lana                         Cleaning Code: WS 
Backing: Acrylic                                                  Abrasion: 250,000 Double Rubs 
Finish: Teflon                                                      Breaking Strength: Warp 300 lbs. / Fill 300 lbs.    
Repeat: None                                                     Crocking: Dry Class 5 / Wet Class 5 
Directional: No                                                   Lightfastness: 400 Hrs. - Class 5 
Railroaded: No                                                  Flammability: Passes California TB 117-2013; CS-191-53 

 

Spice: 

 

Content: 100% Recycled Polyester                     Cleaning Code: WS 
Backing: Acrylic                                                  Abrasion: 400,000 Double Rubs 
Finish: Teflon                                                      Breaking Strength: Warp 300 lbs. / Fill 220 lbs.    
Repeat: None                                                     Crocking: Dry Class 5 / Wet Class 5 
Directional: No                                                   Lightfastness: 60 Hrs. - Class  
Railroaded: No                                                  Flammability: Passes California TB 117-2013; CS-191-53 

BIFMA X5.7-1991; NFPA 260, CLASS 1; UFAC, CLASS 1                                                                                                                                                                            

 

Celestial: 

 
 

Content: 100% Polyester                     Cleaning Code: S 
Backing: Acrylic                                                  Abrasion: 183,000 Double Rubs 
Finish: Stain Repellent                                                      Breaking Strength: Warp 395.2 lbs. / Fill 298 lbs.    
Repeat: None                                                     Crocking: Dry Class 4 / Wet Class 4 
Directional: No                                                   Lightfastness: 40 Hrs. - Class 4 
Railroaded: No                                                  Flammability: Passes California TB 117-2013; NFPA 260, 

CLASS 1; ASTM E84 (Adhered), CLASS 2 or B 

 
  



Grade 2 Fabrics 

Arcade: 

 
 

Content: 31% Polyester, 69% PCR Polyester                    Cleaning Code: WS 
Backing: Acrylic                                                  Abrasion: 80,000 Double Rubs 
Finish: Soil and Stain Repellent                                                      Breaking Strength: Warp 275 lbs. / Fill 459 lbs.    
Repeat Length: 3.6250                                                     Crocking: Dry Class 4.5 / Wet Class 4.5 
Repeat Width: 3.000                                                Lightfastness: 40 Hrs. - Class 4 
Directional: Yes                                                   Flammability: Passes California TB 117-2013; NFPA 260, 

CLASS 1; UFAC, CLASS 1 
 

Clue: 

 

Content: 79% Polyester 21% Rayon Cleaning Code: W 
Backing: 100% Polyester non-woven scrim Abrasion: 70,000 cycles 
Finish: Soil and Stain Repellent                                                      Lightfastness: 4 Hrs. - Class 4 
Breaking Strength: Warp 152 lbs. / Fill 116 lbs. 
Crocking: Dry Class 4 / Wet Class 4 

Flammability: Passes California TB 117-2013; NFPA 260, 
CLASS 1; UFAC, CLASS 1 

 

Knack: 
 

 
 

Content: 100% Post Consumer Recycled 
Polyester 

Cleaning Code: WS                                                             
Abrasion: 100,000 Double Rubs 

Backing: Acrylic                                                  Lightfastness: 40 Hrs. - Class 5 
Finish: Soil & Stain Resistant                                                      Breaking Strength: Warp 50 lbs. / Fill 50 lbs 
Repeat Width: 1.75” 
Repeat Length: 1.625” 
 

Flammability: Passes California TB 117-2013; NFPA 260, 
CLASS 1; UFAC, CLASS 1 



 

Grade 2 Fabrics (cont’d) 

Softsit Fabric: 

 

 
 

Content: 100% Polyester  Cleaning Code: WS 
Backing: 100% Polyester non-woven scrim Abrasion: 110,000 Double Rubs 
Finish: None                                                      Lightfastness: 20 Hrs. - Class 4 
Breaking Strength: Warp 199 lbs. / Fill 199 lbs. 
Crocking: Dry Class 4 / Wet Class 3 

Flammability: Passes California TB 117-2013 
Repeat: No 

 

 

 

Grade 3 Fabrics 

 

Free: 

 

 
 

Content: 100% PCR Polyester                    Cleaning Code: WS 
Backing: Acrylic                                                  Abrasion: 100,000 Double Rubs 
Finish: Soil and Stain Repellent                                                      Breaking Strength: Warp 244 lbs. / Fill 391 lbs.    
Repeat Length: 5.3750                                                     Crocking: Dry Class 4.5 / Wet Class 5 
Repeat Width: 5.000                                                Lightfastness: 40 Hrs. - Class 4 
Directional: Yes     
  

Flammability: Passes California TB 117-2013; NFPA 260, 
CLASS 1; UFAC, CLASS 1 

 

 

 

 

 

(continued on next page) 

 



Line Up: 
 

 
 

Content: 100% PCR Polyester                    Cleaning Code: WS 
Backing: Acrylic                                                  Abrasion: 100,000 Double Rubs 
Finish: Soil and Stain Repellent                                                      Breaking Strength: Warp 286 lbs. / Fill 309 lbs.    
Repeat Length: 1.75                                                     Crocking: Dry Class 4.5 / Wet Class 4.5 
Repeat Width: 3.75                                                Lightfastness: 40 Hrs. - Class 5 
Directional: Yes     
  

Flammability: Passes California TB 117-2013; NFPA 260, 
CLASS 1; UFAC, CLASS 1 

 

Dart: 

 

 
 

Content: 58% Polyester  27% PIR Polyester                   Abrasion: 70,000 Double Rubs 
15% Consumer Recycled Polyester                                                    Breaking Strength: Warp 138 lbs. / Fill 239.5 lbs.    
Finish: Non-PFOA Soil and Stain Resistant Crocking: Dry Class 5 / Wet Class 4.5 
Repeat: None   
Cleaning Code: WS    
Directional: No                                                                                                  

Lightfastness: 40 Hrs. - Class 5 
Flammability: Passes CA TB 117-2013; NFPA 260, CLASS 1; 
UFAC, CLASS 1; ASTM E84 (Adhered), CLASS 2 or B 

  
 

Grade 3 Fabrics – Healthcare 
 

Stage: 

 

 
 

Content: 70% Vinyl, 30% Polyester                    Crocking: Dry Class 4 / Wet Class 4 
Backing: 70% Vinyl Face, 30% Poly Backing                                                Lightfastness: 1000 Hrs. 
Finish: SILVERGUARD and PERMABLOK Flammability: Passes California TB 117-2013; NFPA 260, 
Repeat: None CLASS 1; Cal 117 Section E; Boston Fire Dept. Code (BFD IX- 
Railroaded: No 1); FAA/FAR 25.853(a) & Appendix F Part I(a)(ii); FMVSS 302; 
Directional: Yes     
Cleaning Code: WS, BC  
Breaking Strength: Warp 121 lbs. / Fill 72 lbs.    
Abrasion: 930,000 Double Rubs 

IMO A.652 (16) 8.2 & 8.3; NFPA 701 (small scale); NY/NJ Port 
Authority; Fed. St.191A M 5903; ASTM E662.1; May comply with 
Cal. Tech. Bul. 133 when combined with appropriate 
components. 



Grade 3 Fabrics – Healthcare (cont’d) 

 

Illusion: 

 

 
Content: 100% Vinyl                   Crocking: Dry Class 4 / Wet Class 4 
Backing: 100% Polyester Mellohide                                            Lightfastness: 1000 Hrs. 
Finish:  Antimicrobial Flammability: Passes California TB 117-2013; UFAC, CLASS 1; 

NFPA 260A; BIFMA CLASS A 
Repeat: None Cleaning Code: WS, BC 
Railroaded: No Abrasion: 100,000 Double Rubs 
  

 

Cinema: 

 

 
Content: 100% Polyurethane  Cleaning Code: WS 
Backing: 70% Polyester 30% Cotton                                           Abrasion: 200,000 Double Rubs 
Finish: Anti-microbial Lightfastness: 100 Hrs. - Class 4 
Repeat: None Flammability: Passes California TB 117-2013; UFAC, CLASS 1 
Directional: No   
Railroaded: No 

NFPA 260 CLASS 1; MVSS 302; IMO A. 652 (16) 8.2 
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Grade 4 Fabrics – Healthcare 

 

Cover Cloth: 

 

 
 

Content: 44% Polyester, 56% Repreve PCR Poly Abrasion: 200,000 Double Rubs 
Backing: None                                                  Breaking Strength: Warp 244 lbs. / Fill 203 lbs.    
Finish: Crypton® Crocking: Dry Class 4.5 / Wet Class 4.5 
Repeat: None Lightfastness: 40 Hrs. - Class 4 
Railroaded: No  
Cleaning Code: W, BC 

Flammability: Passes California TB 117-2013; NFPA 260, 
CLASS 1; UFAC, CLASS 1 

  

 

 

 

Grade 4 Fabrics 
 

Rocket: 

 

 
 

Content: 27% Polyester, 73% Recycled Poly Abrasion: 100,000+ Double Rubs 
Backing: None                                                  Breaking Strength: Warp 50 lbs. / Fill 50 lbs.    
Finish: NANO-TEX Resists Spills Crocking: Dry Class 4 / Wet Class 3 
Repeat: None Lightfastness: 40 Hrs. - Class 4 
Cleaning Code: WS  Flammability: Passes California 117-E; UFAC Class 1; NFPA 

260 Class 1 
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Grade 5 Fabrics: 
 

Myth: 
 

 
 

Content: 100% Polyester Abrasion: 250,000 Double Rubs 
Backing: None                                                  Breaking Strength: Warp 200 lbs. / Fill 150 lbs.    
Finish: None                                                  Crocking: Dry Class 4 / Wet Class 3 
Repeat: None 
Cleaning Code: WS 

Lightfastness: 40 Hrs. - Class 4 
Flammability: Passes California 117-E; UFAC Class 1; NFPA 
260 Class 1 

  

 

Comfortknit Solids: 

 

 
 

Content: 100% Repreve PC Polyester Abrasion: Exceeds 250,000 Double Rubs 
Backing: None                                                  Breaking Strength: Warp 209.4 lbs. / Fill 251.6 lbs.    
Finish: None                                                  Crocking: Dry Class 1 / Wet Class 1 
Cleaning Code: W 
Waterfastness: Class 5 for staining / Class 5 for 
shade color 

Lightfastness: 40 Hrs. - Class 1 
Flammability: Passes California 117-E; UFAC Class 1; NFPA 
260 Class 1 
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Grade 5 Fabrics (cont’d): 
 

Architect: 
 

 
 

Content: 100% Repreve PC Polyester Abrasion: Exceeds 250,000 Double Rubs 
Backing: None                                                  Breaking Strength: Warp 199.8 lbs. / Fill 243.5 lbs.    
Finish: None                                                  Crocking: Dry Class 1 / Wet Class 1 
Cleaning Code: W 
Waterfastness: Class 5 for staining / Class 5 for 
shade color 

Lightfastness: 40 Hrs. - Class 1 
Flammability: Passes California 117-E; UFAC Class 1; NFPA 
260 Class 1 

 

Leathers: 
 

 
 

Color Fastness: 100 Hrs Exposure. Blue 
Standard #8 

Abrasion: Taber test, 1,000 cycles, CS-10, 1,000 grams 
Breaking Strength: Newark Flex 20,000 cycles 

Finish: Water based protection Color Crock: Fek Veslic, 1,000 grams, Tension 10% 
Dry 500 Rubs - Wet 80 Rubs 

  

 

 


