
Introduction & Features 

Time:o:stat is a thermostat designed for HMO and 'bills included' rental properties. The
Time:o:stat is tamper-proof and easy to use. It regulates temperature while controlling
the heating period through a time delay countdown timer. When the time runs out the
heating shuts down. This can drastically cut heating bills while still allowing tenants to
operate the heating when home - freeing up time and money for the landlord. 

Time:o:stat  is  a  room  thermostat  and  can  be  used  to  replace  an  existing  room
thermostat.  Typically  a  single  Time:o:stat  is  required  per  house.  (Unless  multiple
boilers or switched zones are set-up). 

Time:o:stat is available in five different models:
Wired (Battery)
Wired (Mains)
Wireless
Wireless 2 channel (For heating systems with hot water tanks) 
Wired Mains + Zone Valve Control 

Time:o:stat Features
1.1  Countdown Heating duration
1.2  Auto-Program modes
1.3  Maximum Temperatures
1.4  Minimum Temperatures
1.5  Comfort Warmth Mode
1.6  Night Comfort Mode Restriction
1.7 Seasonal Mode
1.8 Hot Water Modes (2 Channel only)

Settings are selected using the switching block behind the front lower cover on the
Time:o:stat. Refer to the Advanced Settings sheet and select prior to installation. 
 
1.1 Countdown Heating duration (Default 2 hours)
The Time:o:stats  main operating mode involves setting a desired temperature and
time duration for the heating period. The default maximum duration a user can set for
each heating period is 2 hours. When this time has elapsed the heating will stop. More
time can be added to the Time:o:stat by the user at any time to re-start or prolong the
heating period to the set duration limit. The default duration limit is 2 hours but this
can be changed to 3 hours using the advanced settings.   

1.2 Auto-Program modes (default 2 x 1 hours)
The auto-program allows a limited period of time to be automatically added to the
Time:o:stats countdown timer twice per day. This allows occupants to wake and return
to a warm house. Pressing the (:t:) button will activate auto-program mode and bring
up  two  start  times  at  the  bottom of  the  screen.  These  start  times  can  be  easily
adjusted by the occupants, but the duration is set at installation. The default is 1 hour
auto-program twice per day. This can be adjusted in the advanced settings to 2 or 3
hours twice per day. The auto-program temperature is set at 21 degrees centigrade.
Occupants can adjust  the time the auto-programs start  by holding down the (:t:)
button until the start times at the bottom of the screen flash. The first time is adjusted



with  the  (+)  and  (–)  buttons  to  the  left  of  the  screen.  The  second start  time  is
adjusted with the (+) and (–) buttons to the right of the screen.     
The auto-program is active while the two times (T1 & T2) are visible at the top of the
screen. Pressing the (:t:) button will toggle the auto-program on/off. Auto-program
can also be permanently disabled in the advanced settings. 

1.3 Maximum Temperatures (default 28 degrees centigrade)
The maximum temperature that can be selected on the Time:o:stat is 28 degrees. This
can be restricted to 23 degree centigrade in the advanced settings

1.4 Minimum Temperatures (default 14 degrees centigrade)
Minimum temperatures can be selected in the advanced settings too ensure the house
does not fall below a set temperature.
These can be 7, 14 or 18 degrees centigrade. The default setting if for 14 degrees. The
minimum temperature can also be deactivated.

1.5 Comfort Warmth Mode (default deactivated)
Comfort warmth mode can be activated in the advanced settings. This allows up to 8
hours to be added to the countdown duration at any time of the day. The longer the
period of time added to the timer the lower the maximum temperature limit. 
0-2 hours the occupant can set the maximum temperature as normal. 
3-4 hours the temperature is limited to a maximum of 21 degrees centigrade. 
5-6 hours the temperature is limited to 20 degrees centigrade. 
7-8 hours the temperature is limited to 19 degrees centigrade.

1.6 Night Comfort Mode Restriction (default deactivated)
Night mode can be activated in the advanced settings. This restricts comfort mode,
detailed above, to night hours of 8pm and 8 am. This allows longer periods of time to
be added to the Time:o:stat on cold nights but prevents the comfort mode function
being used during the day.

 
1.7 Seasonal mode (default deactivated)
When in seasonal mode, the Time:o:stat will automatically change many of its settings
during  the  summer  months.  From 1st September  to  31st May  the  settings  on  the
Time:o:stat  will  operate  as  selected.  However  during  June,  July  and  August  the
functions will be scaled back to the following:

• Countdown heating duration -  2 hrs
• Auto-Program - 2 x 1hr with 48hr Auto-Drop*
• Maximum Temperature - 23 degrees centigrade
• Minimum Temperate - disabled
• Comfort Mode - disabled

48hr  Auto-Drop automatically  deactivates  the  auto-program if  the  Time:o:stat  has
been left idle for 48 hours. This helps prevent prolonged periods of automatic heating
when occupants may be away from the property. The auto-program can be reactivated
by the occupants by simply pressing the (:t:) button. 

1.8 Hot Water Modes (2 channel Time:o:stat only)
There are two water heating modes. 2 x 3hr daily hot water heating durations or a
24hr hot water setting. Pressing the hot water button advances the hot water heating
in the first setting but switches the hot water off/on in 24hr setting.

TIME:O:STAT is a registered trademark of Timeostat Ltd 
Patent Application Pending GB1600514.2a 


