USB TRANSLATOR | 3.0

RP1210-C & J2534-1 Compliant.

Meets current protocol requirements mandated by

OE changes and regulatory compliance.

Connects to all makes and models of commercial

trucks and other heavy-duty equipment.

Compatible with current and legacy vehicle protocols.

SUPPORTED SOFTWARE

JPRO®

Hino - DX3

Allison DOC® Premium

International® — Diamond Logic™ Builder

Allison DOC® Premium (H 40/50 EP™
and eGen Flex™)

Allison DOC® Fleets

Allison TCM Reflash

Bendix ACom™ PRO

Caterpillar — CAT ET

Cummins — INSITE™

Cummins — Power Spec

Defroit Diesel — Diagnostic Link

Eaton — Service Ranger

Freightliner — Servicelink

International® — INTUNE™ Fleet

International® — IPC Fleet

International® — ServiceMaxx
Isuzu IDSS

Mack / Volvo Premium Tech Tool
Meritor WABCO - TOOLBOX™
PACCAR - DAVIE4

PACCAR ESA

PSI Powerlink

ZF Meritor — TranSoft

SUPPORTED PROTOCOLS

CAN / High Speed CAN Diagnostic over Internet Protocol (DolP) Ready
11939 1SO-9141/ 1SO-14230 / KWP2000 {K/L Line)
I1SO-15765 11708 / J1587

Single Wire CAN 11850 (VPW-GM Class Il)

CAN Flex Data (FD) Ready

CAT Data Link (CDL)

Drivers are supported on Intel 64 and 32 bit architectures
(X64 and X86) using Windows 10 or 11.
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