
TRIM THESE 

TABS OFF

Step 1: Remove the screw securing the servo horn to the steering link. Next, unbolt the steering servo and 
remove it. Remove the M2.5x22 screw that secures the mount to the axle. It also passes through the upper 
links. Now you can press in on the two tabs on the inside at the top of the servo mount to remove it.

Step 2: Cut the tabs off above the upper 4 link mounts as shown on the left. Install the new servo mount 
with the M2.5x22 screw removed before. Make sure to put the upper links back in place as well. DO NOT 
TIGHTEN THIS SCREW ALL THE WAY.

Step 3: Install the servo. If using the stock servo use the factory screws. If installing an aftermarket use the 
M2x8 screws from the factory front and rear bumpers where they mount to the factory chassis. Now you can 
snug up the M2.5x22 screw as well that secures the mount. 

Step 4: Install the new steering linkage using the M2.5x12 factory screws at the steering knuckles and at the 
servo horn. Do not over-tighten. If you are using an aftermarket servo you may need to use a different screw 
to attach the linkage depending on your horn.
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STOCK TRUCK DISASSEMBLY

Remove the 3 connectors 
from the control unit. 
Next, remove the two 
2x12mm screws securing 
the control unit to the 
chassis. Carefully cut off 
the cable ties securing 
the wires together.

Remove the two 2x6mm 
screws securing the battery 
tray to the skid plate. Raise 
up the front of the battery 
tray and twist it sideways to 
release the rear of the tray 
from the chassis rails. Feed 
the wires out of the tray.

Remove the forward most 
2x8mm screws on each side 
securing the front bumper and 
remove. Remove the other three 
2x6mm screws shown on each 
side. Remove the upper 
2.5x10mm shock mounting 
screws on all four shocks.

Remove the 2x6mm screw 
and two 2.5x14mm screws 
that secure the skid plate to 
the chassis on each side. 
Pull the chassis rails off of 
the skid plate.

This is what you should be left 
with after disassembly.

SHORTY™ CHASSIS ASSEMBLY

STEP 5: Replace the 4 rear suspension links with shorter front lower links. You 
will also need to shorten the female tube on the rear driveshaft to match the 
length of the front driveshaft, or replace it with another front driveshaft. 

STEP 6:   Assemble the two aluminum chassis rails onto the factory skid plate 
using the factory hardware. Next, attach your shocks to the chassis rails using 
the M2.5x12 Screws and M2.5 Lock Nuts. Insert the screws from the inside of 
the chassis and then through the shocks. The nuts go on the outside.

STEP 7: Add the remaining parts to the chassis using the M2.5x8 Screws as 
shown below.

STEP 8: Use the hook & Loop squares to mount your electronics to the trays. 
The battery goes on the rear lower tray. The body will also mount with hook and 
loop.

These instructions are to be used as a guide and are 
based on a stock truck. You may need to make changes 
to your installation depending on your setup.

Hardware Contents:
- M2.5x8 Button Head (20 Pieces)
- M2.5x10 Button Head (1 Piece)
- M2.5x12 Button Head (4 Pieces)
- M2.5 Lock Nut (4 Pieces)
- Hook & Loop Squares (4 ea)
- Cable Ties (4 Pieces)


