
These instructions are to be used as a guide 
and are based on a stock truck. You may 
need to make changes to your installation 

depending on your setup.

Hardware Contents:
- M2.5x12 Screws (4 Pieces)
- M2.5x8 Screws (18 Pieces)
- M2.5 Lock Nuts (4 Pieces)
- Hook & Loop Squares (4 Pairs)
- 4” Cable Ties (4 Pieces)
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TRUCK DISASSEMBLY

Remove the 3 connectors 
from the control unit. 
Next, remove the two 

2x12mm screws securing 
the control unit to the 

chassis. Carefully cut off 
the cable ties securing 

the wires together.

Remove the two 2x6mm 
screws securing the battery 
tray to the skid plate. Raise 
up the front of the battery 

tray and twist it sideways to 
release the rear of the tray 

from the chassis rails. Feed 
the wires out of the tray.

Remove the forward most 
2x8mm screws on each side 

securing the front bumper and 
remove. Remove the other three 
2x6mm screws shown on each 

side. Remove the upper 
2.5x10mm shock mounting 
screws on all four shocks.

Remove the 2x6mm screw 
and two 2.5x14mm screws 
that secure the skid plate to 

the chassis on each side. 
Pull the chassis rails off of 

the skid plate.

Remove the 2x6mm screwS 
that secure the LED lights 
into the bumper to remove 

the light string.

This is what you should be left 
with after disassembly.

ROCK ROD™ ASSEMBLY

Install the two 2.5x14mm 
screws and 2x6mm screw on 

each side to secure a side 
plate to the skid plate. Install the shocks to the side plates 

with the included 2.5x12mm screws 
and lock nuts.


Note: The more you lay down the shocks, 
the more articulation you will have. The 

more they are stood up the more stability 
you will have.

Install the five 2.5mm screws 
on each side to secure the 
electronics tray to the side 

plates as shown.

Use the included hook & loop 
squares to mount the control 
unit and battery as shown.

PRO TIP: You can coil the 
wires around a hex wrench or 
small Phillips screwdriver for a 

cleaner look.

Install the front bumper with 
four 2.5mm screws. You can 
install the factory lights from 
the bumper into the back of 

the grille to be headlights. You 
may need to glue them in 

place if they are loose fitting 
with something like E6000 
adhesive or hot melt glue.

Install the roof panel with four 
2.5mm screws.

Finished Build

OPTIONAL ACCESSORY INSTALL: 
If you want to add our Mini HD 

kinetic winch install as shown by 
putting the loop through the 

fairlead opening and hooking it 
over the post.


