
21ft Tall Amazing Flag  
Installation Instructions 

2.  Remove black end caps from the pole.  Be careful not to let the top section extend out 
where the eyelet on the tip of the rod will hit a hard surface…It could break off if it is hit 
hard enough.   

3.  Beginning with the top section of the pole (thinnest section):  Your left hand should 
be positioned on the next lower section and your right hand on the top  section 
(reverse if left-handed).  As you hold the lower section firm with your left hand, pull 
the top section in a very quick and forceful motion until it is firmly in place.  Check 
to make sure each section is not loose.  Remember to stay clear of traffic, people or 
objects that could be reached by this 21 foot tall pole. 

4.  Repeat Step 2 with the other sections until the entire flag pole is fully  
 extended.  If your flag installation is used for 1-day temporary use (i.e. Open 
House for realtors, Grand Opening Event, etc.), continue to Step 5.  If the flag 
pole will be stationary for many weeks or months at a time, then the individual 
sections should be secured in place.  Use GEL super glue (included) and apply 
only to the top section of the pole where the pole meets the aluminum collar 
(Fig. 2).  The best way to make sure your pole never collapses is to drill a screw (#8 
– ½” Metal self-drilling screws included) into each aluminum collar below the top 
section (Fig. 3). Indents are present to help guide the screws. ** DO NOT screw the 
top section into place since it is made of solid fiberglass and it will split the rod 
– Instead, glue this top section at the aluminum collar ** 

5.  While holding the bottom part of the flag (where the bungee cord is located) in one 
hand and the top of the flag pole with the other hand, insert the tip of the flag pole 
inside the flag sleeve (near the bungee cord) and slide the flag down the pole.  Try not 
to let the flag make contact with the gel super glue just applied to top section. 

6.  Secure the clip (found on the cord at the top of the flag) to the eyelet on the top of the 
flag pole.  Tightly wrap electrical tape (included) several times around the clip to bind 
the clip in its closed and locked position (Fig. 4).  This will prevent the clip from 
opening in the event of prolonged use in severe weather conditions. 

1.  For kits shipped with 5 ft long, 1” diameter steel ground pipes, pound the pipe into 
the ground using a post hammer (Fig. 1) so that 2 1/2 feet is left above ground.  If a post 
hammer isn’t used, place a block of wood over the top of the ground stake and pound 
the stake into the ground using a heavy hammer.  If the top of the pipe is flared out from 
pounding it in the ground improperly, you will need to use a pipe cutter to remove the 
damaged portion of the pipe.  For kits shipped with 4 ft long, 5/8” diameter solid 
steel ground rods & PVC sleeves, pound the rod into the ground using a heavy 
hammer.  Leave 2 ft above ground & slide the 3/4” Schedule 40 PVC pipe over the 
ground rod. 

7.  Pull the bungee cord at the bottom of the flag until it is secured to the clip on the 
bottom section of the flag pole. 

8.  Raise the flag, careful not to swing it into nearby traffic or power lines and carry it to 
the base of the ground pipe or steel rod/pvc.  Hold it fully vertical and slowly lower it 
onto and over the ground pipe.  If the flag is stationary for weeks or months at a time 
and to help prevent theft, you may want to secure it to the ground pipe.  Drive one 
of the #8 machine screws through the flag pole (about 2 feet up from the ground) and 
into the steel EMT pipe (Note:  This won’t work with if a solid steel ground rod & PVC 
sleeve is used).  Congratulations…You’re done. 
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6.  Replace the black end caps on the top and bottom of the pole for storage and/or transportation. 
 Caution: The eyelet at the top of the pole may break off if the pole is mishandled or slammed  
 into a hard surface. 

5.  Unscrew each section and save the screws for future installations.  Stand the pole up-right 
with the bottom of the pole resting on a hard surface (asphalt or concrete).  Raise the pole 
about a foot off the ground and slam it down – loosening and collapsing one section at a time 
(be careful to keep your hands away from aluminum collars when collapsing the poles).  With 
the bottom of the pole resting on the ground, left up on the top section and quickly slam it 
down – breaking the glued top section free. 

4.  Slide the flag off of the flag pole and neatly fold it into a manageable size.  If the flags are 
wet when pulled off the flag pole, then make sure they completely dry before placing them in 
storage.  Store the flags in a dry and clean area, free from dirt and high humidity.    

3.  Un-wrap the electrical tape that was used to bind the clip in its closed and locked position. 
Release the clip and slide out of the eyelet on the top of the flag pole.   

7.  Prior to pulling the ground pipes/rods out of the ground, try to straighten them as much as 
possible in the event they were slightly bent.  Then, remove the ground stakes either by 
hand or with the help of a pipe wrench, by wiggling and pulling it out of the ground.  These 
stakes can typically be reused for future installations. 

2.  Pull the bungee cord off at the bottom of the flag. 

1.  If the flag pole was screwed into the ground pipe, then remove the screw first.  Raise the flag 
pole, careful not to swing it into nearby traffic or power lines and lay it down on the ground.  
Be careful not to lay it down over any ant mounds that might be in the area. 

Caution:   Make sure your installation positions are clear of any overhead power lines.  
Remember, your Amazing Flag stands 21 feet tall.  Read all steps below before you begin. 

21ft Tall Amazing Flag  
Take-Down Instructions 


