
F o r  t h e  m o s t  d e m a n d i n g  h i g h - t r a f f i c  s w i n g  g a t e  e n v i r o n m e n t s .

A C  H I G H - T R A F F I C  C O M M E R C I A L  
S W I N G  G A T E  O P E R A T O R
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WIRELESS COMMERCIAL KEYPAD  
Prov ides  constant  pressure  over r ide  to  
cont ro l  ga te  opera tor  i f  sa fe ty  dev ices  
fau l t  ye t  a re  f ree  o f  obst ruc t ions . Ho ld  

Open/Par ty  Pass  enab led  wi th  ga te  
opera tor  f i rmware  4 .2  or  h igher. 
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CONNECTED ACCESS PORTAL, 
HIGH CAPACITY

Cloud-based access  cont ro l 
fo r  res ident ia l  communi t ies .
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A C  H I G H - T R A F F I C  C O M M E R C I A L  
S W I N G  G A T E  O P E R A T O R
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SAFE AND SECURE

RELIABLE
LEGACY ELITE HEAVY-DUTY COMMERCIAL GEAR-DRIVEN 
TRANSMISSION PROVIDES UNSURPASSED REL IABIL ITY.

SURGE SUPPRESSION PROVIDES INDUSTRIAL SURGE AND L IGHTNING 
PROTECTION AGAINST STRIKES UP TO 50 FEET AWAY.

WARRANTY  5  YEARS COMMERCIAL, 7  YEARS RESIDENTIAL.

SMART

CONTINUOUS-DUTY,  
High-Tempera ture  Motor
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PLUG-IN LOOP DETECTOR  
Prevents  the  ga te  f rom clos ing  on  a  

veh icle  in  the  pa th ;  power  e f f ic ient  fo r 
max imum cycles  on  Ba t ter y  Backup.

INCLUDED ACCESSORIES:

MONITORED RETRO- 
REFLECTIVE PHOTO EYE  

Enhanced re t ro- re f lec t ive  photo  eye  now 
wi th  hea ter  and wider  beam, eng ineered 

to  s tay  a l igned;  max. range: 50 f t . 
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SAFETY ADD-ONS:
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MONITORED SAFETY  
ENTRAPMENT EDGES  

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  tha t  sense obst ruct ions .

MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now wi th 
wider  beam and hea ter  fo r  h igh  

per formance in  most  env i ronments ;  
max. range: 90 f t . 
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**Wi re less  k i t  fo r  up  to  4  t ransmi t te rs  and  
2  res is t i ve  edges  per  t ransmi t te r. 

TOTAL SOLUTION ACCESSORIES: 
myQ® TECHNOLOGY ENABLES YOU TO SECURELY CONTROL AND MONITOR 
YOUR GATE OPERATOR FROM ANYWHERE.*

WIRELESS DUAL-GATE COMMUNICATION SYNCHRONIZES GATE OPENING/
CLOSING AND EL IMINATES EXPENSIVE DRIVEWAY TRENCHING COSTS.

SYNCHRONIZED CLOSE  S IMULTANEOUSLY CLOSES GATES.

SECURITY+ 2.0® SAFEGUARDS ACCESS WITH AN ENCRYPTED TRI-BAND S IGNAL 
TO V IRTUALLY EL IMINATE INTERFERENCE AND OFFER EXTENDED RANGE.

EMERGENCY DISCONNECT :  SIMPLE-TO-USE RELEASE HANDLE ALLOWS 
GATE TO BE OPERATED MANUALLY AND MAINTAIN L IMIT  POSIT ION 
ONCE REENGAGED. 

INHERENT REVERSING SENSOR DETECTS OBSTRUCTIONS AND 
REVERSES GATE WHEN CLOSING OR STOPS/REVERSES THE GATE 
WHEN OPENING.

QUICK CLOSE AND ANTI-TAILGATE QUICKLY SECURE PROPERTY, 
PREVENTING UNAUTHORIZED ACCESS.

UL® LISTED GATE OPERATORS WITH MONITORED SAFETY ENTRAPMENT 
PROTECTION DEV ICES.

MONITORED WIRELESS EDGE KIT  
Low-energy  B luetooth ® connect ion  

between a  L i f tMaster  Moni tored  
Res is t i ve  Edge and the  ga te  opera tor ;  

max. range: 130 f t . * *

*Ce l lu la r  da ta  or  Wi-Fi ® connect ion  requ i red . Test  equ ipment  regu lar ly  and fo l low safe ty  ins t ruc t ions .



CAPACITIES

1,600 Ibs.

1,200 Ibs.

1,600

1,200 

800

600

0
8 f t . 12 f t . 16 f t . 18 f t . 

800 Ibs.

600 Ibs.

CAPACITIES

2,000 Ibs.

1,600 Ibs.

2,000

1,500 

1,000

500

0
12 f t . 16 f t . 18 f t . 22 f t . 

1 ,400 Ibs.

1,000 Ibs.

GATE TRAVEL SPEED 
Opens 90° in 13–15 Seconds
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AC HIGH-TRAFFIC 

COMMERCIAL SWING 

GATE OPERATOR

M A S T E R F U L  E N G I N E E R I N G .

 - Cont inuous-Duty  Motor  Rated for  H igh-Cycle , 

H igh-Tempera ture  App l ica t ions  (Ava i lab le  in  1/2  and 1  HP)

 - Wormgear  Reduct ion : 2  Commerc ia l  O i l -Ba th  Gearboxes 

Prov id ing  900:1  Wormgear  Reduct ion

 - Chassis :  Const ructed  wi th  1/4  in . Go ld  Z inc-P la ted  Stee l 

fo r  Rust  Prevent ion

 - Cover : H igh-Dens i ty, 2-P iece  UV-Res is tant  Po lye thy lene 

Cover  (1 /2  HP CSW200501UL)

 - UL ® Usage Classi f icat ion : I , I I , I I I  and IV    

 - Operator  Weight :  175 lbs .

MECHANICS

 - 115V Sing le-Phase

 - Accessory  Power : 24VDC 500mA Output

 - Opt ional  K i t  (3PHCONV)  to  Conver t  an  Input  Vo l tage o f 

208/240/460/575VAC to  an  Output  Vo l tage o f  115VAC

POWER

COMMERCIAL-GRADE DESIGN

1 HP CSW200101UL

1/2 HP CSW200501UL
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S T A N D A R D  F E A T U R E S .
PRE-MOTION WARNING ALARM

 - Act iva tes  On-Board  A larm 3 Seconds 
Pr io r  to  Ga te  Mot ion

BI-PART DELAY
 - Moni tors  and Ad jus ts  Speed and 
Pos i t ion  o f  Each Wing to  Ensure 
Pr imary  Ga te  C loses  Last

MECHANICAL LIMIT SYSTEM
 - Main ta ins  Accura te  Ga te  Pos i t ion 
Throughout  Ga te  Trave l , Even Af ter 
Us ing  Manua l  D isconnect

MONITORED SAFETY INPUTS
 - 3  Main  Board , 3  Expans ion  Board

SECURITY+ 2.0® ON-BOARD 
RADIO RECEIVER

 - Tr i -Band 310/315/390 MHz Frequency
 - Up to  50 Remote  Cont ro ls 
(Un l imi ted  wi th  811LM/813LM)

LED DIAGNOSTIC DISPLAY 
 - S impl i f ies  Ins ta l la t ion 
and Troub leshoot ing

PROGRAMMABLE AUXILIARY RELAYS 
 - Make Add ing Add i t iona l  Fea tures  Easy

S U P P O R T . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t 
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion 
fo r  You, V is i t 
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 

TEMPERATURE SPECIFICATIONS

WITHOUT HEATER 
-4°F ( -20°C)  to  140°F (60°C)

WITH OPTIONAL HEATER (HTRNB) 
-40°F ( -40°C)  to  140°F (60°C)


