
Installation Instructions 

www.hysecurity.com Page 1 of 10 © 2010   1/13/10  D0229 Rev. D

Replacing the Pump Pack 

DC Motor 

Be sure to transfer the  
Solenoid coils from  the 
original pump pack. 

Coupling supplied with the  
replacement pump pack 

Set screw 

Pump pack 

Metal shaft key 

To avoid risk of injury or death, disconnect the gate operator from the main 
power source prior to performing any of the following service procedures!  

Mounting bracket 

Base of motor 

¾-inch hex nut  

Large  
solenoid coil 

Small 
solenoid coil 
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Hydraulic Pump Pack Removal 

When you lift the motor and pump pack assembly out of the chassis, be 
careful not to bend the valve stems! Broken or bent valve stems due to  
routine maintenance are not covered by the Limited Warranty. 

Remove cover 

Turn OFF the 
power switch. 

SlideDriver: Remove the Cover 

(Snowbrush kit shown) 

Control Box—Power OFF Remove Solenoids & Hoses 

Remove solenoids from the 
open and unloader valves 

Unloader 
Valve stem 

Open  
Valve stem 

IES sensor 

Check Cable Length & Remove 
Hoses 

Control Box 

Check the length of cables connecting the 
Control Box to the Motor and Pump Pack. 

Quick  
Disconnects 

Power switch location, 
prior to 2007. 
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Do not use a pry bar or a screwdriver to separate the pump pack from the 
electric motor as damage may occur to the motor’s shaft.  

Place blocks under the base of pump 
pack  after lifting the assembly out of 
the bracket mount. 

Example: SlideDriver 222E Interior View 
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Set screw 

Reconnect 
hoses 

Metal shaft key 

Motor’s  shaft  Key cutout 

Coupling 

9-tooth coupling 
(no longer used) 

6-tooth coupling 

Match the 6-tooth coupling 
to the 6-tooth spline in the 
pump pack. 

Match Coupling to Pump Pack 

Old and new versions of  
Couplings 
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Finishing the Installation 

All Operators 

If the breather cap is not properly installed, pump pack seals may be damaged 
and you may void the Limited Warranty.  

AC Motor 

Place blue-colored Loctite 
on the bolt ends prior to 
inserting them through the 
pump pack and threading 
them into the motor. 

Replace the solenoids onto the 
unloader and open valves. 

Reconnect the hoses 

Pump Pack 
manifold 

Mounting bracket 
slides into chassis 

Remove vent plug. Use it to 
replace the breather cap on 
the old pump pack. 

Insert breather cap. 

IES sensor 

Electrical 
connection 
box 
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Do not over-tighten the -inch nut that holds the coil in place. A damaged or bent 

solenoid valve will not work properly and is not covered by the Limited Warranty.  

Pressure Relief Valve  

Motor 

Breather cap 

Solenoids 

Unloader valve 

Open 
Valve 

Small coil 

Large coil 
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Relay Controlled Operators  

Relay-controlled operators with only one valve and one 24VAC coil   

Relay-controlled operators with two valves and two 24VAC coils  

Relay-controlled operators with one electrically controlled valve 
with two 24VAC coils on the stem  
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Model: SlideDriver 10 (222 SS) 

Model: SlideDriver 40 (222 E) 

Model SlideDriver 10 (222 SS) 

Model SlideDriver 40 (222 E) 

IES sensor Pressure Relief Valve 

Solenoids 
(Remove from the Open and 
Unloader valves to use on the  
replacement pump pack.) 

Breather Cap 

Quick Disconnects 

Brake Valves 

Unloader 
Valve 

Open 
Valve 

Unloader valve 
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Model: SlideDriver 30F/40F/80/200 (222 EX/EX1.7, X1, 444) 

Model SlideDriver 30F/40F (222 EX/EX1.7) 
Model with Upright AWOG 

Pre-April 2008 

Upright AWOG 

 Face Down 
AWOG 

Breather Cap 

IES sensor 

Pressure Relief 
Valve 

Quick Disconnects 

Brake Valves 

Solenoids 
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