
E-NL dirEct buriaL 
prEformEd vEhicLE dEtEctioN Loop

product spEcificatioNs

Loop wirE lead-in
18GA PVC insulation and 
Final Jacket Type C

18GA twisted pair, 19  
strand XLP insulated

coNduit about our “t”
Flexible 1/2” non-metallic liquid tight 
conduit for consistent lead-in protection

Standard schedule 
40 1/2” PVC Type T fitting

100% maNufacturEd iN thE u.s.a
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18Ga E-NL iNsuLatEd cross sEctioN

typicaL Loop sizEs aNd thEir prEdEtErmiNEd turNs

 ELEctricaL 
NoN-mEtaLLic 
1/2” fLExibLE 
coNduit

 19 straNd 
coppEr coNductor

pvc iNsuLatioN







7/8” Outer Diameter 

pvc typE c
fiNaL jackEt



E-NL10
2’ X 8’   
3’ X 7’
4’ X 6’
5’ X 5’

NUMBER  
OF TURNS 4

E-NL08
2’ X 6’   
3’ X 5’
4’ X 4’

NUMBER  
OF TURNS 5

E-NL16
4’ X 12’   
5’ X 11’
6’ X 10’

NUMBER  
OF TURNS 4

E-NL12
3’ X 9’   
4’ X 8’
5’ X 7’
6’ X 6’

NUMBER  
OF TURNS 4

GuidELiNEs for caLcuLatiNG rEad hEiGht

2’ X 6’ 

APPROX. 
OUTCOME 16”

4’ X 6’ 

APPROX. 
OUTCOME 24”

6’ X 6’ 

APPROX. 
OUTCOME 48”

E-NL dirEct buriaL 
prEformEd vEhicLE dEtEctioN Loop

NATIONAL 
LOOP CO.

1-800-851-4849 
sales@nationalloopcompany.com

 nationalloopcompany.com


