
Setup Instructions
1.

Take all the parts out of the bags and lay them
 on the ground

according to the assem
bly diagram

.

2.
M

ake sure that all the corresponding num
bers are correct.

3.
N

ow
 start pushing the pipes together until they fi

rm
ly click, if

di�
cult you can slightly tw

ist the parts together to m
ake the locking

spring pop up on place.

4.
Its tim

e to get your hands cleaned as now
 you are ready to handle

the printed fabric. Feed the fabric from
 the round edges of the fram

e,
feed only a few

 feet, then stand the fram
e up then slide the fabric to

the bottom
, now

 close the Z
ipper.

5.
You can set up the feet in the position that you w

ant to erect the
stand, lift the fabric panels and fi

t on the feet.

6.
To lock the fram

es together you can use the "S" shaped brackets,
they are designed tight so they lock w

ell.

7.
If you have a header in the kit you can fi

x to the top by using the
clear plastic clips.
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Rectangular Monitor Stand

Qty. Part Number

2 WLM#035

2 WLM#090

2 WLM#006

2 WLM#076

1 Black Cotton Bag

1 WLM#124

2 WLM#022E

2 WLM#023

1 WLM-CM90

Monitor

**supports up to 50” monitor
DO NOT EXCEED 50LBS
NOT A STAND ALONE UNIT 

WLM#22E
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WLM#22E

Front View Front View Side View

Monitor
Bracket

**monitor not included

         Freestanding Monitor Mount 
            Place Behind the Display
    (see page 3 for additional instructions) 



Monitor

Bracket

Monitor

Bracket

SMS36089-H

* Place assembled WLM-SMS36089 behind graphic

and attach with clamp WLM-CM90 @ center top

area

* Make slit with sharp knife where bolts penetrate

graphic

fully assembled

* Reattach monitor bracket to front of graphics

and tighten

Monitor

Bracket

* Attach mounting rails onto back of monitor

* Hang monitor back onto support bars

take Sharpie and mark

around pole once correct

height is known and level

WLM#124  includes several

sizes of bolts...only use what

you need, dispose of rest

* Fully assemble

WLM-SMS-36089

* Remove monitor bracket

WLM-CM90 clamp



Case to Counter 
Setup Instructions

*** Please Note: Fastening the poles into the 
base incorrectly may result in damage to the unit



1. Remove the counter
from the molded bag.

2. Extend and lock the
support poles

3. Place the 3 poles
with the holes facing up.

4. Place counter top
onto poles. Tap down
with hand to secure.

8. Pull graphic taut and angle and tuck gasket
into channel in edge of foot. Insert graphic
gasket all the way around.

9. Turn counter back up 10. The zipper on the
back is used to access
in side the unit.

5. Slide fabric graphic
wrap onto hardware.
Align seam to center
of back of counter.

6. Angle and tuck gasket into channel in edge of
counter top. Insert graphic gasket all the way around.

7. Turn counter
upside-down.

   Counter Setup Instructions
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