
					DJI	Amplifier	Mount	Assembly	

• CAUTION:	It	is	important	to	NEVER	turn	the	transmitter	or	amplifier	on
without	an	antenna	hooked	up.	Failure	to	do	so	can	result	in	frying	your	WIFI
module	or	amplifier.

Thank	you	for	purchasing	your	Amplifier	Mount	from	Maxx	UAV!	We	put	a	lot	of	time	and	effort	into	the	
design	of	our	mounts	and	we	hope	you	have	a	good	experience	with	them.	If	for	any	reason	you	are	not	
satisfied,	please	contact	us	so	we	can	make	it	right.	Follow	these	steps	for	easy	assembly.	

This	is	known	as	
the	transmitter	
clip.	It	will	come	
assembled	as	
shown.	



Remove	the	two	nuts,	
and	separate	the	two	
halves.	You	may	need	
to	pry	apart	with	a	
flathead	screwdriver.	
Place	the	thick	half	
onto	the	bottom	side	of	
the	handle	on	the	back	
of	the	transmitter	and	
press	it	on.	This	is	an	
extremely	tight	fit	on	
purpose.	If	you	can’t	
get	it	on,	boil	some	
water	and	place	the	
piece	in	the	boiling	
water	for	NO	LONGER	
than	5	seconds,	it	
should	then	be	soft	
enough	to	push	on.	

Now	place	the	
top	half	onto	the	
bottom	half,	as	
shown.	



Place	the	nuts	
back	onto	the	
transmitter	clip	
and	tighten	

Next,	you’ll	
prepare	the	
mount.	It	will	
come	with	the	
two	screws	and	
wing	nuts,	as	
shown.	Your	
mount	may	be	
different	than	the	
one	shown,	but	
assembly	is	the	
same	for	all	
mounts.	



Place	the	battery	into	
the	mount.	If	you’re	
using	the	Anker	(USB) 
or Magnasonic	battery,	
there	is	a	charge	
indicator	button	on	the	
top.	You’ll	want	to	face	
that	downward	in	the	
mount	to	line	up	with	
the	hole	in	the	mount	

Before		you	place	
the	amplifiers	
into	the	mount,	
you’ll	want	to	
connect	the	
power	cords,	as	
some	of	the	
mounts	won’t	
allow	you	to	
connect	them	
after	you’ve	
placed	them	into	
the	mount	



Make	sure	you	
have	the	
amplifier	oriented	
as	shown.	The	
“TO	ANTENNA”	
side	should	be	
facing	towards	
the	back,	and	the	
“TO	RADIO”	
should	be	facing	
towards	the	
front.	

Remove	the	wing	
nuts	from	the	
mount,	and	line	
the	screws	up	
with	the	holes	on	
the	transmitter	
clip	and	insert.		



Replace	the	wing	
nuts	and	tighten	
until	snug.	Now	
you	can	connect	
the	antenna	
cables	from	the	
transmitter	to	the	
amplifiers	

Each	amplifier	
came	with	a	blue	
coax	cable	that	
you’ll	use	to	
connect	the	
transmitter	to	the	
amplifiers.	(Here	
we	are	using	the	
custom	blue	
cables,	the	ones	
that	come	with	
the	amplifiers	are	
straight)	One	end	
of	the	cable	is	
different	from	the	
other.	This	end	is	
known	as	the	
SMA	(identified	
by	the	extruding	
pin	inside)	



This	end	is	known	
as	the	RP-SMA,	
RP	standing	for	
Reverse	Polarity.	
(Notice,	there	is	
no	extruding	pin	
inside	like	the	
other	end)	–	This	
is	the	end	that	
will	connect	to	
your	transmitter	

Connect	the	RP-
SMA	to	the	DJI	
transmitter	



Connect	the	SMA	
to	the	bottom	of	
the	amplifier	&	
repeat	on	the	
other	side.	Here,	
we	crisscross	the	
cables	for	better	
cable	
management.	It	
does	not	matter	if	
they’re	switched.		

Here	is	another	
view	from	the	top	



If	you	are	using	
the	ItElite	
antenna,	screw	
the	antenna	
cables	onto	the	
antenna	as	
shown.	The	90	
degree	end	
connects	to	the	
antenna	

Go	ahead	and	
mount	the	
antenna	onto	the	
transmitter	



Screw	the	
antenna	cables	to	
the	top	of	the	
amplifiers,	as	
shown	

DOUBLE	CHECK	ALL	CABLE	CONNECTIONS.	MAKE	
SURE	EVERYTHING	IS	TIGHTENED!	

It’s	important	to	
note,	you	only	
want	to	plug	the	
USB	cables	in	
when	you	are	
getting	ready	to	
fly.	This	is	
because,	when	
they	are	plugged	
in,	the	amplifiers	
are	always	on.	
When	you	plug	
the	amplifiers	
into	the	battery,	
the	amplifiers	
should	light	up.	



If	for	some	
reason	the	
amplifiers	are	not	
lit	up	when	you	
plug	them	into	
the	battery,	hit	
the	button	on	the	
battery	to	wake	it	
up	

The	amplifiers	
should	turn	light	
blue	when	the	
transmitter	is	
turned	on.	This	
indicates	
everything	is	
working	properly	
and	you’re	ready	
to	fly!	



That’s	it!	Once	again,	thank	you	for	purchasing	from	us!	If	you	have	any	trouble	along	the	way,	feel	free	to	
contact	us.	The	best	way	to	reach	us	is	through	our	Facebook	page.	Just	Like	us	and	send	us	a	quick	message.	

http://www.facebook.com/maxxuav	
http://www.MaxxUAV.eu

IMPORTANT NOTE
When using the boosters/amplifiers, make sure to select auto channel mode 
in the image transmission settings. You can also use custom channel mode, if 
you select a channel between 12 and 22. 

Channels lower than 12 and above 22 fall outside the boosters' operating 
range of 2400-2500 MHz. See the post at http://goo.gl/mJqqrL for more 
information. Also, in custom channel mode, make sure to set the live 
transmission quality to the lowest setting (4 Mbps) for more distance or 
penetration; the recorded video won't be affected by this setting.

http://www.maxxuav.eu
http://goo.gl/mJqqrL



