REPLACEMENT PARTS LIST SPECIFICATIONS
Brentwood™ Replacement Parts Cat. No. Model
Description Cat./Part No. H4825 Brentwood SP
Baffle refractory (2 pieces) PR-1S02205
Back refractory PR-SR2203 ;
L EPA Estimated
Right side refractory PR-SR2204D Model | Emission Rate Heat Output Efficiency
Left side refractory PR-SR2204G Brentwood SP 3.7 g/hr 10,442-27,746 btu/hr 63%
Bottom refractory PR-SR2201
Front refractory, right side - ash lip PR-SR2202D -
- - Product Reference Information
Front refractory, left side - ash lip PR-SR2202G
Weight 385 Ibs
Door handle PR-SR2325 -
Ceramic glass panel PR-SR2222-1 Height %
Secondary air tube PR-SR2271 Width %
Cast-iron log retainer supports - grate (2) PR-SR2324 Depth 24172
Cast iron log retainer bar PR-SR2323 Firebox W x H x D - measured in front 22" x 11-3/4” x 12
Touch-up paint, aerosol, black metallic SBMB6309 H8159 Chimney weight ASHT (6” dia) 6.25 Ib per linear foot
Louvers, upper and lower (1) PR-SR2218-1 Chimney weight AC (6” dia) 3.25 Ib per linear foot
Snap disc, blower VTU Chimney weight S2100+ (6” dia) 10.8 Ib per linear foot
Bracket, secondary air tube PR-SR2214
Hinge assembly, fireplace and door PR-SR2395UL
Door handle rod and mechanism PR-SR2118 CLEARANCE TO COMBUSTIBLES
Door handle and brass cap PR-SR2325 The following clearances meet the minimum requirements for a safe
Door handle brass cap POIGNEQ02 installation:
Gasket, door, 73" (5/8" dia ) PR-SR1823G Side wall: 177 (324 mm) measured from the fireplace side.
Gasket, glass, 69” (5/16” dia.) PR-SR1823H
Blower 250 CFM for central forced air kit, BISZY BISZY Ceiling: 6’8" (2,032 mm) measured from the base of the fireplace.
Blower variable speed control with decorative wall plate VRUW Fireplace enclosure:
for (BISZY), VRUW Bottom: 0”
Thermo-disk, on/off blower control (for BISZY), VTU VTU Side: 07 to spacer
Blower to flexible pipe adaptor, BISAVF BISAVF Back: 0 to spacer , , ,
Top: Do not fill the space above the fireplace with any material
Backdraft damper, BISBD BISBD (Except the wood framing. See Page 10, Figure 9).
Fireplace to Flex adaptor and 2 clamps, BISAF BISAF )
d d d Chimney: 27 (50 mm)

Contact an IHP dealer to obtain any of these parts. Never use substitute
materials not approved by IHP. Use of non-approved parts can result
in poor performance and safety hazards.

Mantel: 45" (1143 mm) measured from the base of the fireplace.
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OPTIONAL INSTALLATION ACCESSORIES

Installation Accessories Fireplace Kits
Description Cat./Part No. Description Cat./Part No.
Door Kit (Required - Order Separately) Blower (heat activated on/off pre-wired), UZY5 Uzys
Blower motor speed control (wall mount), VRUW VRUW
Black Cast Iron Door for Brentwood™, BWBK | H0516 ° BUCEBWIN
- Rigid firescreen
Clean Face Panel Kit g — -
Panel for Clean Face Option (must use gravity kit), BWZF | H0518 Central Forced Air Kit Accessories @
- . - T Central Forced Air Kit, Central forced air kit including: blower
Outside Air Kit (Required - Included With Fireplace) (BISZY), flex adaptor (BISAF), 2 clamps, variable speed
Outside Air Coupler to connect outside air UZI to fireplace, UZIAD control (VRUW), thermo-disk (VTU), fan to flexible pipe BISFWK-1
UZIAD adapter (BISAVF), back draft damper (BISBD), aluminium
Outside Air Ducting - includes 4” insulated flex x 10 long, . tape, BISFWK
Uzl Flexible pipe 5” 1.D. x 15 ft. Long, 5FLEX15 5FLEX15
Gravity Kits (REQUIRED WITH CLEAN FACE KIT) Flexible pipe 5” 1.D. x 30 ft. Long, SFLEX25 SFLEX25
Gravity kit: Complete double duct systemincludes: 2 elbows Heating and cooling thermaostat, 24, HCTW HCTW
90°, 2 telescopic lengths, 2 grill supports and 2 black grills, H8947
2 fireplace adaptors, 7B30ZK-1 © Not tested under EPA certification. If installed, this appliance no
Gravity Kit Accessories longer qualifies for EPA certification. Check with local authorities
Elbow 90°, 8” dia., 7B26ZE90 H8948 having jurisdiction for requirements in your area.
Elbow 45°, 8” dia., 7B26ZE45 H8949
Telescopic length, 8” dia. (15” to 26”), 7B26ZLA H8950
Adjustable length 8” dia (2” - 5”), 7B26ZL2A H8951
Length two (2) feet, 8KL2 H8954
Length one (1) feet, 8KL1 H8953
Wall radiation shield, 8” 1.D., 7B26ZR H8952
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SECURITY CHIMNEYS™ AND DURAVENT® - PARTS AND COMPONENTS LISTS

The components listed below must be ordered from Security Chimneys International™ or DuraVent®. Contact your Security
Chimneys or DuraVent Distributor or Dealer for ordering information.

2155 Wontry, Lo, st AT G77 Cotng Court, Vacavite, 000 S
Canaqa, H_7L 316 1-800-667-3387 (Canada) California, 95688
securitychimneys.com duravent.com
Secure Temp ASHT 1” High Temp. Insulated Stainless Steel Chimney DuraTech DTC 1” High Temp. Insulated Stainless Steel Chimney
6”1.D. and 8” 0.D., Double-Wali Stain/. Steel, Listed to 6”1.D. and 8” 0.D., Double-Wal/ Staini. Steel, Listed to
CAN/UCL-S604, UL-103HT and CAN/ULC S629 CAN/UCL-S604, UL-103HT and CAN/ULC S629
Description Part/Cat. No. Description Part/Cat. No.
Lengths and Misc. Chimney Components Lengths and Misc. Chimney Components
8” length, 6” Dia. 6L8 8” length, 6” Dia. 6DTC-08SS
12” length, 6” Dia. 6L12 12” length, 6” Dia. 6DTC-12SS
18” length, 6” Dia. 6L18 18” length, 6” Dia. 6DTC-18SS
24” length, 6” Dia. 6L24 24 length, 6” Dia. 6DTC-24SS
36” length, 6” Dia. 6L36 36” length, 6” Dia. 6DTC-36SS
48” length, 6” Dia. 6L48 48” length, 6” Dia. 6DTC-48SS
Adjustable Length 127, 6” Dia. 6LA Adjustable Length 127, 6” Dia. 6DTC-12TASS
15° elbow, 6” Dia. 6E15 15° elbow, 6” Dia. 6DTC-E15SS
30° elbow, 6” Dia. 6E30 30° elbow, 6” Dia. 6DTC-E30SS
Rain Termination Cap, 6” Dia. 6CC Rain Termination Cap, 6” Dia. 6DTC-VC
Spark Arrester Screen (universal spark arrester band) PE Spark Arrester Screen (universal spark arrester band) DTC-SA
Wall Band BM Wall Band DTC-WSU
Supports Supports
Offset Support SO Offset Support DTC-RESU
Roof Support ST Roof Support DTC-RS
Roof Brace BS2 Roof Brace DTC-XRB
Firestops Firestops
Firestop 6BF Firestop 6DTC-FS
Radiation Shield 6RS Radiation Shield 6DTC-FRS
Insulated Attic Radiation Shield 6RSA2 Insulated Attic Radiation Shield 6DTC-ISI
Insulated Wall Radiation Shield 6RSM Insulated Wall Radiation Shield 6DTC-WTI
Insulated Wall Radiation Shield, 30° 6RSMI30 Insulated Wall Radiation Shield, 30° 6DTC-WRSI30
Uninsulated Wall Radiation Shield, 30° 6RSM30 Uninsulated Wall Radiation Shield, 30° 6DTC-WRSI45
Attic Radiation Shield ACRSA Attic Radiation Shield 6DTC-ISIA
Roof Flashings Roof Flashings
Flat Roof Flashing 6FR Flat Roof Flashing 6DTC-FF
112 - 712 (5°- 30°) 6FAR 112 - 7112 (5°- 30°) 6DTC-F7
8/12 - 12/12 (30° - 45°) 6FBR 8/12 - 12/12 (30° - 45°) 6DTC-F12
Storm Collar 6FC Storm Collar 6DTC-SC
Fireplace Model Brentwood™ SP - Approved Venting Components NOTES:

manufactured by Security Chimneys International™ only.

e 6” diameter chimney - AC (air cooled), Secure Temp® ASHT (or
Nova Temp® HT6103+) and Secure Temp S-2100+ (or Nova Temp
HT6000+).

¢ 6” diameter chimney for relining masonry chimneys - Tubinox®
chimney (or Projet® SS), 6” diameter with adaptor for installation in
a masonry chimney.

Fireplace Model Brentwood™ SP - Approved Venting Components

manufactured by DuraVent® only.

e 6” diameter chimney - M&G DuraVent model DuraTech® DTC

@ Nova Temp HT6000+ is equivalent to Secure Temp 5-2100+

@ DuraTech® DTC and Nova Temp HT6103+are equivalent to Secure Temp ASHT+

® This appliance is equipped with the ASHT Chimney Adaptor. When other
chimney is used, a chimney adaptor for that chimney will be required.

@ Chimney Adaptor (5-2100+ / HT6000+) for CANADA ONLY - If you want to
install a S-2100+ / HT6000+ chimney, an adaptor is available (6UCA).

® AC Chimney is NOT recommended at elevations above 4,000 feet or in cold
climates (climates where temperatures will fall below 32° F / 0° C). When
using AC chimney, an AC6SB starter section must be used before installing
an elbow. When an offset is needed immediately off the top of the fireplace,
an elbow starter section, AC6SB30, is available.



SECURITY CHIMNEYS™ - PARTS AND COMPONENTS LISTS

The components listed below must be ordered from Security Chimneys International™. Contact your Security Chimneys Distributor or Dealer for ordering

information.
Security Chimneys International Limited  450-973-9999 Tubinox® LL Chimney Lining System**
2125 Monterey, Laval, Quebec 1-800-361-4909 (USA) Rigid Stainless Steel Liner For Relining A Masonry Chimney, 6” Diameter
Canada, H7L 3T6 1-800-667-3387 (Canada) Listed to ULC-S635M, UL-1777 and ULC-S640M at 2100° F
securitychimneys.com Description Cat./Part No.
(AC) Air-Cooled Chimney System* o Longt. & Dia. LS oL
6”7 1.D. and 11” 0.D. Air Cooled, Stainl. Steel inner and zinc coated steel exterior 12 Length, 6” Dia., 6LL12 6LL12
* AC Chimney is NOT recommended at elevations above 4,000 feet or in cold climates 24" Length, 6” Dia., 6LL24 bLL24
(climates where temperatures will fall befow 32° F/ 0° C). 36” Length, 6” Dia., 6LL36 6LL36
Description | Cat./Part No. 48” Length, 6” Dia., 6LL48 6LL48
One of the following adaptors is required Adjustable Length (7” to 117), 6” Dia., 6L7A 6L7A
if installing an AC chimney system Split Base Tee, 6” Dia., 6LT 6LT
Starter Section (adaptor), 6”, AC, AC6SB AC6SB Tee Cap, 6” Dia., 6TCS 6TCS
Starter 30° Elbow, 6” AC, AC6SB30 AC6SB30 Twist Lock Tee Cap, 6” Dia., 6LTC 6LTC
The following outside air kit is required if installing an AC chimney system Elbow 30°, 6” Dia., 6LE30 6LE30
Chimney Qutside Air Kit (flex, insulation, outside register ACZI Elbow 45°, 6” Dia., 6LF45 6LE45
and coupling). ACZ Elbow 90°, 6” Dia., 6LE90 6LE90
Lengths and Misc. Chimney Componants Rain Termination Cap (regular), 6” Dia., 6LCS 6LCS
12” Length, 6" Dia., AC6L12 AC6LT2 Rain Termination Cap (deluxe), 6” Dia., 6LCC 6LCC
18" Length, 6" Dia,, AC6L18 AC6L18 Spark Arrester Screen (universal spark arrester band), PE PE
36" Length, 6” Dia., AC6L36 AC6L36 Supports
48” Length, 6” Dia. , AC6L48 AC6L48 Top Support, 6LST oLST
15° Elbow, 6” Dia., AC6E15 AC6E15 Support Assembly, 6LSA 6LSA
30° Elbow, 6” Dia., AC6E30 AC6E30 Interior Support, 6LSB 6LSB
Rain Termination Cap, 6” Dia., AC6CPR AC6CPR Adaptor Flexible Pipe (male), GLAAM 6LAAM
Spark Arrester Screen (universal spark arrester band), PE PE Adaptor Flexible Pipe (female), 6LAAF GLAAF
Wall Band, XBM XBM Stainless Steel Flex - five (5) feet Long, BLLFLEX BLLFLEX
Supports Adjustable Insulated Wall Radiation Shield 6” - 12", 6LRSMI 6LRSMI
Offset Support, SO S0 Adaptors to Masonry Chimney
Support Section, AC6SL AGBSL Masonry Chimney Adaptor, 45°, BISUMA BISUMA
Roof Support, ST ST (for use with Tubinox liner) CANADA ONLY
Roof Brace, BS2 BS? Masonry Chimney Adaptor, 30°, BISUMA30 BISUMA30
(for use with Tubinox liner)
Roof Flashings
1/12 - 7/12 (5° - 30°), AC Adj. Roof Flashing, FA FA masonry or ULC-S640M for new masonry applications in Canada. The steel
8/12 - 12/12 (30° - 45°), AC Adj. Roof Flashing, FB FB rigid or flex liner must be rated at 2100° F (1100° C).
Storm collar, ACFC ACFC Gravity Kit Accessories
Misc. Elbow 90°, 8” dia., 7B26ZE90 7B26ZE90
Telescopic attic radiation shield, ACRST ACRST Elbow 45°, 8" dia., 7B26ZE45 7B26ZE45
Firestop, ACBF ACBF Telescopic length, 8” dia. (15” to 26”), 7B26ZLA 7B26ZLA
Radiation Shield, ACRS ACRS Adjustable length 8” dia (2” - 5”), 7B26ZL2A 7B26ZL2A
Attic Radiation Shield, ACRSA ACRSA Wall radiation shield, 8” 1.D., 7B26ZR 7B26ZR
— - Black grill with support, 7B30Z0 7B30Z0
Insulated Wall Radiation Shield, 30°, ACRSMI30 ACRSMI30 Brass oril (for 7B30ZK), 7B302GB 7B307GE
Length one (1) feet, 8KL1 8KL1
Length two (2) feet, 8KL2 8KL2
Length three (3) feet, 8KL3 8KL3
Length four (4) feet, 8KL4 8KL4
Length five (5) feet, 8KLS 8KL5
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