
CLEARANCETOCOMBUSTIBLES

The following clearances meet the minimum requirements for a safe
installation:

Sidewall (�replacefront):24” (457mm) measuredfromthe�replace
side.

Ceiling: 6’ 8” (2,032 mm) measured from thebase of the�replace

Fireplace enclosure:
Bottom: 0” to Non-combustible�oor
Side: 0” to spacer
Back: 0” to spacer
Top: Do not �ll thespaceabove the�replacewith any

material (Except thewood framing. SeeFigure 15)

Chimney: 2” (50 mm), except for through ceiling application, ACBI
chimney, 1’’ (25 mm) clearance.

Mantel: 56” (1422 mm) measured from thebaseof the�replace.

SPECIFICATIONSREPLACEMENT PARTS LIST

Cat. No. Model

F2845 MontecitoEstateCAT

Product Reference Information
Weight 520 lbs

Height 49-3/8”

Width 46-1/4”

Depth 27”

Firebox Wx Hx D
measured in front 31” x 14-1/2” x 14”

Chimney weight -
SecureTemp® GX (7” dia)

9.5 lb per linear foot

Chimney weight - ACBI 3.75 lb per linear foot

Contact anIHPdealer toobtainanyof theseparts. Never usesubstitute
materials not approved by IHP. Use of non-approved parts can result
in poor performance and safety hazards.

Model Emission Rate Heat Output Ef�ciency

MontecitoEstateCAT 1.3 g/hr 11,500-40,000 btu/hr 70%

Montecito Estate™CAT- Replacement Parts

Description Cat./Part No.

FireplaceBlower UZY5

Blower Motor Speed Control VRUW

Snap Disc, Blower VTU

Refractory Baf�e Kit F3017

Top Hearth Insulation PR-ISO2521

Front Refractory Bricks PR-SR2421

Back Refractory Brick PR-SR2415
Right SideRefractory Bricks - Back PR-SR2417

Right SideRefractory Bricks - Front PR-SR2419
Left SideRefractory Bricks - Back PR-SR2416
Left SideRefractory Bricks - Front PR-SR2418
Bottom Refractory MECAT F3020
Thermopile, gaugeand label replacement J8004
Catalytic Combustor with Gasket F3015
CompleteCatalytic Combustor Assembly F3016
Burn TubeKit (3) F3018
Tube, Air 3/4 X24 1/8 91TR2L F3019

Wooden Handle, Bypass PR-SR2072

Wooden Door Handle PR-SR1787

Door Latch (top and bottom) PR-SR2543
HingeAssembly, Fireplaceand Door PR-SR1800T
DecorativeScrew Caps, Black (2) PR-SACMEFBK
DecorativeScrew Caps, Brushed Nickel (2) PR-SACMEFBN
Ceramic Glass Left PR-SR2356G
Ceramic Glass Right PR-SR2356D
Log Retainers (2) PR-B2CH
Around theGlass Gasket (61-3/4”) PR-SR1685C

On theDoor Frame Gasket (48-3/8”) PR-SR1823I

Between theDoors Gasket (17-5/8”) PR-SR1823J

Touch-up Paint, Aerosol, Black Metallic SBMB6309 H8159

Touch-upPaint,Charcoal (forhammeredsteel facade) PR-P6201

Outside Air Coupler For ACChimney 4” ID, UACZI H3274

OutsideAir Coupler To Connect OutsideAir (UZI) To
Fireplace, UZIAD

UZIAD

Blower 250 CFM for central forced air kit, BISZY BISZY

Blower variable speed control with decorative wall
plate for (BISZY), VRUW

VRUW

Thermo-disk, on/off blower control (for BISZY), VTU VTU

Blower to�exiblepipeadaptor, BISAVF BISAVF

Backdraft damper, BISBD BISBD

Fireplace to Flex adaptor and 2 clamps, BISAF BISAF
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Installation Accessories
Description Cat./Part No.

Facades (Required - Order Separately) *

Montecito Estate™CATFacadeBlack, MONEST-FAC-BLK F2859

MontecitoEstateCATFacadeHammeredSteel,MONEST-FAC-HMRD F2860

Doors - (Required - Order Separately) *

Montecito EstateCATDoors Black, MONEST-DOOR-BLK F2855

MontecitoEstateCATDoorsHammeredSteel,MONEST-DOOR-HMRD F2856

Outside Air Kit (included with�replace)
Outside Air Coupler To Connect Outside Air (UZI) To Fireplace,
UZIAD

UZIAD

OutsideAir Ducting - includes4” insulated�exx10’ long, UZI UZI

Gravity Kit

Gravity kit: Complete double duct system includes: 2 elbows
90º, 2 telescopic lengths, 2 grill supports and 2 black grills, 2
�replace adaptors, 7B30ZK-1

H8947

Gravity Kit Accessories

Elbow 90º, 8” dia., 7B26ZE90 H8948

Elbow 45º, 8” dia., 7B26ZE45 H8949

Telescopic length, 8” dia. (15” to 26”), 7B26ZLA H8950

Adjustable length 8” dia (2” - 5”), 7B26ZL2A H8951

Length two (2) feet, 8KL2 H8954

Length one(1) feet, 8KL1 H8953

Wall radiation shield, 8” I.D., 7B26ZR H8952

OPTIONAL INSTALLATION ACCESSORIES

Fireplace Kits
Description Cat./Part No.

Central Forced Air Kit Accessories u
Central ForcedAir Kit, Central forcedair kit including: blower
(BISZY), �ex adaptor (BISAF), 2 clamps, variable speed
control (VRUW), thermo-disk (VTU), fan to �exible pipe
adapter (BISAVF), back draft damper (BISBD), aluminium
tape, BISFWK-1

BISFWK-1

Flexiblepipe 5” I.D. x 15 ft. Long, 5FLEX15 5FLEX15

Flexiblepipe 5” I.D. x 30 ft. Long, 5FLEX25 5FLEX25

Heating and cooling thermostat, 24V, HCTW HCTW

u �Not tested under EPA certi�cation. If installed, this appliance no
longer quali�es for EPA certi�cation. Check with local authorities
having jurisdiction for requirements in your area.
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Secure Temp® GX - 2” Insulated Galvanized Chimney System
(Recommended Insulated System)
Galvanized (7” ID and 11” OD) U.S.A. ONLY

Description Cat./Part No.

Lengths and Misc. Chimney Components
Length 8”, 7GXL8 7GXL8

Length 12”, 7GXL12 7GXL12

Length 18”, 7GXL18 7GXL18

Length 24”, 7GXL24 7GXL24

Length 24” (stainless steel exterior �ue), 7XL24 7XL24

Length 36”, 7GXL36 7GXL36

Length 36” (stainless steel exterior �ue), 7XL36 7XL36

Length 48”, 7GXL48 7GXL48

Length 48” (stainless steel exterior �ue), 7XL48 7XL48

15º Elbow, 7GXE15 7GXE15

30º Elbow, 7GXE30 7GXE30

Rain Termination Cap, 7CC(stainless steel) 7CC

Wall Band, XBM XBM

Supports
Offset Support, XSO XSO

Roof / Floor support, XST XST

Roof Brace, XBS2 XBS2

Roof Flashings
Roof Flashing, Flat (includes spacer and collar), 7XF 7XF

Roof Flashing, Adjustable (5º to 30º) (includes spacer
and collar), 7XFA

7XFA

Roof Flashing, Adjustable (30º to 45º) (includes spacer
and collar), 7XFB

7XFB

Storm Collar (spacer included), 7XFC 7XFC

Firestops and Braces
Firestop, 7XBF 7XBF

Radiation shield, 7XRS 7XRS

Insulated attic radiation shield, 7XRSA 7XRSA2

30º Insulated wall radiation shield, 7XRSMI30 7XRSMI30

Wall Band, XBM XBM

FireplaceModel MontecitoEstateCAT-ApprovedVentingComponents
manufactured by Security Chimneys® only.

• 7” diameter chimney - ACBI (air cooled), Secure Temp® GX (U.S.
only) and SecureTemp S-2100+ (or NovaTemp® HT6000+).

• 7” diameter chimney for relining masonry chimneys - Tubinox®
chimney (or Projet® SS), 7” diameter with adaptor for installation in
amasonry chimney.

NOTES:
j �NovaTemp HT6000+is equivalent to S-2100+
k Chimney Adaptor (S-2100+ / HT6000+) for CANADA ONLY - If you want to

install a S-2100+ / HT6000+ chimney, an adaptor is available (7UCA).
l �ACBI Chimney is NOTrecommended at elevations above4,000 feet or in cold

climates (climates wheretemperatures will fall below 32° F/ 0° C). When us-
ing ACBI chimney, an ACBI7SBstarter section must beused before installing
an elbow. When an offset is needed immediately off the top of the�replace,
an elbow starter section (ACBI7SB30) is available.

SECURITY CHIMNEYS® - PARTS AND COMPONENTS LISTS

The components listed below must be ordered from Security Chimneys®. Contact your Security Chimneys Distributor or Dealer for ordering information.

Security Chimneys®

2125 Monterey, Laval, Quebec
Canada, H7L 3T6
securitychimneys.com

450-973-9999
1-800-361-4909 (USA)
1-800-667-3387 (Canada)
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ACBI Chimney*
(7” I.D., 13” O.D. AC- Air Cooled)

* ACChimney isNOTrecommendedat elevationsabove4,000feet or incoldclimates
(climateswheretemperatureswill fall below32° F/ 0° C).

Description Cat./Part No.

One of the following adaptors is required
if installing an ACchimney system

Starter Section w/ air intake, 7” Dia., ACBI7SB ACBI7SB

Offset Starter Section 30º, 7” Dia., ACBI7SB30 ACBI7SB30

The following outside air kit is required if installing an ACchimney system

OutsideAir Kit (Chimney) (4” IDFlexX10’ Long, Insula-
tion, OutsideRegister And Coupling), ACZI

ACZI

Lengths and Misc. Chimney Components
12” Length, 7” Dia., ACBI7L12 ACBI7L12

18” Length, 7” Dia., ACBI7L18 ACBI7L18

36” Length, 7” Dia., ACBI7L36 ACBI7L36

48” Length, 7” Dia., ACBI7L48 ACBI7L48

15º Elbow, 7” Dia., ACBI7E15 ACBI7E15

30º Elbow, 7” Dia., ACBI7E30 ACBI7E30

Rain Termination Cap (regular), 7” Dia., ACBI7CPR ACBI7CPR

Spark Arrester Screen (universal spark arrester band), PE PE

Wall Band, XBM XBM

Supports

Support section (10” long), ACBI7SL ACBI7SL

Universal support, AC10SU AC10SU

Roof Flashings
Flat roof �ashing (includes spacer and collar), ACBI7FR ACBI7FR

Roof Flashing, Adjustable, 5º - 30º (includes spacer and
collar), ACBI7FAR

ACBI7FAR

Roof Flashing, Adjustable, 30º - 45º (includes spacer
and collar), ACBI7FBR

ACBI7FBR

Misc.
Firestop, ACBI7BF ACBI7BF

Radiation Shield, ACBI7RS ACBI7RS

Attic Radiation Shield, ACBI7RSA ACBI7RSA

Telescopic Attic Radiation Shield, ACBI7RST ACBI7RST

Insulated Wall Radiation Shield 30º, AC10RSMI30 AC10RSMI30

Storm Collar, AC10FC AC10FC

Tubinox® LL Chimney Lining System **
Rigid Stainless Steel Liner For Relining A Masonry Chimney, 7” Diameter

Listed to ULC-S635M, UL-1777 and ULC-S640M at 2100º F

Description Cat./Part No.

6” Length, 7” Dia., 7LL6 7LL6

12” Length, 7” Dia., 7LL12 7LL12

24” Length, 7” Dia., 7LL24 7LL24

36” Length, 7” Dia., 7LL36 7LL36

48” Length, 7” Dia., 7LL48 7LL48

AdjustableLength (7” to 11”), 7” Dia., 7L7A 7L7A

Split BaseTee, 7” Dia., 7LT 7LT

TeeCap, 7” Dia., 7TCS 7TCS

Twist Lock TeeCap, 7” Dia., 7LTC 7LTC

Elbow 30º, 7” Dia., 7LE30 7LE30

Elbow 45º, 7” Dia., 7LE45 7LE45

Elbow 90º, 7” Dia., 7LE90 7LE90

Rain Termination Cap (regular), 7” Dia., 7LCS 7LCS

Rain Termination Cap (deluxe), 7” Dia., 7LCC 7LCC

Supports
Top Support, Part# 7LST 7LST

Support Assembly, 7LSA 7LSA

Interior Support, Part# 7LSB 7LSB

Adaptor FlexiblePipe (male), 7LAAM 7LAAM

Adaptor FlexiblePipe (female), 7LAAF 7LAAF

Stainless Steel Flex - �ve (5) feet Long, 7LLFLEX 7LLFLEX

Adj. Insulated Wall Radiation Shield 6” to 12”, 7LRSMI 7LRSMI

Adaptors to Masonry Chimney
Masonry Chimney Adaptor, 45º, BISUMA
(for use with Tubinox liner) CANADAONLY

BISUMA

Masonry Chimney Adaptor, 30º, BISTMA30
(for use with Tubinox liner)

BISTMA30

SECURITY CHIMNEYS® - PARTS AND COMPONENTS LISTS

The components listed below must be ordered from Security Chimneys®. Contact your Security Chimneys Distributor or Dealer for ordering information.

Security Chimneys®

2125 Monterey, Laval, Quebec
Canada, H7L 3T6
securitychimneys.com

450-973-9999
1-800-361-4909 (USA)
1-800-667-3387 (Canada)

Gravity Kit Accessories

Elbow 90º, 8” dia., 7B26ZE90 7B26ZE90
Elbow 45º, 8” dia., 7B26ZE45 7B26ZE45

Telescopic length, 8” dia. (15” to 26”), 7B26ZLA 7B26ZLA

Adjustable length 8” dia (2” - 5”), 7B26ZL2A 7B26ZL2A
Wall radiation shield, 8” I.D., 7B26ZR 7B26ZR
Black grill with support, 7B30ZO 7B30ZO
Brass grill (for 7B30ZK), 7B30ZGB 7B30ZGB
Length one (1) feet, 8KL1 8KL1
Length two (2) feet, 8KL2 8KL2
Length three (3) feet, 8KL3 8KL3
Length four (4) feet, 8KL4 8KL4
Length�ve(5) feet, 8KL5 8KL5

** Alternatebrand rigid stainless liner or stainless�ex may besubstituted but
must be listed to UL-1777 for USapplication and ULC-S635 for existing
masonry or ULC-S640M for new masonry applications in Canada. Thesteel
rigid or �ex liner must be rated at 2100º F(1100º C).
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