### Machine Case Components

<table>
<thead>
<tr>
<th>No.</th>
<th>Part Description</th>
<th>Material</th>
<th>Quantity</th>
<th>Notes</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Case body</td>
<td>Steel</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>Case lid</td>
<td>Plastic</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>Handle</td>
<td>Metal</td>
<td>1</td>
<td></td>
</tr>
</tbody>
</table>

### Bobbin Winder Components

<table>
<thead>
<tr>
<th>No.</th>
<th>Part Description</th>
<th>Material</th>
<th>Quantity</th>
<th>Notes</th>
</tr>
</thead>
<tbody>
<tr>
<td>4</td>
<td>Spool holder</td>
<td>Plastic</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>5</td>
<td>Bobbin case</td>
<td>Metal</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>6</td>
<td>Bobbin holder</td>
<td>Plastic</td>
<td>1</td>
<td></td>
</tr>
</tbody>
</table>

### Main Shaft & Needle Bar Components

<table>
<thead>
<tr>
<th>No.</th>
<th>Part Description</th>
<th>Material</th>
<th>Quantity</th>
<th>Notes</th>
</tr>
</thead>
<tbody>
<tr>
<td>7</td>
<td>Main shaft</td>
<td>Metal</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>8</td>
<td>Needle bar</td>
<td>Steel</td>
<td>1</td>
<td></td>
</tr>
</tbody>
</table>

### Feed Adjust Mechanism Components

<table>
<thead>
<tr>
<th>No.</th>
<th>Part Description</th>
<th>Material</th>
<th>Quantity</th>
<th>Notes</th>
</tr>
</thead>
<tbody>
<tr>
<td>9</td>
<td>Feed roller</td>
<td>Metal</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>10</td>
<td>Feed adjustment</td>
<td>Plastic</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>11</td>
<td>Guide plate</td>
<td>Plastic</td>
<td>1</td>
<td></td>
</tr>
</tbody>
</table>

---