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1 Product data 
1.1 Identification       Synthetic fibre wadding 
1.2 Intended use  Snow blanket. 
1.3 Composition  Polyethylene Terephthalate (Polyester felt).  Randomly disposed  

 Polyester fibre containing a proportion of low melt polyester fibre, 
which acts as a bonding medium providing thorough bonding 
characteristics.  

1.4 Physical form  Supplied in a 25m long x 2.03m wide roll.  Available in several  
    weights, standard stock is 205 grams which has an average  
    thickness of 25mm.  For shipping the roll is vacuum packed to a tube  
    0.5m of diameter weighing 15kg. 

 

2 Health Hazards 
 The products are not considered a health hazard.  Further processing such as cutting and 
slitting may product a nuisance dust. The HSE Guidance Note EH40 gives an occupational 
exposure standard for such dusts of 10mg per m3 for non-respirable dusts and 5mg per m3 
for respirable dusts. 
 All the fibres are coated with a small amount of finish (nominally 0.3%) to aid processing. 
The finishes are of a very low order of toxicity and are not expected to present a hazard by 

skin contact or ingestion. Processes involving temperatures above 140°C may evolve 
fumes from the decomposition of the finishes, which should be removed from the work area 
by an efficient extraction system. 

 

3 Fire Hazards 
3.1 Fire conformity This product carries a ‘Certificate of Conformity’ and conforms to the  

test and specifications of the test ‘The Furniture and Furnishings 
(Fire) (Safety) Regulations 1988, Schedule 2 Part 1 (Non-Foam 
Filling Materials singly’ under method ‘BS5852 Part 2 (1982) using 
ignition source 2 (Butane flame) under cover material specified in 
schedule 1 part 1’. 

3.2   Fire precautions The fibre products exhibit varying degrees of resistance to ignition  
from small flame sources. However most will burn when involved in 
fires. A high standard of general fire precautions, including adequate 
means of escape are therefore most important.  Do not handle or 
store near an open flame or sources of heat.  In case of fire a high 
total volume of smoke is produced from packaged product. 

 3.3 Extinguishers  Extinguishing agents to be used in case of fire are water, dry powder  
 and foam. Persons attempting to fight fires involving fibre products 

should wear positive pressure self-contained breathing apparatus 
and suitable protective clothing. 

 3.4 Sources of ignition Smoking should be prohibited in all work and storage areas. 
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Any naked flame is a potential source of ignition and should not be 
permitted in work or storage areas, other than in connection with a 
properly controlled manufacturing process. Welding and cutting 
equipment which involves the application of heat should only be used 
strictly controlled conditions, such as a ‘permit to work’ system, and 
all combustible materials removed from the immediate area before 
work commences. 
Protection of the electrical installation is recommended to reduce the 
risk of fire from an electrical fault. 
Portable direct gas or oil fired ‘space heater’ appliances should not 
be used. 

3.5    Hazardous decomposition products expected at levels above ‘trace’. 
    Carbon dioxide C02 

    Carbon Monoxide C0 
    Hydrogen Cyanide 
    Oxides of Nitrogen 
    Hydrocarbons and Diisocyanate 

 
4 Handling precautions and storage 

The abrasive nature may give rise to skin irritation with sensitive individuals. In such cases 
suitable protective gloves should be worn.  When opening bags and handling static 
discharge may be experienced and care should be taken to avoid static build up. 
Avoid exposure to excessive heat and to organic solvents. 
Standard industry safety and hygiene principles should be exercised. 
Fibres and Polythene bags on the floor should be removed immediately to avoid slipping 
and tripping hazards.  All off cuts, scraps and waste should be cleared up and removed at 
frequent intervals and taken to a safe place or to a container within a fire-separated area. 
Store away from excessive heat, cold, humidity, sunlight / UV and in dry conditions. 

 

5 First Aid 
  Eyes  Not relevant - any material entering the eyes should be     

 removed immediately by washing out with suitable eye wash 
solution or plenty of fresh, cold water. If any discomfort 
persists seek Medical Attention. 

  Irritation Not relevant - any irritation or rash should be reported  
    immediately and medical attention sought. 
   Inhalation Not relevant - in the event of over exposure to fumes evolved  

from heat processes, remove affected person to fresh air and 
seek medical attention. 

   Ingestion Not relevant - no serious effects are expected if ingested. 
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6 Disposal of waste 
Waste should be disposed of by an authorised licensed waste disposal contractor under 
the Control of Pollution Act 1974, preferably by incineration or landfill.  This product is not 
biologically degradable, bioaccumulation is improbable, generally not hazardous to water 
and adverse effects would not be expected.   
 

7 Compilation date  05/11/2007  Darcey E Crownshaw 
  

 Date of last revision 23/09/2008  Darcey E Crownshaw 
 
 
 
 
 
The statements in this bulletin were made to the best of our knowledge and are as accurate as 
possible. They are given for information only. They do not constitute a contractual guarantee of a 
product’s properties. They must neither be altered nor transferred to other products. 


