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Saray Mah. 151. Cad. No:3 Kahramankazan / ANKARA

+90 312 395 83 68

TEMHA Makine Elk. Müh.  Pro. San. ve Tic. Ltd. Ş�.

1.GENERAL INFORMATION AND INSTRUCTIONS

1.1. MANUFACTURER

Cable drum li�ing traverse consist of two li�ing columns, one bearing drum sha�, two drum fixing 
clamps and two drum fixing cones. This tool use to li� hydraulicaly different kind of 
drums(cable,rope, rubber etc). 

1.3. WORKING QUALITY

1.2. PRODUCT DESCRIPTION AND AREAS OF USAGE

Please specify model number, serial number and year of produc�on while reques�ng informa�on 
about our products. You can find more info in the sec�on “Product Descrip�on and Areas of 
Usage”

             WARNING! Do not use this tool to li� drums for which exceed the capacity!

bilgi@temhamakine.com

www.temhamakine.com

Product Code 124-5-1 124-5-2 124-5-3 124-5-4

Loading capacity
(kg/a couple)

Max loading width
(mm)

Max loading diameter
(mm)

Weight
(kg)

6000 8000 10.000 12.000

1800 1800 1800 2500

3000 3000 3000 3500

80 90 110 130

Table 1
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e.  Please contact the manufacturer in case of any unclari�es about using, applying maintenence or any 

other topic.

e. Operator must strictly comply with all the danger and warning signs which are on the tool and defined in 

this user manual.

c. Tool can only be used to complete tasks which it has been designed to do or the manufacturer company 

allowed to do.

d. Tool should not be used by untrained or unauthorized personnel. 

b. TEMHA Makine provides training on it's own facili�es if requested. Users who chose not to be trained by 

TEMHA Makine acknowledges the reponsibility against any problems due to using errors and mistakes 

beforehand.

b.  Operators must wear suitable clothes for the job. All necessary precau�ons must be taken against the 

loose clothes, necklaces, hoodie wears, unbraded hairs etc. being stuck in moving parts.

d.Operator should never try to fix or change anything on tool which is not under their authoriza�on.

f. The working are must be cleaned off any unnecessary objects. The area must be checked and cleaned off 

any liquid residues and thin planar objects like paper, stretch wrap etc.

g. Fixtures and anchorages which are necessary for the opera�on of machines must be done properly, �ght, 

safe and as decribed in this manual.

1.4 GENERAL INSTRUCTIONS

a.  The operator of tool has the responsibility of following all work safety rules of the country in which they 

operate the machine.

1.5 GENERAL INSTRUCTIONS FOR THE OPERATOR OF THE CABLE DRUM LIFTING  TRAVERSE

a.  Only qualified personnel must use the tool. A personnel who has been trained by the user corpora�on or 

trained by the manufacturer company is defined as qualified personnel.

c. Using neccesary safet equipments such as work-boots, gloves, barret etc. is the operators responsibility.
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d. Maintenance operators must wear suitable clothes for the job. All necessary precau�ons must be taken 

against the loose clothes, necklaces, hoodie wears, unbraded hairs etc. being stuck in moving parts.

a. Every instruc�on, warning and informa�on stated in this user manual is for all operators, maintenance 

operators and field supervisor.

b. This manual must be read by all operators, maintenance operators and field supervisor before opera�ng 

the hydraulic drum jacks.

d. This manual must be preserved during the machine's life �me. All necessary measures should be taken 

to make this manual is within reach of every operator.

Cable drum li�ing traverse is designed and manufactured for the sole purpose of only li�ing drums (Not 

winding or unwinding the drum). It is forbiddden to use it for other purposes, including purposes which are 

not stated in this manual.

c. It is field supervisor's responsibility that every warning and instruc�on on this manual is followed 

properly by both operators and maintenance operators. Field operator also has the responsibility to make 

sure every instruc�on on this manual is applicable.

1.6 GENERAL INSTRUCTIONS FOR THE MAINTENANCE OPERATOR OF THE CABLE DRUM  LIFTING 

TRAVERSE

1.7. INFORMATION AND INSTRUCTIONS ABOUT THIS USER MANUAL

Responsibility of possible injuries and accidents which might happen due to not following instruc�ons 

stated in this manual, not using proper safety gear such as barrets, work-boots, gloves etc. or using the 

machine outside of it's purpose or using the machine wrong belongs to the user.

c. Every maintenance opera�on must be conducted by trained and/or authorized personnel only. A 

personnel who has been trained by the user corpora�on or trained by the manufacturer company is 

defined as qualified personnel.

1.8. MANUFACTURER'S RESPONSIBILITY

b. All maintenance opera�ons must be conducted on a plane surface and in a suitable area. Make sure the 

tool is not under any load before star�ng any maintenance opera�on

e. Maintenance operators have the reponsibility of wearing all the necessary safety equipments such as 

work gloves, barret and work-boots.

a. Any mechanical adjustments, asemblies and repairs on the tool during a li�ing opera�on is absolutely 

forbidden.

e. Preserve this document in a dry and protect from environmental condi�ons.
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c. Packing process;

Manufacturer won't take any responsibility for possible inconveniences should any of the following occur:

a. Making modifica�ons on the machine without manufacturers wri�en permission and approval.

2. TRANSPORTATION, PLACEMENT AND INSTALLATION

a. Although the equipment consists of mul�ple parts, its parts are a single unit, except for the li�ing hook 
and steel pipe.

f. Not taking personal, general or technical safety precau�ons,

d. Wrong applica�on of maintenance opera�on,

g. Not following the instruc�ons stated in this manual properly.

2.1. LIFTING AND TRANSPORTING THE TRAVERSE

c. Not using original replacement parts,

b. Packaging and shipping of the equipment is done as a single installed product.

b. Using the machine outside of it's sole purpose,

e. Augmen�ng the machine with equipments which are not produced by manufacturer or equipments 
which are not approved by manufacturer in wri�en,

- Steel rope lay down parallel to traverse

- Chain wraps around steel rope and traverse

- Use a kind of packing material to fix items.

d. You can reach weight informa�on of traverse from user manual product specifica�on �tle.

e. Equipment may be heavier than one person can carry. One-person li�ing without the aid of a tool can 
cause injury and equipment damage.

2.2. TRANSPORTATION

a. All necessary measures should be taken against colliding and tumbling to prevent equipment from 
damaging during sea and land transporta�on. 

b. Tha packaging materials are generally wood based materials, steel screws and nails, cardboard, paper 
and mul� layered cling wrap

Not following the warnings above will not only create dangerous situa�ons and risk safety,
but also can damage to the machine in a way that warranty is canceled
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2.3. UNPACKING

a. Please check the integrity and general situa�on of the package as soon as the machine is delivered. 

Photograph any imperfec�ons that might have happened during transporta�on and contact cargo 

company and the manufacturer.

The machine is suitable for opera�on in all environmental condi�ons.

b. Please make sure the product you have been delivered is the model you ordered. If there is any 

inconvenience please contact the manufacturer.

2.4. ENVIRONMENTAL FACTORS

1

2

3

4

F�gure - 1
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 3. OPERATING INSTRUCTIONS

1. Length adjustable traverse

3. Wire rope sling ( 2 pcs )

a. The hook of the winch is a�ached to the chain sling ring , as shown in (Figure -1)

4. Hook sha� with drum lock ( 2 pcs )(Locking reel hook)

b. A�er the equipment is raised 1.5 meters from the ground, the width adjustment is made through the 

holes on the beam according to the width of the cable reel to be li�ed. (Figure -2)

3.2 OPERATING THE EQUIPMENT-LIFTING DRUM

3.1  PARTS OF EQUİPMENT  (Figure -1)

- In order to extend the beam adjustment, first the spring pin on the pin a�ached to the slot is removed.

2. Chain sling

- Then the pin is removed and a�er the desired width is adjusted, the pin is inserted into the slot again.

- There are slots on the beam for width adjustment.

- The spring pin is a�ached again on the inserted pin and the spring pin a�ached to the pin is prevented from 

coming out.

c. The locking reel hook is inserted into the reel hole. (Figure -4)

d. The reel is li�ed in a controlled manner.

! CAUTION! Confirm that your crane has sufficient capacity before li�ing the load.

! CAUTION! Only one reel can be li�ed at a �me.



.

F�gure - 2

P�n

Adjustable w�dth holes

! Make sure that no one is near the reel and equipment during opera�on. 
Disloca�on or breakage may cause injury.

Table 2
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! CAUTION!: The drum should be transported as close to the ground as possible.

Crossing the distance between the points to be transported close to the ground will

prevent injuries in possible accidents.

! CAUTION!: The cable drum li�ing traverse must be serviced when it is not under load.

! CAUTION!: Cable drum li�ing traverses are not designed for con�nuous load handling.

A�er the use of the equipment is over, the load on it should be unloaded.

! CAUTION! : The cable drum li�ing traverse is used for only li�ing the drum should not be

used for winding and unwinding opera�ons.

F�gure- 3

Close Open
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a. The cable reel is lowered to the ground and the tension in the ropes is relieved.

b. The locking reel hook turn up to take out from drum hole.

c. Once the tongue has fallen in, it can now be removed from the reel.

e. With the contact of the traverse part with the ground, most of the weight of the product will be 
transferred to the ground. The hook of the crane is removed from the chain sling.

d. To remove the equipment from the hook of the crane, the product must be in contact with the ground 
up to the traverse.

3.3 MOVE DOWN AND RELEASING THE DRUM

F�gure - 4

Equ�d�stant

Balanced Unbalanced

x
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5.1 DAILY CONTROLS

If deforma�ons such as cracks or fractures have occurred on any of the parts, the equipment should never 
be used. 

 5.MAINTENANCE AND PERIODIC CONTROLS

5. Fixing( Lock) pin with spring pin.

4. SAFETY MEASURE

5.2 SPARE PARTS AND AFTER-SALE SUPPORT

1. Length adjustable traverse

2. Chain sling

4. Hook sha� with drum lock(Locking reel hook)

b. All fastening points should be checked before opera�ng.

a. Operator has to wear safety gears like protec�ve gloves, barret and safety goggles during winding and 
unwinding opera�on. Making sure these equipments are being used properly is field supervisor's 
responsibility.

4.1  SAFETY MEASURES DURING OPERATION

c. During the li�ing process all personnel should stay at least 5 meters away from the equipment 
projec�on. 

! Chains and ropes should be checked frequently as there may be local wear or damage.

The tool should be controlled mechanically by eye before each use. 

Damaged parts must be replaced with the original.

The manufacturer will supply the following parts a�er sale:

3. Wire rope sling
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x

F�gure - 5
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