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** NOTE **** NOTE **** NOTE **** NOTE **    
 Installation by body shop or other professional installer is highly recommended for best results. 
Always clean the vehicle surface thoroughly with an automotive grease/wax remover where the ground 
effects will attach 
 

 

 

 

 

1. Pre-fit the Cobra Splitter by putting it up on the front 

fascia.  Inspect the areas in front of the fog lights and air 

openings for fitment.  If there is any over hang in these areas, 

trim the splitter till you achieve a "clean" look.  You may 

also need to trim the straight ledge under the headlight just 

after were the splitter rises along the body.  After trimming, 

check the fit of the splitter once again. 

 

2. Once proper fit is obtained, apply silicone to under side of 

splitter everywhere it will make good contact with the 

bumper.  Work quickly as silicone sets up quick. Once 

silicone is applied, position the Splitter into place, press 

firmly into position to make good silicone contact, and then 

place two screws into each wheel well and hold it on tight for 

5 minutes.  Make sure to wipe up excess silicone off the 

bumper right away, as it starts to set up in 30 seconds.  If you 

leave it on, it will ruin your bumper! 

 

3. Drill a hole into one end of the supplied aluminum bar.  

Attach this bar to the bottom of the vehicle at the radiator 

overflow tank support bracket.  You can find this bracket by 

finding the support bar on the back side of the overflow tank 

and follow it down all the way to the bottom, where it is held by 2 bolts to the frame.  For competition & 

high speed use, additional supports are highly recommended. 

 

4. After attaching the aluminum bar to the 

car, bend the bar by hand slightly to place 

the bar on the upper edge of the bottom 

portion of the Splitter.  Drill 2 holes through 

the Splitter and aluminum bar.  Use screws 

or bolts (screws supplied) to attach the 

Splitter to the bar.  This will provide 

additional support and help keep the bottom 

from flexing.  You can bend the bar as 

necessary to make the bottom portion as 

level as possible. 
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