
BrassDECO
Decorative Brass Wall Panels 

Installation instructions 

The assembly can be done on the basis of the assembly instructions attached to each packaging  
and use. 
Due to the weight of the BrassDECOR panels, the composition should be assembled in stages. 

Wall decorations should be glued to the surface with a flexible adhesive 
assembly with high initial grip. 
After glueing the first panel, wait 10 minutes for the adhesive to set firmly. 
Then glue the next panels by waiting a few minutes. after each subsequent one 
panel. 

For the best adhesion, it is recommended to stick the panels with painting tape to 
the surface for 24 hours. After 24 hours, the tape should be removed. 

The adhesive layer should be applied to the panel outline (approx. 1 cm from the edge), fit the panel  
on the wall’s surface and press firmly, make sure the excess of glue is not leaking out. 
After gluing adjacent panels, make sure they fit together well. 

Brass DECO Adhesive 

We recommend using Mammuth adhesive for all the BrassDECO panels.  
The glue available in 310ml tubes sets very quickly and is characterized by high initial bond,  
therefore we suggest placing the pattern on the floor before installing to the wall. 
The surface on which the panels are to be mounted should be cleaned of 
dust and free from stains.  
You can glue the panels directly to wallpaper, wall panel, plasterboard, skimmed plastered wall or  
painted surfaces - we recommend testing the the surface with the single panel before the  
installation.  

Fire safety - panels are 100% made from brass and fully fire-resistant. We don't offer fire regulation  
certificate for the BrassDECO range.  

Maintenance: 

Panels should be cleaned with a dry cloth and cleaning using the household products without strong  
chemical agents. 
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