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Direct-Drive DC Conveyor System

Easy 4-Point Belt Tracking

Save space with the ultra-compact and portable Lawson Twin Express Combo Press/Dryer. This combo system has 
many of the amazing features of our standard series of presses and dryers, yet is specifically designed for those who 
want a space-saving solution. The Twin Express combines the best of two machines (the Lawson Proton and  
Mini-Star Dryer) and makes them one. 

The all-steel construction and sturdy mechanical components make the Twin Express a great solution for any new  
start-up shop, prototype department, school, or small production shop. It's small and light enough for one person  
to move around – floor casters are included.

The Twin Express comes fully assembled, ready to print and dry. Micro-registration, adjustable platens, roller-bearing 
registration, adjustable spring tension, variable temperature control, adjustable belt speed and a fully insulated heat 
chamber are just a few of the standard features included.

DESCRIPTION

A Winning Combination



MADE in USA

Discover More at www.golawson.com

Price, Design & Technical Specifications Subject to Change Without Notice

SPECIFICATIONS #4405

Rotating Print Heads 4

Rotating Print Stations 4

Estimated Max. Production 144

Overall Length 5'

Overall Width 85"

Belt Width 18"

Platen Height (floor to top) 35"

Heat Chamber Length 28"

In-Feed 24"

Out-Feed 8"

Belt Height 16"

Heat Panels 1

Heater Wattage 3500

Heater Size 18" x 24"

AMPS - 120 Volts  |  3 Wires + Ground 17

Est. Crated Weight - lbs 550

Est. Crate Size (W x L x H) 48" x 72" x 55"

• 18" Belt Width

• Insulated Heat Chamber

• 5' Overall Length

• 24" In-Feed

• 8" Out-Feed

• Adjustable Temperature Control

• Adjustable Belt Speed

• Color Blind Infrared Panel (18" x 24")

• Direct Drive Conveyor System

• Easy Belt Tracking

• Heat-Reflective S & S Memory Belt

• Reflective Infrared Booster Lining

• Portable, Easy-to-Use  
(Casters Included)

• 120-Volt; 1-Phase Wiring

• National Safety Code Certified/ETL

• One-Year Parts Warranty

STANDARD FEATURES STANDARD DRYER FEATURES
• Micro-Register

• Roller-Bearing Registration

• All-Steel Construction

• Adj. Spring Tension

• Adj. Slide Platen

• Quick-Change Platen System

• Interchangeable Platens

• Easy-Glide Rotation

Floor Casters Identification Panel


