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TECHNICAL CHARACTERISTICS
CARATTERISTICHE TECNICHE

THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX INCORPORATED AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION

DIMENSION UNITS SCALE

QUALITY [GENERAL TOLERANCES
. SYMBOLS | 1SO 2768-2/F . I
PCB thickness 1.6 mm (UNLESS SPECIFIED) 11 mo ex
Spessore PCB ’ W =0 SATE
Series z Dim. Tol.
core S-DD/PCB £ V= o0 055 | =008 05/05/2016 7100.4313.0
= - +
Rated Current 7 B5A x V= 0 —30 01 DATE S-DD/PCB adapter
Corrente Nominale ’ a W- 0 [ 30-120 2015 -— Adattatore per inserti S-DD/PCB
. O 4 4 4 - —
_|V_Vork'|ng voltage | 250V Qi V= 0 120+400 +02 DATE PRODUCT CUSTOMER DRAWING
Mel't\sl(.)r:e nzmln: e fth t : C A" / Sl | t d O = & & g O ANGULAR DIMENSIONS - SERIES MATERIAL NUMBER CUSTOMER
aterial and surface of the contac opper Alloy / Silver plate gg¢ = <10 i1 ST ANGIEPROTECTON .
Materiale e finitura del contatto Lega di rame / Argentati o § % é W- o[ 10:50 $0°30' 09360 0936010067
Material of adapter Polyamide = 50+120 +0°20" @ @, DOCUMENT NUMBER DOC TYPE |DOC PART | SHEET NUMBER
Materiale adattatore Poliammide g[V = 0 [720%400 +0°10' 0936010067 PSD | 000 10F 1
9 7 | 4 3 | 2 | 1




