
Terminals
Cord Grips
Cable Ties

Hand Crimp Tools



About Empire
Empire Wire & Supply is an innovative manufacturer of cus-
tom cable assemblies and distributor of network, electrical, 
automation and safety products. Our roots began with cable 
distribution and we quickly grew to be one of the leading 
automation distributors and manufacturers in the Midwest. 
Empire has a strong commitment to customer service.  Our 
sales and technical departments participate in training pro-
grams to ensure customer satisfaction.

Empire distinguishes itself through strong technical capa-
bilities, commitment to innovation, training, inventory, edu-
cation and above all customer service.  Our partners enjoy 
a motivated and enthusiastic staff eager to promote their 
world-class products and expand their market base.
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Technical Data
Body Material:  Pure Copper (Tin-Plated)

Temperature Range:  Up to +105ºC

Ring Terminals
Non-Insulated, Tin-Plated Copper

Wire Size Dimensions (in)
Part No. AWG mm² Stud Size B L F E D

RING-2218-4-NINS

22-18 AWG
0.5-1.5 mm²

4 0.224 0.496 0.195 0.189 0.067
RING-2218-6-NINS 6 0.224 0.496 0.195 0.189 0.067

• RING-2218-6A-NINS  6 0.260 0.567 0.248 0.189 0.067
• RING-2218-6B-NINS 6 0.315 0.622 0.276 0.189 0.067
• RING-2218-8-NINS 8 0.260 0.567 0.248 0.189 0.067
• RING-2218-8A-NINS 8 0.315 0.622 0.276 0.189 0.067
• RING-2218-10-NINS 10 0.315 0.622 0.276 0.189 0.067
• RING-2218-10A-NINS 10 0.386 0.709 0.335 0.189 0.067
• RING-2218-1/4-NINS 1/4” 0.457 0.709 0.335 0.189 0.067
• RING-2218-1/4A-NINS 1/4” 0.457 0.858 0.437 0.189 0.067
• RING-2218-5/16-NINS 5/16” 0.457 0.858 0.437 0.189 0.067
• RING-2218-3/8-NINS 3/8” 0.535 1.004 0.547 0.189 0.067

RING-2218-1/2-NINS 1/2” 0.756 1.220 0.650 0.189 0.067

RING-1614-4-NINS

16-14 AWG
1.5-2.5 mm²

4 0.260 0.484 0.169 0.189 0.091
RING-1614-6-NINS 6 0.260 0.484 0.169 0.189 0.091

• RING-1614-6A-NINS 6 0.260 0.571 0.256 0.189 0.091
RING-1614-6B-NINS 6 0.335 0.661 0.306 0.189 0.091
RING-1614-8-NINS 8 0.260 0.571 0.256 0.189 0.091

• RING-1614-8A-NINS 8 0.335 0.661 0.305 0.189 0.091
• RING-1614-10-NINS 10 0.335 0.661 0.306 0.189 0.091

RING-1614-10A-NINS 10 0.374 0.661 0.285 0.189 0.091
• RING-1614-1/4-NINS 1/4” 0.472 0.858 0.433 0.189 0.091
• RING-1614-5/16-NINS 5/16” 0.472 0.858 0.433 0.189 0.091
• RING-1614-3/8-NINS 3/8” 0.575 1.024 0.547 0.189 0.091
• RING-1614-1/2-NINS 1/2” 0.756 1.228 0.650 0.189 0.091

RING-1412-8-NINS

14-12 AWG
2.5-4.0 mm²

8 0.315 0.709 0.303 0.236 0.197
RING-1412-10-NINS 10 0.315 0.709 0.303 0.236 0.197
RING-1412-10A-NINS 10 0.472 0.846 0.303 0.236 0.197
RING-1412-1/4-NINS 1/4” 0.472 0.846 0.303 0.236 0.197
RING-1412-5/16-NINS 5/16” 0.591 1.083 0.551 0.236 0.197
RING-1412-3/8-NINS 3/8” 0.591 1.083 0.551 0.236 0.197

RING-1210-4-NINS

12-10 AWG
4.0-6.0 mm²

4 0.283 0.618 0.232 0.268 0.134
• RING-1210-6-NINS 6 0.283 0.618 0.232 0.268 0.134

RING-1210-8-NINS 8 0.283 0.618 0.232 0.268 0.134
• RING-1210-8A-NINS 8 0.374 0.780 0.327 0.268 0.134
• RING-1210-10-NINS 10 0.374 0.780 0.327 0.268 0.134
• RING-1210-1/4-NINS 1/4” 0.472 1.016 0.512 0.268 0.134
• RING-1210-5/16-NINS 5/16” 0.591 1.102 0.539 0.268 0.134
• RING-1210-3/8-NINS 3/8” 0.591 1.102 0.539 0.268 0.134
• RING-1210-1/2-NINS 1/2” 0.756 1.276 0.630 0.268 0.134

RING-8-8-NINS

8 AWG
6.0 mm²

8 0.346 0.937 0.366 0.335 0.177
RING-8-10-NINS 10 0.346 0.937 0.437 0.335 0.177

• RING-8-10A-NINS 10 0.472 0.937 0.366 0.335 0.177
RING-8-10B-NINS 10 0.591 1.173 0.543 0.335 0.177

• RING-8-1/4-NINS 1/4” 0.472 0.937 0.366 0.335 0.177
RING-8-1/4A-NINS 1/4” 0.591 1.173 0.543 0.335 0.177

• RING-8-5/16-NINS 5/16” 0.591 1.173 0.543 0.335 0.177
• RING-8-3/8-NINS 3/8” 0.591 1.173 0.543 0.335 0.177

RING-8-1/2-NINS 1/2” 0.787 1.319 0.591 0.335 0.177

RING-6-8-NINS

6 AWG
10.0 mm²

8 0.472 1.173 0.524 0.413 0.228
RING-6-10-NINS 10 0.472 1.173 0.524 0.413 0.228

• RING-6-1/4-NINS 1/4” 0.472 1.173 0.524 0.413 0.228
RING-6-1/4A-NINS 1/4” 0.630 1.291 0.524 0.413 0.228

• RING-6-5/16-NINS 5/16” 0.630 1.291 0.571 0.413 0.228
• RING-6-3/8-NINS 3/8” 0.630 1.291 0.571 0.413 0.228
• RING-6-1/2-NINS 1/2” 0.866 1.614 0.768 0.413 0.228

RING-6-9/16-NINS 9/16” 1.181 2.008 0.984 0.413 0.228
RING-6-5/8-NINS 5/8” 1.181 2.008 1.024 0.413 0.228
RING-6-11/16-NINS 11/16” 1.181 2.008 1.063 0.413 0.228
RING-6-3/4-NINS 3/4” 1.181 2.008 1.102 0.413 0.228

Wire Size Dimensions (in)
Part No. AWG mm² Stud Size B L F E D

RING-4-10-NINS

4 AWG
25.0 mm²

10 0.480 1.307 0.571 0.472 0.303
RING-4-10A-NINS 10 0.650 1.327 0.531 0.472 0.303
RING-4-1/4-NINS 1/4” 0.480 1.307 0.571 0.472 0.303

• RING-4-1/4A-NINS 1/4” 0.650 1.327 0.531 0.472 0.303
• RING-4-5/16-NINS 5/16” 0.650 1.327 0.531 0.472 0.303
• RING-4-3/8-NINS 3/8” 0.650 1.327 0.531 0.472 0.303

RING-4-1/2-NINS 1/2” 0.866 1.673 0.768 0.472 0.303
RING-4-9/16-NINS 9/16” 1.181 2.008 0.945 0.472 0.303
RING-4-5/8-NINS 5/8” 1.181 2.008 0.984 0.472 0.303
RING-4-11/16-NINS 11/16” 1.181 2.008 1.024 0.472 0.303
RING-4-3/4-NINS 3/4” 1.181 2.008 1.063 0.472 0.303

RING-2-10-NINS

2 AWG
50.0 mm²

10 0.602 1.535 0.720 0.551 0.370
RING-2-1/4-NINS 1/4” 0.602 1.535 0.720 0.551 0.370
RING-2-5/16-NINS 5/16” 0.602 1.535 0.720 0.551 0.370
RING-2-5/16A-NINS 5/16” 0.866 1.681 0.697 0.551 0.370
RING-2-3/8-NINS 3/8” 0.602 1.536 0.720 0.551 0.370
RING-2-3/8A-NINS 3/8” 0.866 1.681 0.697 0.551 0.370
RING-2-1/2-NINS 1/2” 0.866 1.681 0.697 0.551 0.370
RING-2-9/16-NINS 9/16” 1.181 2.055 0.886 0.551 0.370
RING-2-5/8-NINS 5/8” 1.181 2.055 0.925 0.551 0.370
RING-2-11/16-NINS 11/16” 1.181 2.055 0.965 0.551 0.370
RING-2-3/4-NINS 3/4” 1.181 2.055 1.004 0.551 0.370

RING-1/0-1/4-NINS

1/0
70.0 mm²

1/4” 0.865 1.953 0.814 0.707 0.605
RING-1/0-5/16-NINS 5/16” 0.865 1.953 0.814 0.707 0.605
RING-1/0-3/8-NINS 3/8” 0.865 1.953 0.814 0.707 0.605
RING-1/0-1/2-NINS 1/2” 0.865 1.953 0.814 0.707 0.605
RING-1/0-9/16-NINS 9/16” 1.258 2.260 0.924 0.707 0.605
RING-1/0-5/8-NINS 5/8” 1.258 2.260 0.924 0.707 0.605
RING-1/0-11/16-NINS 11/16” 1.258 2.260 0.924 0.707 0.605
RING-1/0-3/4-NINS 3/4” 1.258 2.260 0.924 0.707 0.605
RING-1/0-7/8-NINS 7/8” 1.258 2.260 0.924 0.707 0.605

RING-2/0-1/4-NINS

2/0
95.0 mm²

1/4” 0.943 2.004 0.786 0.747 0.688
RING-2/0-5/16-NINS 5/16” 0.943 2.004 0.786 0.747 0.688
RING-2/0-3/8-NINS 3/8” 0.943 2.004 0.786 0.747 0.688
RING-2/0-1/2-NINS 1/2” 0.943 2.004 0.786 0.747 0.688
RING-2/0-9/16-NINS 9/16” 1.258 2.397 1.022 0.747 0.688
RING-2/0-5/8-NINS 5/8” 1.258 2.397 1.022 0.747 0.688
RING-2/0-11/16-NINS 11/16” 1.258 2.397 1.022 0.747 0.688
RING-2/0-3/4-NINS 3/4” 1.258 2.397 1.022 0.747 0.688
RING-2/0-7/8-NINS 7/8” 1.258 2.397 1.022 0.747 0.688

RING-3/0-1/4-NINS

3/0
120.0 mm²

1/4” 1.061 2.130 0.814 0.786 0.766
RING-3/0-5/16-NINS 5/16” 1.061 2.130 0.814 0.786 0.766
RING-3/0-3/8-NINS 3/8” 1.061 2.130 0.814 0.786 0.766
RING-3/0-1/2-NINS 1/2” 1.061 2.130 0.814 0.786 0.766
RING-3/0-9/16-NINS 9/16” 1.258 2.672 1.258 0.786 0.766
RING-3/0-5/8-NINS 5/8” 1.258 2.672 1.258 0.786 0.766
RING-3/0-11/16-NINS 11/16” 1.258 2.672 1.258 0.786 0.766
RING-3/0-3/4-NINS 3/4” 1.258 2.672 1.258 0.786 0.766
RING-3/0-7/8-NINS 7/8” 1.258 2.672 1.258 0.786 0.766

RING-4/0-1/4-NINS

4/0
150.0 mm²

1/4” 1.120 2.185 0.802 0.825 0.869
RING-4/0-5/16-NINS 5/16” 1.120 2.185 0.802 0.825 0.869
RING-4/0-3/8-NINS 3/8” 1.120 2.185 0.802 0.825 0.869
RING-4/0-1/2-NINS 1/2” 1.120 2.185 0.802 0.825 0.869
RING-4/0-9/16-NINS 9/16” 1.258 2.712 1.258 0.825 0.869
RING-4/0-5/8-NINS 5/8” 1.258 2.712 1.258 0.825 0.869
RING-4/0-11/16-NINS 11/16” 1.258 2.712 1.258 0.825 0.869
RING-4/0-3/4-NINS 3/4” 1.258 2.712 1.258 0.825 0.869
RING-4/0-7/8-NINS 7/8” 1.258 2.712 1.258 0.825 0.869

• standard stock item
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Technical Data
Body Material:  Pure Copper (Tin-Plated)

Temperature Range:  Up to +105ºC

Technical Data
Body Material:  Pure Copper (Tin-Plated)

Temperature Range:  Up to +105ºC

Fork Terminals
Non-Insulated, Tin-Plated Copper

Wire Size Dimensions (in)
Part No. AWG mm² Stud Size B L F E D

FORK-1412-4-NINS

14-12 AWG
2.5-4.0 mm²

4 0.224 0.720 0.276 0.236 0.118
FORK-1412-8-NINS 8 0.283 0.720 0.276 0.236 0.118
FORK-1412-8A-NINS 8 0.283 0.720 0.276 0.236 0.118

• FORK-1412-10-NINS 10 0.315 0.720 0.276 0.236 0.118
• FORK-1412-1/4-NINS 1/4” 0.472 0.846 0.476 0.236 0.118

• FORK-1210-6-NINS

12-10 AWG
4.0-6.0 mm²

6 0.283 0.717 0.295 0.268 0.134
• FORK-1210-8-NINS 8 0.327 0.768 0.295 0.268 0.134

FORK-1210-8A-NINS 8 0.354 0.768 0.295 0.268 0.134
• FORK-1210-10-NINS 10 0.354 0.768 0.295 0.268 0.134

FORK-1210-1/4-NINS 1/4” 0.354 0.768 0.295 0.268 0.134
• FORK-1210-1/4A-NINS 1/4” 0.472 1.004 0.472 0.268 0.134

FORK-1210-5/16-NINS 5/16” 0.551 0.965 0.453 0.268 0.134

FORK-8-8-NINS
8 AWG

6.0 mm²

8 0.343 0.846 0.236 0.335 0.177
• FORK-8-10-NINS 10 0.433 0.925 0.224 0.335 0.177
• FORK-8-1/4-NINS 1/4” 0.472 0.945 0.224 0.335 0.177

FORK-8-5/16-NINS 5/16” 0.571 1.102 0.327 0.335 0.177

FORK-6-1/4-NINS 6 AWG
10.0 mm²

1/4” 0.472 1.102 0.295 0.413 0.228
• FORK-6-5/16-NINS 5/16” 0.551 1.102 0.295 0.413 0.228

FORK-4-5/16-NINS 4 AWG, 22mm² 5/16” 0.551 1.358 0.354 0.472 0.303

• standard stock item

Technical Data
Body Material:  Pure Copper (Tin-Plated)

Temperature Range:  Up to +105ºC

L

D
B

Flat Blade Terminals
Non-Insulated, Tin-Plated Copper

Wire Size Dimensions (in)
Part No. AWG mm² B L F E D

FBT-2218-A-NINS
22-18 AWG
0.5-1.5 mm²

0.087 0.591 0.413 0.177 0.130
FBT-2218-B-NINS 0.114 0.591 0.433 0.177 0.130
FTB-2218-C-NINS 0.114 0.728 0.551 0.177 0.130
FTB-2218-D-NINS 0.087 0.886 0.709 0.177 0.130

FTB-1614-A-NINS
16-14 AWG
1.5-2.5 mm²

0.110 0.531 0.354 0.177 0.157
FTB-1614-B-NINS 0.087 0.591 0.413 0.177 0.157
FTB-1614-C-NINS 0.087 0.689 0.512 0.177 0.157
FTB-1614-D-NINS 0.087 0.886 0.709 0.177 0.157

FTB-1210-A-NINS 12-10 AWG
4.0-6.0 mm²

0.110 0.669 0.413 0.256 0.217
FTB-1210-B-NINS 0.118 0.965 0.709 0.256 0.217

• standard stock item

L

D

E F

B

Pin Terminals
Non-Insulated, Tin-Plated Copper

Wire Size Dimensions (in)
Part No. AWG mm² B L F E D

PIN-2218-A-NINS
22-18 AWG
0.5-1.5 mm²

0.075 0.657 0.480 0.177 0.130
PIN-2218-B-NINS 0.075 0.925 0.689 0.197 0.134
PIN-2218-C-NINS 0.075 0.657 0.480 0.177 0.157

PIN-1614-A-NINS 16-14 AWG, 1.5-2.5 mm² 0.075 0.925 0.256 0.197 0.161

PIN-1210-A-NINS 12-10 AWG, 4.0-6.0 mm² 0.106 0.787 0.531 0.256 0.217

• standard stock item

Wire Size Dimensions (in)
Part No. AWG mm² Stud Size B L F E D

• FORK-2216-4-NINS

22-18 AWG
0.5-1.5 mm²

4 0.224 0.630 0.256 0.189 0.067
• FORK-2216-6-NINS 6 0.224 0.630 0.256 0.189 0.067
• FORK-2216-6A-NINS 6 0.252 0.630 0.256 0.189 0.067

FORK-2216-8-NINS 8 0.252 0.630 0.256 0.189 0.067
• FORK-2216-8A-NINS 8 0.283 0.630 0.256 0.189 0.067

FORK-2216-8B-NINS 8 0.319 0.630 0.256 0.189 0.067
FORK-2216-10-NINS 10 0.319 0.630 0.256 0.189 0.067

• FORK-2216-10A-NINS 10 0.374 0.630 0.256 0.189 0.067
FORK-2216-1/4-NINS 1/4” 0.374 0.630 0.256 0.189 0.067

• FORK-2216-1/4A-NINS 1/4” 0.472 0.866 0.433 0.189 0.067

FORK-1614-4-NINS

16-14 AWG
1.5-2.5 mm²

4 0.224 0.630 0.256 0.189 0.091
FORK-1614-6-NINS 6 0.224 0.630 0.256 0.189 0.091

• FORK-1614-6A-NINS 6 0.224 0.630 0.256 0.189 0.091
FORK-1614-8-NINS 8 0.252 0.630 0.256 0.189 0.091

• FORK-1614-8A-NINS 8 0.283 0.630 0.256 0.189 0.091
• FORK-1614-8B-NINS 8 0.319 0.630 0.256 0.189 0.091
• FORK-1614-10-NINS 10 0.319 0.630 0.256 0.189 0.091

FORK-1614-10A-NINS 10 0.374 0.630 0.256 0.189 0.091
FORK-1614-1/4-NINS 1/4” 0.374 0.630 0.256 0.189 0.091

• FORK-1614-1/4A-NINS 1/4” 0.472 0.866 0.433 0.189 0.091
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Technical Data
Body Material:  Pure Copper (Tin-Plated)

Lug Terminals
Non-Insulated, Tin-Plated Copper

Wire Size Dimensions (in)
Part No. AWG mm² Stud Size L D B L1

LUG-16-10-NINS 16 AWG, 1.5 mm² 10 0.708 0.132 0.315 0.256

LUG-14-8-NINS
14 AWG, 2.5 mm²

8 0.708 0.157 0.315 0.276
LUG-14-10-NINS 10 0.787 0.157 0.315 0.787

LUG-12-10-NINS
12 AWG, 4.0 mm²

10 0.787 0.197 0.354 0.295
LUG-12-1/4-NINS 1/4” 0.787 0.197 0.394 0.295

LUG-10-10-NINS
10 AWG, 6.0 mm²

10 1.024 0.217 0.394 0.346
LUG-10-1/4-NINS 1/4” 1.024 0.217 0.433 0.346
LUG-10-5/16-NINS 5/16” 1.063 0.217 0.472 0.346

LUG-8-10-NINS
8 AWG, 10.0 mm²

10 1.043 0.276 0.453 0.374
LUG-8-1/4-NINS 1/4” 1.043 0.276 0.466 0.374

• LUG-8-5/16-NINS 5/16” 1.043 0.276 0.504 0.374

• LUG-6-1/4-NINS
6 AWG, 16.0 mm²

1/4” 1.276 0.315 0.472 0.453
• LUG-6-5/16-NINS 5/16” 1.276 0.315 0.524 0.453

LUG-6-3/8-NINS 3/8” 1.276 0.315 0.590 0.453

• LUG-4-1/4-NINS
4 AWG, 25.0 mm²

1/4” 1.334 0.374 0.551 0.472
• LUG-4-5/16-NINS 5/16” 1.334 0.374 0.551 0.472
• LUG-4-3/8-NINS 3/8” 1.334 0.374 0.618 0.472

• LUG-2-1/4-NINS
2 AWG, 35.0 mm²

1/4” 1.417 0.433 0.630 0.531
• LUG-2-5/16-NINS 5/16” 1.417 0.433 0.630 0.531
• LUG-2-3/8-NINS 3/8” 1.457 0.433 0.630 0.531

LUG-1/0-1/4-NINS

1/0 AWG, 50.0 mm²

1/4” 1.673 0.492 0.709 0.630
• LUG-1/0-5/16-NINS 5/16” 1.673 0.492 0.709 0.630
• LUG-1/0-3/8-NINS 3/8” 1.673 0.492 0.709 0.630

LUG-1/0-1/2-NINS 1/2” 1.693 0.492 0.709 0.630

• LUG-2/0-1/4-NINS

2/0 AWG, 70.0 mm²

1/4” 2.008 0.591 0.866” 0.768”
LUG-2/0-5/16-NINS 5/16” 2.008 0.591 0.866” 0.768”

• LUG-2/0-3/8-NINS 3/8” 2.008 0.591 0.866” 0.768”
• LUG-2/0-1/2-NINS 1/2” 2.008 0.591 0.866” 0.768”

LUG-3/0-5/16-NINS

3/0 AWG, 95.0 mm²

5/16” 2.244 0.677 0.968 0.787
• LUG-3/0-3/8-NINS 3/8” 2.244 0.677 0.968 0.787
• LUG-3/0-1/2-NINS 1/2” 2.244 0.677 0.968 0.787

LUG-3/0-9/16-NINS 9/16” 2.244 0.677 0.968 0.787

LUG-4/0-3/8-NINS
4/0 AWG, 120.0 mm²

3/8” 2.480 0.787 1.134 0.906
• LUG-4/0-1/2-NINS 1/2” 2.480 0.787 1.134 0.906

LUG-4/0-5/8-NINS 5/8” 2.480 0.787 1.134 0.906

LUG-250-7/16-NINS

250 MCM, 250.0 mm²

7/16” 2.756 0.827 1.181 0.965
LUG-250-1/2-NINS 1/2” 2.756 0.827 1.181 0.965
LUG-250-5/8-NINS 5/8” 2.756 0.827 1.181 0.965
LUG-250-11/16-NINS 11/16” 2.756 0.827 1.181 0.965

LUG-300-7/16-NINS

300 MCM, 300.0 mm²

7/16” 3.110 0.933 1.358 1.201
LUG-300-1/2-NINS 1/2” 3.110 0.933 1.358 1.201
LUG-300-5/8-NINS 5/8” 3.110 0.933 1.358 1.201
LUG-300-11/16-NINS 11/16” 3.110 0.933 1.358 1.201

LUG-350-1/2-NINS

350 MCM, 350.0 mm²

1/2” 3.583 1.024 1.476 1.378
LUG-350-5/8-NINS 5/8” 3.583 1.024 1.476 1.378
LUG-350-11/16-NINS 11/16” 3.583 1.024 1.476 1.378
LUG-350-3/4-NINS 3/4” 3.583 1.024 1.476 1.378

LUG-400-11/16-NINS
400 MCM, 400.0 mm²

11/16” 4.055 1.209 1.693 1.732
LUG-400-7/8-NINS 7/8” 4.055 1.209 1.693 1.732

• standard stock item

Technical Data
Body Material:  Pure Copper (Tin-Plated)

Wire Ferrules
Non-Insulated, Tin-Plated Copper

Wire Size Dimensions
Part No. AWG mm² L (mm) D (in) C (in) W (in)

FER-22-NIN6
22 AWG
0.5 mm²

6 0.051 0.039 0.067
• FER-22-NIN8 8 0.051 0.039 0.067
• FER-22-NIN10 10 0.051 0.039 0.067

FER-22-NIN12 12 0.051 0.039 0.067

FER-20-NIN6
20 AWG

0.75 mm²

6 0.059 0.047 0.075
• FER-20-NIN8 8 0.059 0.047 0.075

FER-20-NIN10 10 0.059 0.047 0.075
FER-20-NIN12 12 0.059 0.047 0.075

FER-18-NIN6
18 AWG
1.0 mm²

6 0.067 0.055 0.087
• FER-18-NIN8 8 0.067 0.055 0.087
• FER-18-NIN10 10 0.067 0.055 0.087

FER-18-NIN12 12 0.067 0.055 0.087

FER-16-NIN7

16 AWG
1.5 mm²

7 0.079 0.067 0.098
• FER-16-NIN8 8 0.079 0.067 0.098
• FER-16-NIN10 10 0.079 0.067 0.098

FER-16-NIN12 12 0.079 0.067 0.098
FER-16-NIN18 18 0.079 0.067 0.098

FER-14-NIN7

14 AWG
2.5 mm²

7 0.102 0.087 0.130
• FER-14-NIN8 8 0.102 0.087 0.130

FER-14-NIN10 10 0.102 0.087 0.130
• FER-14-NIN12 12 0.102 0.087 0.130

FER-14-NIN18 18 0.102 0.087 0.130

FER-12-NIN9
14 AWG
2.5 mm²

9 0.126 0.110 0.154
• FER-12-NIN12 12 0.126 0.110 0.154

FER-12-NIN18 18 0.126 0.110 0.154

FER-10-NIN10
10 AWG
6.0 mm²

10 0.154 0.138 0.189
• FER-10-NIN12 12 0.154 0.138 0.189

FER-10-NIN15 15 0.154 0.138 0.189
FER-10-NIN18 18 0.154 0.138 0.189

FER-8-NIN12
8 AWG

10.0 mm²

12 0.193 0.177 0.228
• FER-8-NIN15 15 0.193 0.177 0.228

FER-8-NIN18 18 0.193 0.177 0.228

FER-6-NIN12
6 AWG

16.0 mm²

12 0.244 0.228 0.283
• FER-6-NIN15 15 0.244 0.228 0.283

FER-6-NIN18 18 0.244 0.228 0.283

FER-4-NIN16 4 AWG
25.0 mm²

16 0.311 0.295 0.358
FER-4-NIN22 22 0.311 0.295 0.358

FER-2-NIN16 2 AWG
25.0 mm²

20 0.429 0.406 0.488
FER-2-NIN25 25 0.429 0.406 0.488

FER-1/0-NIN20 1/0
50.0 mm²

20 0.429 0.406 0.488
FER-1/0-NIN25 25 0.429 0.406 0.488

FER-2/0-NIN20 2/0
70.0 mm²

20 0.563 0.531 0.602
FER-2/0-NIN25 25 0.563 0.531 0.602

FER-3/0-NIN25 3/0
95.0 mm²

25 0.610 0.579 0.654
FER-3/0-NIN32 32 0.610 0.579 0.654

FER-4/0-NIN30 4/0
120.0 mm²

30 0.693 0.657 0.732
FER-4/0-NIN32 32 0.693 0.657 0.732

• standard stock item
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Technical Data
Body Material:  Pure Copper (Tin-Plated)

Insulation Material:  Vinyl

Temperature Range:  Up to +221ºF

Insulation Colors:  Red, Blue, Yellow

**Nylon insulation available upon request

Ring Terminals
Vinyl Insulated, Tin-Plated Copper

Wire Size Insulation
Color

Dimensions (in)

Part No. AWG mm² Stud Size B L F H D

RING-2218- 4-VNL

22-18 AWG
0.5-1.5 mm² Red

4 0.224 0.701 0.195 0.394 0.169
RING-2218-6-VNL 6 0.224 0.701 0.195 0.394 0.169

• RING-2218-6A-VNL 6 0.260 0.791 0.248 0.394 0.169
• RING-2218-6B-VNL 6 0.315 0.846 0.276 0.394 0.169

RING-2218-8-VNL 8 0.260 0.791 0.248 0.394 0.169
• RING-2218-8A-VNL 8 0.315 0.846 0.276 0.394 0.169
• RING-2218-10-VNL 10 0.315 0.846 0.276 0.394 0.169

RING-2218-10A-VNL 10 0.386 0.906 0.335 0.394 0.169
RING-2218-1/4-VNL 1/4” 0.386 0.906 0.335 0.394 0.169

• RING-2218-1/4A-VNL 1/4” 0.457 1.083 0.437 0.394 0.169
• RING-2218-5/16-VNL 5/16” 0.457 1.083 0.437 0.394 0.169
• RING-2218-3/8-VNL 3/8” 0.535 1.244 0.547 0.394 0.169

RING-2218-1/2-VNL 1/2” 0.756 1.417 0.650 0.394 0.169

RING-1614-4-VNL

16-14 AWG
1.5-2.5 mm² Blue

4 0.260 0.701 0.169 0.394 0.193
RING-1614-6-VNL 6 0.260 0.701 0.169 0.394 0.193

• RING-1614-6A-VNL 6 0.260 0.787 0.256 0.394 0.193
RING-1614-6B-VNL 6 0.335 0.886 0.305 0.394 0.193
RING-1614-8-VNL 8 0.260 0.787 0.256 0.394 0.193

• RING-1614-8A-VNL 8 0.335 0.886 0.305 0.394 0.193
• RING-1614-10-VNL 10 0.335 0.886 0.305 0.394 0.193

RING-1614-10A-VNL 10 0.374 0.886 0.285 0.394 0.193
• RING-1614-1/4-VNL 1/4” 0.472 1.087 0.433 0.394 0.193
• RING-1614-5/16-VNL 5/16” 0.472 1.087 0.433 0.394 0.193
• RING-1614-3/8-VNL 3/8” 0.575 1.228 0.547 0.394 0.193

RING-1614-1/2-VNL 1/2” 0.756 1.437 0.650 0.394 0.193

Wire Size Insulation
Color

Dimensions (in)

Part No. AWG mm² Stud Size B L F E D

FORK-1412-4-VNL

14-12 AWG
2.5-6.0 mm² Black

4 0.224 0.976 0.276 0.512 0.244
FORK-1412-8-VNL 8 0.283 0.976 0.276 0.512 0.244
FORK-1412-8A-VNL 8 0.315 0.976 0.276 0.512 0.244
FORK-1412-10-VNL 10 0.315 0.976 0.276 0.512 0.244
FORK-1412-1/4-VNL 1/4” 0.472 1.102 0.476 0.512 0.244

FORK-1210-6-VNL

12-10 AWG
4.0-6.0 mm² Yellow

6 0.283 0.945 0.295 0.512 0.264
FORK-1210-8-VNL 8 0.327 0.992 0.295 0.512 0.264
FORK-1210-8A-VNL 8 0.354 0.992 0.295 0.512 0.264
FORK-1210-10-VNL 10 0.354 0.992 0.295 0.512 0.264
FORK-1210-1/4-VNL 1/4” 0.354 0.992 0.295 0.512 0.264
FORK-1210-1/4A-VNL 1/4” 0.472 1.228 0.472 0.512 0.264
FORK-1210-5/16-VNL 5/16” 0.551 1.181 0.453 0.512 0.264

• standard stock item

Fork Terminals
Vinyl Insulated, Tin-Plated Copper

Technical Data
Body Material:  Pure Copper (Tin-Plated)

Insulation Material:  Vinyl

Temperature Range:  Up to +221ºF

Insulation Colors:  Red, Blue, Yellow

**Nylon insulation available upon request

Wire Size Insulation
Color

Dimensions (in)

Part No. AWG mm² Stud Size B L F H D

RING-1412-8-VNL

14-12 AWG
2.5-6.0 mm² Black

8 0.315 0.965 0.303 0.512 0.244
RING-1412-10-VNL 10 0.315 0.965 0.303 0.512 0.244
RING-1412-10A-VNL 10 0.472 1.098 0.303 0.512 0.244
RING-1412-1/4-VNL 1/4” 0.472 1.098 0.303 0.512 0.244
RING-1412-5/16-VNL 5/16” 0.591 1.339 0.551 0.512 0.244
RING-1412-3/8-VNL 3/8” 0.591 1.339 0.551 0.512 0.244

RING-1210-4-VNL

12-10 AWG
4.0-6.0 mm² Yellow

4 0.283 0.843 0.232 0.512 0.264
• RING-1210-6-VNL 6 0.283 0.843 0.232 0.512 0.264
• RING-1210-8-VNL 8 0.283 0.843 0.232 0.512 0.264
• RING-1210-8A-VNL 0.374 1.004 0.327 0.512 0.264
• RING-1210-10-VNL 10 0.374 1.004 0.327 0.512 0.264
• RING-1210-1/4-VNL 1/4” 0.472 1.240 0.512 0.512 0.264
• RING-1210-5/16-VNL 5/16” 0.591 1.327 0.539 0.512 0.264
• RING-1210-3/8-VNL 3/8” 0.591 1.327 0.539 0.512 0.264
• RING-1210-1/2-VNL 1/2” 0.756 1.500 0.630 0.512 0.264

• standard stock item

Wire Size Insulation
Color

Dimensions (in)

Part No. AWG mm² Stud Size B L F E D

• FORK-2218-4-VNL

22-18 AWG
0.5-1.5 mm² Red

4 0.224 0.835 0.256 0.394 0.169
• FORK-2218-6-VNL 6 0.224 0.835 0.256 0.394 0.169
• FORK-2218-6A-VNL 6 0.252 0.835 0.256 0.394 0.169

FORK-2218-8-VNL 8 0.252 0.835 0.256 0.394 0.169
• FORK-2218-8A-VNL 8 0.283 0.835 0.256 0.394 0.169

FORK-2218-8B-VNL 8 0.319 0.835 0.256 0.394 0.169
• FORK-2218-10-VNL 10 0.319 0.835 0.256 0.394 0.169

FORK-2218-10A-VNL 10 0.374 0.835 0.256 0.394 0.169
FORK-2218-1/4-VNL 1/4” 0.374 0.835 0.256 0.394 0.169

• FORK-2218-1/4A-VNL 1/4” 0.472 1.071 0.433 0.394 0.169

FORK-1614-4-VNL

16-14 AWG
1.5-2.5 mm² Blue

4 0.224 0.835 0.256 0.394 0.193
FORK-1614-6-VNL 6 0.224 0.835 0.256 0.394 0.193

• FORK-1614-6A-VNL 6 0.244 0.835 0.256 0.394 0.193
FORK-1614-8-VNL 8 0.252 0.835 0.256 0.394 0.193

• FORK-1614-8A-VNL 8 0.283 0.835 0.256 0.394 0.193
FORK-1614-8B-VNL 8 0.319 0.835 0.256 0.394 0.193
FORK-1614-10-VNL 10 0.319 0.835 0.256 0.394 0.193
FORK-1614-10A-VNL 10 0.374 0.835 0.256 0.394 0.193
FORK-1614-1/4-VNL 1/4” 0.374 0.835 0.256 0.394 0.193
FORK-1614-1/4A-VNL 1/4” 0.472 1.071 0.433 0.394 0.193
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Wire Size
Ins. Color

(XXX)

Dimensions

Part No. AWG mm² F (mm) L (in) W (in) B (in) D (in)

FER-22-XXX5

22 AWG
0.5 mm²

WHT
ORG

5 0.433 0.102 0.236 0.051
FER-22-XXX6 6 0.472 0.102 0.236 0.051

• FER-22-XXX8 8 0.551 0.102 0.236 0.051
FER-22-XXX10 10 0.630 0.102 0.236 0.051

• FER-22-XXX12 12 0.709 0.102 0.236 0.051

FER-20-XXX6

20 AWG
0.75 mm²

BLU
WHT

6 0.484 0.110 0.248 0.059
• FER-20-XXX8 8 0.563 0.110 0.248 0.059
• FER-20-XXX10 10 0.642 0.110 0.248 0.059
• FER-20-XXX12 12 0.720 0.110 0.248 0.059

FER-20-XXX18 18 0.957 0.110 0.248 0.059

FER-18-XXX6

18 AWG
1.0 mm²

RED
YEL

6 0.484 0.118 0.248 0.067
• FER-18-XXX8 8 0.563 0.118 0.248 0.067
• FER-18-XXX10 10 0.642 0.118 0.248 0.067
• FER-18-XXX12 12 0.720 0.118 0.248 0.067

FER-18-XXX18 18 0.957 0.118 0.248 0.067

• FER-16-XXX8

16 AWG
1.5 mm²

BLK
RED

8 0.563 0.138 0.248 0.079
• FER-16-XXX10 10 0.642 0.138 0.248 0.079
• FER-16-XXX12 12 0.720 0.138 0.248 0.079
• FER-16-XXX15 15 0.839 0.138 0.248 0.079
• FER-16-XXX18 18 0.957 0.138 0.248 0.079

• FER-14-XXX8

14 AWG
2.5 mm²

GRY
BLUE

8 0.606 0.157 0.291 0.102
• FER-14-XXX10 10 0.685 0.157 0.291 0.102
• FER-14-XXX12 12 0.764 0.157 0.291 0.102
• FER-14-XXX18 18 1.000 0.157 0.291 0.102
• FER-14-XXX25 25 1.276 0.157 0.291 0.102

• FER-12-XXX9
12 AWG
4.0 mm²

ORG
GRY

9 0.646 0.177 0.291 0.126
• FER-12-XXX10 10 0.685 0.177 0.291 0.126

FER-12-XXX12 12 0.764 0.177 0.291 0.126
• FER-12-XXX18 18 1.000 0.177 0.291 0.126

• FER-10-XXX12 10 AWG
 6.0 mm²

GRN
BLK

12 0.807 0.236 0.335 0.154
• FER-10-XXX18 18 1.043 0.236 0.335 0.154

Technical Data
Body Material:           Pure Copper (Tin-Plated)

Insulation Material:           PVC

Insulation Colors:           White, Orange, Blue, Red, Yellow,
            Grey, Green, Black, Brown

Wire Ferrules
PVC Insulated, Tin-Plated Copper

Wire Size Insulation
Color

Dimensions

Part No. AWG mm² F (mm) L (in) W (in) B (in) D (in)

• FER-2X22-WHT8 22 AWG, 0.5 mm² White 8 0.571 0.197 0.142 0.071

FER-2X20-WHT8 20 AWG
0.75 mm² White

8 0.579 0.217 0.138 0.083
• FER-2X20-WHT10 10 0.657 0.217 0.138 0.083

FER-2X18-RED8 18 AWG
1.0 mm² Red

8 0.594 0.217 0.157 0.091
• FER-2X18-RED10 10 0.673 0.217 0.157 0.091

FER-2X16-BLK8
16 AWG
1.5 mm² Black

8 0.610 0.252 0.165 0.102
FER-2X16-BLK10 10 0.689 0.252 0.165 0.102

• FER-2X16-BLK12 12 0.768 0.252 0.165 0.102

Technical Data
Body Material:           Pure Copper (Tin-Plated)

Insulation Material:           PVC

Insulation Colors:           White, Blue, Red, Yellow,
            Grey, Black

Twin Wire Ferrules
PVC Insulated, Tin-Plated Copper

Wire Size
Ins. Color

(XXX)

Dimensions

Part No. AWG mm² F (mm) L (in) W (in) B (in) D (in)

• FER-8-XXX12 8 AWG
 10.0 mm²

BRN
WHT

12 0.819 0.295 0.346 0.193
• FER-8-XXX18 18 1.055 0.295 0.346 0.193

• FER-6-XXX12 6 AWG
 16.0 mm²

WHT
GRN

12 0.866 0.343 0.394 0.244
• FER-6-XXX18 18 1.102 0.343 0.394 0.244

FER-4-XXX12

4 AWG
25.0 mm²

BLK
BRN

12 0.945 0.433 0.472 0.311
• FER-4-XXX15 15 1.063 0.433 0.472 0.311

FER-4-XXX16 16 1.102 0.433 0.472 0.311
• FER-4-XXX18 18 1.181 0.433 0.472 0.311

FER-4-XXX22 22 1.339 0.433 0.472 0.311

FER-2-XXX16
2 AWG

35.0 mm²
RED
WHT

16 1.181 0.492 0.551 0.343
• FER-2-XXX18 18 1.260 0.492 0.551 0.343

FER-2-XXX22 22 1.417 0.492 0.551 0.343
FER-2-XXX25 25 1.535 0.492 0.551 0.343

FER-1/0-XXX12
1/0

50.0 mm²
BLU
GRN

12 1.102 0.591 0.630 0.429
FER-1/0-XXX20 20 1.417 0.591 0.630 0.429

• FER-1/0-XXX25 25 1.614 0.591 0.630 0.429

• FER-2/0-XXX20
2/0

70.0 mm² YEL
20 1.457 0.630 0.669 0.563

FER-2/0-XXX25 25 1.654 0.630 0.669 0.563
FER-2/0-XXX27 27 1.732 0.630 0.669 0.563

• FER-3/0-XXX25 3/0, 95.0 mm² RED 25 1.732 0.728 0.748 0.602

• FER-4/0-XXX27 4/0 
120.0 mm² BLU

27 1.874 0.799 0.811 0.689
FER-4/0-XXX32 32 2.071 0.799 0.811 0.689

FER-250/350-XXX25 25 1.992 0.921 1.008 0.811
FER-250/350-XXX27 27 2.071 0.921 1.008 0.811

• FER-250/350-XXX32 32 2.268 0.921 1.008 0.811

• standard stock item

Wire Size Insulation
Color

Dimensions

Part No. AWG mm² F (mm) L (in) W (in) B (in) D (in)

FER-2X14-BLU8
14 AWG
2.5 mm² Blue

8 0.657 0.315 0.197 0.130
FER-2X14-BLU10 10 0.728 0.315 0.197 0.130

• FER-2X14-BLU13 13 0.846 0.315 0.197 0.130

• FER-2X12-GRY12 12 AWG, 4.0 mm² Grey 12 0.909 0.346 0.224 0.165

• FER-2X10-YEL14 10 AWG, 6.0 mm² Yellow 14 1.028 0.374 0.268 0.209

FER-2X8-RED14 8 AWG, 8.0 mm² Red 14 1.047 0.496 0.315 0.272

FER-2X6-BLU14 6 AWG, 10.0 mm² Blue 14 1.232 0.748 0.413 0.343

• standard stock item
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Wire Size Insulation
Color

Dimensions

Part No. AWG mm² W (in) B (in) D (in)

• BUT-2218-VNL 22-18 AWG, 0.5-1.5mm² Red 0.591 0.079 1.024

• BUT-1614-VNL 16-14 AWG, 1.5-2.5mm² Blue 0.591 0.098 1.024

• BUT-1412-VNL 14-12 AWG, 2.5-4.0mm² Blue 0.591 1.130 1.024

• BUT-1210-VNL 12-10 AWG, 4.0-6.0mm² Yellow 0.591 1.153 1.024

• BUT-8-VNL 8 AWG, 10.0mm² Yellow 0.827 0.189 1.260

• BUT-6-VNL 6 AWG, 16.0mm² Yellow 1.024 0.260 1.653

• BUT-4-VNL 4 AWG, 25.0mm² Yellow 1.142 0.331 1.968

BUT-2-VNL 2 AWG, 35.0mm² Yellow 1.260 0.409 2.165

• standard stock item

Technical Data
Body Material:           Pure Copper (Tin-Plated)

Insulation Material:           Vinyl

Insulation Colors:           Red, Blue, Yellow

Vinyl Butt Connectors
Vinyl Insulated, Tin-Plated Copper

Wire Size Insulation
Color

Dimensions

Part No. AWG mm² W (in) B (in) D (in)

BUT-2218-NYL 22-18 AWG, 0.5-1.5mm² Red 0.394 0.079 0.787

BUT-1614-NYL 16-14 AWG, 1.5-2.5mm² Red 0.591 0.154 1.043

BUT-1412-NYL 14-12 AWG, 2.5-4.0mm² Blue 0.591 0.166 1.043

BUT-1210-NYL 12-10 AWG, 4.0-6.0mm² Yellow 0.591 0.209 1.083

Wire Size Insulation
Color

Dimensions

Part No. AWG mm² d2 (in) L (in)

BUT-2218-HS 22-18 AWG, 0.5-1.5mm² Red 0.067 1.417

BUT-1614-HS 16-14 AWG, 1.5-2.5mm² Blue 0.091 1.417

BUT-1412-HS 12-10 AWG, 4.0-6.0mm² Yellow 0.134 1.614

Technical Data
Body Material:           Pure Copper (Tin-Plated)

Insulation Material:           High Density PE

Insulation Colors:           Red, Blue, Yellow

Heat Shrink Butt Connectors
Heat Shrink, PE, Tin-Plated Copper

Wire Size Insulation
Color

Dimensions

Part No. AWG mm² b (mm) F (in) D (in) H (in) L (in)

• BULM-2218-4-VNL 22-18 AWG, 0.5-1.5mm² Red 4 0.433 0.066 0.394 0.827

• BULM-1614-4-VNL
16-14 AWG, 1.5-2.5mm² Blue

4 0.433 0.091 0.394 0.827
• BULM-1614-5-VNL 5 0.433 0.091 0.394 0.827

• BULM-1210-5-VNL 12-10 AWG, 4.0-6.0mm² Yellow 5 0.472 0.134 0.512 0.984

• standard stock item

Technical Data
Body Material:           Pure Copper (Tin-Plated)

Insulation Material:           Vinyl

Temperature Range:           Up to +221ºF

Insulation Colors:           Red, Blue, Yellow

Bullet Terminals
Male, Vinyl Insulated, Tin-Plated Copper

Wire Size Insulation
Color

Dimensions

Part No. AWG mm² b (mm) F (in) D (in) H (in) L (in)

• BULF-2218-4-VNL 22-18 AWG, 0.5-1.5mm² Red 4 0.248 0.670 0.512 0.965

• BULF-1614-4-VNL
16-14 AWG, 1.5-2.5mm² Blue

4 0.248 0.901 0.551 0.965
• BULF-1614-5-VNL 5 0.276 0.901 0.551 1.004

• BULF-1210-5-VNL 12-10 AWG, 4.0-6.0mm² Yellow 5 0.276 0.134 0.551 1.161

• standard stock item

Technical Data
Body Material:           Pure Copper (Tin-Plated)

Insulation Material:           Vinyl

Temperature Range:           Up to +221ºF

Insulation Colors:           Red, Blue, Yellow

Bullet Terminals
Female, Vinyl Insulated, Tin-Plated Copper

Technical Data
Body Material:           Pure Copper (Tin-Plated)

Insulation Material:           Nylon

Insulation Colors:           Red, Blue, Yellow

Nylon Butt Connectors
Nylon Insulated, Tin-Plated Copper

B

L

HF F

Wire Size Dimensions (in)
Part No. AWG mm² Stud Size B L F E D

FFT-2218-6-VNL
22-18 AWG
0.5-1.0 mm² Red

6 0.244 0.866 0.256 0.453 0.157
FFT-2218-8-VNL 8 0.283 0.866 0.256 0.453 0.157
FFT-2218-10-VNL 10 0.315 0.866 0.256 0.453 0.157

FFT-1614-6-VNL
16-14 AWG
1.5-2.5 mm² Blue

6 0.244 0.925 0.256 0.453 0.177
FFT-1614-8-VNL 8 0.283 0.925 0.256 0.453 0.177
FFT-1614-10-VNL 10 0.315 0.925 0.256 0.453 0.177

FFT-1210-6-VNL
12-10 AWG
4.0-6.0 mm² Yellow

6 0.323 1.083 0.283 0.610 0.256
FFT-1210-8-VNL 8 0.323 1.083 0.283 0.610 0.256
FFT-1210-10-VNL 10 0.354 1.083 0.283 0.610 0.256

Flanged Fork Terminals
Vinyl Insulated, Tin-Plated Copper

Technical Data
Body Material:  Pure Copper (Tin-Plated)

Insulation Material:  Vinyl

Temperature Range:  Up to +221ºF

Insulation Colors:  Red, Blue, Yellow
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Wire Size
Insulation

ColorPart No. AWG mm² Size T B L H

QDM-2218-A110-VNL

22-18 AWG
0.5-1.5mm² Red

0.020x0.110 0.020 0.110 0.697 0.394
QDM-2218-B110-VNL 0.031x0.110 0.031 0.110 0.697 0.394
QDM-2218-A187-VNL 0.020x0.187 0.020 0.187 0.787 0.394
QDM-2218-B187-VNL 0.031x0.187 0.031 0.187 0.787 0.394

• QDM-2218-B250-VNL 0.031x0.250 0.031 0.250 0.827 0.394

• QDM-1614-A187-VNL
16-14 AWG
1.5-2.5mm² Blue

0.020x0.187 0.020 0.187 0.787 0.394
QDM-1614-B187-VNL 0.031x0.187 0.031 0.187 0.787 0.394

• QDM-1614-B250-VNL 0.031x0.250 0.031 0.250 0.827 0.394

QDM-1210-B250-VNL 12-10 AWG, 1.5-2.5mm² Yellow 0.031x0.250 0.031 0.250 0.984 0.512

• standard stock item

Quick Disconnect Terminals
Male, Vinyl Insulated, Tin-Plated Brass

Technical Data
Body Material:  Brass (Tin-Plated)

Insulation Material:  Vinyl

Temperature Range:  Up to +105ºC

Insulation Colors:  Red, Blue, Yellow

Wire Size
Insulation

Color

Dimensions (in)

Part No. AWG mm² Size (in) T B L H

• QDF-2218-A110-VNL

22-18 AWG
0.5-1.5mm² Red

0.020x0.110 0.012 0.150 0.748 0.394
• QDF-2218-B110-VNL 0.031x0.110 0.012 0.150 0.748 0.394
• QDF-2218-A187-VNL 0.020x0.187 0.016 0.220 0.748 0.394
• QDF-2218-B187-VNL 0.031x0.187 0.016 0.220 0.748 0.394

QDF-2218-A203-VNL 0.020x0.203 0.016 0.256 0.787 0.394
• QDF-2218-B250-VNL 0.031x0.250 0.016 0.291 0.827 0.394

• QDF-1614-A110-VNL

16-14 AWG
1.5-2.5mm² Blue

0.020x0.110 0.012 0.150 0.748 0.394
• QDF-1614-B110-VNL 0.031x0.110 0.012 0.150 0.748 0.394
• QDF-1614-A187-VNL 0.020x0.187 0.016 0.220 0.748 0.394
• QDF-1614-B187-VNL 0.031x0.187 0.016 0.220 0.748 0.394

QDF-1614-A203-VNL 0.020x0.203 0.016 0.256 0.787 0.394
• QDF-1614-B250-VNL 0.031x0.250 0.016 0.291 0.827 0.394

QDF-1614-B314-VNL 0.031x0.314 0.016 0.354 0.906 0.394

• QDF-1210-B250-VNL 12-10 AWG
4.0-6.0mm² Yellow

0.031x0.250 0.016 0.291 0.984 0.512
QDF-1210-C370-VNL 0.047x0.370 0.020 0.429 1.165 0.512

Quick Disconnect Terminals
Female, Vinyl Insulated, Tin-Plated Brass

Technical Data
Body Material:  Brass (Tin-Plated)

Insulation Material:  Vinyl

Temperature Range:  Up to +221ºF

Insulation Colors:  Red, Blue, Yellow

Wire Size
Insulation

ColorPart No. AWG mm² Size T B L H

QDF-2218-A187-VNL-FI
22-18 AWG
0.5-1.5mm² Red

0.020x0.187 0.016 0.220 0.787 0.150
QDF-2218-B187-VNL-FI 0.031x0.187 0.016 0.220 0.787 0.150
QDF-2218-B250-VNL-FI 0.020x0.250 0.016 0.291 0.846 0.150

QDF-1614-A187-VNL-FI
16-14 AWG
1.5-2.5mm² Blue

0.020x0.187 0.016 0.220 0.787 0.169
QDF-1614-B187-VNL-FI 0.031x0.187 0.016 0.220 0.787 0.169
QDF-1614-B250-VNL-FI 0.031x0.250 0.016 0.291 0.846 0.169

QDF-1210-B250-VNL-FI 12-10 AWG, 1.5-2.5mm² Yellow 0.031x0.250 0.016 0.291 1.004 0.224

Quick Disconnect Terminals
Female, Fully Vinyl Insulated, Tin-Plated Brass

Technical Data
Body Material:  Brass (Tin-Plated)

Insulation Material:  Vinyl

Insulation Colors:  Red, Blue, Yellow

L

D

H

Wire Size
Insulation

ColorPart No. AWG mm² Size B L H

QDF-2218-B250-VNL-PB 22-18 AWG, 0.5-1.5mm² Red 0.031x0.250 0.394 0.150 0.846

QDF-1614-B250-VNL-PB 16-14 AWG, 1.5-2.5mm² Blue 0.031x0.250 0.394 0.169 0.846

QDF-1210-B250-VNL-PB 12-10 AWG, 4.0-6.0mm² Yellow 0.031x0.250 0.512 0.224 0.984

Quick Disconnect Terminals
Piggy Back, Vinyl Insulated, Tin-Plated Brass

Technical Data
Body Material:  Brass (Tin-Plated)

Insulation Material:  Vinyl

Insulation Colors:  Red, Blue, Yellow

D

L

W

F

Wire Size
Insulation

Color

Dimensions (in)

Part No. AWG mm² W F L D T

QDF-2218-B250-FLAG 22-18 AWG, 0.5-1.5mm² Red 0.260 0.299 0.630 0.067 0.016

QDF-1614-B250-FLAG 16-14 AWG, 1.5-2.5mm² Blue 0.260 0.299 0.630 0.091 0.016

QDF-1210-B250-FLAG 12-10 AWG, 4.0-6.0mm² Yellow 0.260 0.299 0.630 0.134 0.016

Flag Terminals
Nylon Insulated, Tin-Plated Brass

Technical Data
Body Material:  Brass (Tin-Plated)

Insulation Material:  Nylon

Insulation Colors:  Red, Blue, Yellow
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D
B

L

E F

Wire Size
Insulation

Color

Dimensions (in)

Part No. AWG mm² B L F E D

FBT-2218-A-VNL
22-18 AWG
0.5-1.5mm² Red

0.087 0.866 0.413 0.453 0.157
FBT-2218-B-VNL 0.114 0.866 0.433 0.453 0.157
FBT-2218-C-VNL 0.114 1.004 0.551 0.453 0.157
FBT-2218-D-VNL 0.087 1.161 0.709 0.453 0.157

FBT-1614-A-VNL
16-14 AWG
1.5-2.5mm² Blue

0.110 0.807 0.354 0.453 0.177
FBT-1614-B-VNL 0.087 0.866 0.413 0.453 0.177
FBT-1614-C-VNL 0.087 0.965 0.512 0.453 0.177
FBT-1614-D-VNL 0.087 1.161 0.709 0.453 0.177

FBT-1210-A-VNL 12-10 AWG
4.0-6.0mm² Yellow

0.110 1.024 0.413 0.610 0.256
FBT-1210-B-VNL 0.118 1.319 0.709 0.610 0.256

Blade Terminals
Vinyl Insulated, Tin-Plated Brass

Technical Data
Body Material:  Pure Copper (Tin-Plated)

Insulation Material:  Vinyl

Temperature Range:  Up to +221ºF

Insulation Colors:  Red, Blue, Yellow

L

D

E F

B

Wire Size
Insulation

Color

Dimensions (in)

Part No. AWG mm² B L F E D

LBT-2218-A-VNL 22-18 AWG, 0.5-1.0mm² Red 0.110 1.075 0.701 0.374 0.157

LBT-1614-A-VNL 16-14 AWG
1.5-2.5mm² Blue

0.110 1.075 0.701 0.374 0.197
LBT-1614-B-VNL 0.181 1.075 0.701 0.374 0.197

LBT-1210-A-VNL 12-10 AWG
4.0-6.0mm² Yellow

0.118 1.181 0.689 0.492 0.134
LBT-1210-B-VNL 0.181 1.181 0.689 0.492 0.134

Lipped Blade Terminals
Vinyl Insulated, Tin-Plated Brass

Technical Data
Body Material:  Pure Copper (Tin-Plated)

Insulation Material:  Vinyl

Temperature Range:  Up to +221ºF

Insulation Colors:  Red, Blue, Yellow

D
B

L

E F

Wire Size
Insulation

Color

Dimensions (in)

Part No. AWG mm² B L F E D

LBT-2218-A-VNL 22-18 AWG, 0.5-1.0mm² Red 0.075 0.933 0.480 0.453 0.157

LBT-1614-A-VNL 16-14 AWG, 1.5-2.5mm² Blue 0.075 0.933 0.480 0.453 0.177

LBT-1210-A-VNL 12-10 AWG, 4.0-6.0mm² Yellow 0.106 1.142 0.531 0.610 0.256

Pin Terminals
Vinyl Insulated, Tin-Plated Brass

Technical Data
Body Material:  Pure Copper (Tin-Plated)

Insulation Material:  Vinyl

Temperature Range:  Up to +221ºF

Insulation Colors:  Red, Blue, Yellow

Wire Size
Insulation

ColorPart No. AWG mm² F E D

WWN-22-8-TAN 22-8 AWG, 0.5-10.0mm² Tan 1.091 0.701 0.394

WWN-18-10-YEL 18-10 AWG, 1.0-6.0mm² Yellow 1.000 0.709 0.394

WWN-18-8-RED
18-8 AWG, 1.0-10.0mm²

Red 1.201 0.909 0.472
WWN-18-8-GRY Grey 1.283 1.004 0.575

WWN-14-6-BLU 14-6 AWG, 2.5-16mm² Blue 1.555 1.248 0.701

Wire Wing Nuts
Screw-on, Thermoplastic

Technical Data
Material:   Thermoplastic

Temperature Range:  Up to +430ºF

Voltage:   600V max

Insulation Colors:  Yellow, Tan, Red, Grey, Blue

Wire Size
Insulation

ColorPart No. AWG mm² F E D

WN-22-14-GRY
22-14 AWG, 0.5-2.5mm²

Tan 0.598 0.339 0.264
WN-22-14-BLU Blue 0.693 0.386 0.291
WN-22-14-ORG Orange 0.866 0.472 0.390

WN-22-10-YEL
22-10 AWG, 0.5-6.0mm²

Yellow 0.965 0.551 0.433
WN-22-10-RED Red 1.043 0.646 0.512

Wire Nuts
Screw-on, Thermoplastic

Technical Data
Material:   Thermoplastic

Temperature Range:  Up to +430ºF

Insulation Colors:  Tan, Blue, Orange, Yellow, Red



Connectivity & Automation through... Innovation.12

IP68

Technical Data
Body Material:  Pure Copper (Tin-Plated)

Gasket Material:  Neoprene

Temperature Range:  -68ºF to +176ºF

Protection Grade:  IP 68

Cord Grips
Nickel Plated Brass

Cable Ø Range Dimensions (in)
Part No. Thread Size (in) (mm) H TL W

• CG-PG7
PG7

0.118 - 0.256 3 - 6.5 0.748 0.197 0.492
• CG-PG7-1 0.079 - 0.197 2 - 5 0.748 0.197 0.492

• CG-PG9
PG9

0.157 - 0.315 4 - 8 0.787 0.236 0.598
• CG-PG9-1 0.079 - 0.236 2 - 6 0.787 0.236 0.598

CG-PG11
PG11

0.157 - 0.394 5 - 10 0.827 0.236 0.732
CG-PG11-1 0.118 - 0.276 3 - 7 0.827 0.236 0.732

• CG-PG13
PG13

0.236 - 0.472 6 - 12 0.866 0.256 0.803
• CG-PG13-1 0.197 - 0.354 5 - 9 0.866 0.256 0.803

• CG-PG16
PG16

0.394 - 0.551 10 - 14 0.906 0.256 0.886
• CG-PG16-1 0.275 - 0.472 7 - 12 0.906 0.256 0.886

CG-PG21
PG21

0.512 - 0.709 13 - 18 0.984 0.276 1.114
CG-PG21-1 0.354 - 0.630 9 - 16 0.984 0.276 1.114

CG-PG29
PG29

0.705 - 0.984 18 - 25 1.142 0.315 1.457
CG-PG29-1 0.512 - 0.787 13 - 20 1.142 0.315 1.457

CG-PG36
PG36

0.866 - 1.260 22 - 32 1.378 0.315 1.850
CG-PG36-1 0.787 - 1.024 20 - 26 1.378 0.315 1.850

CG-PG42
PG42

1.260 - 1.496 32 - 38 1.457 0.354 1.216
CG-PG42-1 0.984 - 1.220 25 - 31 1.457 0.354 1.216

CG-PG48
PG48

1.457 - 1.732 37 - 44 1.496 0.394 2.335
CG-PG48-1 1.142 - 1.378 29 - 35 1.496 0.394 2.335

Cable Ø Range Dimensions (in)
Part No. Thread Size (in) (mm) H TL W

• CG-PG7-L
PG7

0.118 - 0.256 3 - 6.5 0.748 0.394 0.492
CG-PG7-1L 0.079 - 0.197 2 - 5 0.748 0.394 0.492

• CG-PG9-L
PG9

0.157 - 0.315 4 - 8 0.787 0.394 0.598
• CG-PG9-1L 0.079 - 0.236 2 - 6 0.787 0.394 0.598

CG-PG11-L
PG11

0.157 - 0.394 5 - 10 0.827 0.394 0.732
CG-PG11-1L 0.118 - 0.276 3 - 7 0.827 0.394 0.732

• CG-PG13-L
PG13

0.236 - 0.472 6 - 12 0.866 0.394 0.803
• CG-PG13-1L 0.197 - 0.354 5 - 9 0.866 0.394 0.803

• CG-PG16-L
PG16

0.394 - 0.551 10 - 14 0.906 0.394 0.886
• CG-PG16-1L 0.275 - 0.472 7 - 12 0.906 0.394 0.886

• CG-PG21-L
PG21

0.512 - 0.709 13 - 18 0.984 0.472 1.114
• CG-PG21-1L 0.354 - 0.630 9 - 16 0.984 0.472 1.114

• CG-PG29-L
PG29

0.705 - 0.984 18 - 25 1.142 0.472 1.457
• CG-PG29-1L 0.512 - 0.787 13 - 20 1.142 0.472 1.457

CG-PG36-L
PG36

0.866 - 1.260 22 - 32 1.378 0.591 1.850
CG-PG36-1L 0.787 - 1.024 20 - 26 1.378 0.591 1.850

CG-PG42-L
PG42

1.260 - 1.496 32 - 38 1.457 0.591 1.216
CG-PG42-1L 0.984 - 1.220 25 - 31 1.457 0.591 1.216

CG-PG48-L
PG48

1.457 - 1.732 37 - 44 1.496 0.591 2.335
CG-PG48-1L 1.142 - 1.378 29 - 35 1.496 0.591 2.335

• standard stock item

Cable Ø Range Dimensions (in)
Part No. Thread Size (in) (mm) H TL W

CG-M12
M12

0.118 - 0.256 3 - 6.5 0.748 0.197 0.472
CG-M12-1 0.079 - 0.197 2 - 5 0.748 0.197 0.472

• CG-M16
M16

0.157 - 0.315 4 - 8 0.787 0.236 0.630
CG-M16-1 0.079 - 0.236 2 - 6 0.787 0.236 0.630

• CG-M18
M18

0.197 - 0.394 5 - 10 0.827 0.236 0.709
CG-M18-1 0.118 - 0.276 3 - 7 0.827 0.236 0.709

• CG-M20
M20

0.236 - 0.472 6 - 12 0.866 0.256 0.787
CG-M20-1 0.197 - 0.354 5 - 9 0.866 0.256 0.787

• CG-M25
M25

0.512 - 0.709 13 - 18 0.984 0.276 0.984
CG-M25-1 0.354 - 0.630 9 - 16 0.984 0.276 0.984

• CG-M32
M32

0.709 - 0.984 18 - 25 1.142 0.315 1.260
CG-M32-1 0.512 - 0.787 13 - 20 1.142 0.315 1.260

• CG-M40
M40

0.866 - 1.260 22 - 32 1.378 0.315 1.575
CG-M40-1 0.787 - 1.024 20 - 26 1.378 0.315 1.575

CG-M50
M50

1.260 - 1.496 32 - 38 1.457 0.354 1.969
CG-M50-1 0.984 - 1.220 25 - 31 1.457 0.354 1.969

CG-M63
M63

1.457 - 1.732 37 - 44 1.496 0.394 2.480
CG-M63-1 1.142 - 1.378 29 - 35 1.496 0.394 2.480

Cable Ø Range Dimensions (in)
Part No. Thread Size (in) (mm) H TL W

CG-M12-L
M12

0.118 - 0.256 3 - 6.5 0.748 0.394 0.472
CG-M12-1L 0.079 - 0.197 2 - 5 0.748 0.394 0.472

CG-M16-L
M16

0.157 - 0.315 4 - 8 0.787 0.394 0.630
CG-M16-1L 0.079 - 0.236 2 - 6 0.787 0.394 0.630

CG-M18-L
M18

0.197 - 0.394 5 - 10 0.827 0.394 0.709
CG-M18-1L 0.118 - 0.276 3 - 7 0.827 0.394 0.709

CG-M20-L
M20

0.236 - 0.472 6 - 12 0.866 0.394 0.787
CG-M20-1L 0.197 - 0.354 5 - 9 0.866 0.394 0.787

CG-M25-L
M25

0.512 - 0.709 13 - 18 0.984 0.472 0.984
CG-M25-1L 0.354 - 0.630 9 - 16 0.984 0.472 0.984

CG-M32-L
M32

0.709 - 0.984 18 - 25 1.142 0.472 1.260
CG-M32-1L 0.512 - 0.787 13 - 20 1.142 0.472 1.260

CG-M40-L
M40

0.866 - 1.260 22 - 32 1.378 0.591 1.575
CG-M40-1L 0.787 - 1.024 20 - 26 1.378 0.591 1.575

CG-M50-L
M50

1.260 - 1.496 32 - 38 1.457 0.591 1.969
CG-M50-1L 0.984 - 1.220 25 - 31 1.457 0.591 1.969

CG-M63-L
M63

1.457 - 1.732 37 - 44 1.496 0.591 2.480
CG-M63-1L 1.142 - 1.378 29 - 35 1.496 0.591 2.480

• standard stock item

PG Standard Thread Length

PG Long Thread Length

Metric Standard Thread Length

Metric Long Thread Length
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Technical Data
Body Material:  Halogen Free Nylon 66 (Polyamide 66, PA66)

Gasket Material:  Neoprene

Temperature Range:  -68ºF to +212ºF

Color:   Light Grey (RAL7035), Black (RAL9005)

Protection Grade:  IP 68
IP68

Cord Grips
Nylon

Color
(XXX)

Cable Ø Range Dimensions (in)
Part No. Thread Size (in) (mm) H TL W

CG-PG7-XXX
GRY, BLK PG7

0.118 - 0.256 3 - 6.5 0.866 0.315 0.492
CG-PG7-1-XXX 0.079 - 0.197 2 - 5 0.866 0.315 0.492

CG-PG9-XXX
GRY, BLK PG9

0.157 - 0.315 4 - 8 1.024 0.315 0.598
CG-PG9-1-XXX 0.079 - 0.236 2 - 6 1.024 0.315 0.598

• CG-PG11-XXX
GRY, BLK PG11

0.157 - 0.394 5 - 10 1.063 0.315 0.732
CG-PG11-1-XXX 0.118 - 0.276 3 - 7 1.063 0.315 0.732

• CG-PG13-XXX
GRY, BLK PG13

0.236 - 0.472 6 - 12 1.102 0.354 0.803
CG-PG13-1-XXX 0.197 - 0.354 5 - 9 1.102 0.354 0.803

• CG-PG16-XXX
GRY, BLK PG16

0.394 - 0.551 10 - 14 1.181 0.394 0.886
CG-PG16-1-XXX 0.275 - 0.472 7 - 12 1.181 0.394 0.886

• CG-PG21-XXX
GRY, BLK PG21

0.512 - 0.709 13 - 18 1.378 0.394 1.114
CG-PG21-1-XXX 0.354 - 0.630 9 - 16 1.378 0.394 1.114

• CG-PG29-XXX
GRY, BLK PG29

0.705 - 0.984 18 - 25 1.575 0.472 1.457
CG-PG29-1-XXX 0.512 - 0.787 13 - 20 1.575 0.472 1.457

CG-PG36-XXX
GRY, BLK PG36

0.866 - 1.260 22 - 32 1.890 0.551 1.850
CG-PG36-1-XXX 0.787 - 1.024 20 - 26 1.890 0.551 1.850

CG-PG42-XXX
GRY, BLK PG42

1.260 - 1.496 32 - 38 1.929 0.551 2.126
CG-PG42-1-XXX 0.984 - 1.220 25 - 31 1.929 0.551 2.126

CG-PG48-XXX
GRY, BLK PG48

1.457 - 1.732 37 - 44 1.969 0.551 2.335
CG-PG48-1-XXX 1.142 - 1.378 29 - 35 1.969 0.551 2.335

Color
(XXX)

Cable Ø Range Dimensions (in)
Part No. Thread Size (in) (mm) H TL W

CG-PG7-L-XXX
GRY, BLK PG7

0.118 - 0.256 3 - 6.5 0.866 0.591 0.492
CG-PG7-1L-XXX 0.079 - 0.197 2 - 5 0.866 0.591 0.492

CG-PG9-L-XXX
GRY, BLK PG9

0.157 - 0.315 4 - 8 1.024 0.591 0.598
CG-PG9-1L-XXX 0.079 - 0.236 2 - 6 1.024 0.591 0.598

CG-PG11-L-XXX
GRY, BLK PG11

0.157 - 0.394 5 - 10 1.063 0.591 0.732
CG-PG11-1L-XXX 0.118 - 0.276 3 - 7 1.063 0.591 0.732

CG-PG13-L-XXX
GRY, BLK PG13

0.236 - 0.472 6 - 12 1.102 0.591 0.803
CG-PG13-1L-XXX 0.197 - 0.354 5 - 9 1.102 0.591 0.803

CG-PG16-L-XXX
GRY, BLK PG16

0.394 - 0.551 10 - 14 1.181 0.591 0.886
CG-PG16-1L-XXX 0.275 - 0.472 7 - 12 1.181 0.591 0.886

CG-PG21-L-XXX
GRY, BLK PG21

0.512 - 0.709 13 - 18 1.378 0.591 1.114
CG-PG21-1L-XXX 0.354 - 0.630 9 - 16 1.378 0.591 1.114

CG-PG29-L-XXX
GRY, BLK PG29

0.705 - 0.984 18 - 25 1.575 0.709 1.457
CG-PG29-1L-XXX 0.512 - 0.787 13 - 20 1.575 0.709 1.457

CG-PG36-L-XXX
GRY, BLK PG36

0.866 - 1.260 22 - 32 1.890 0.709 1.850
CG-PG36-1L-XXX 0.787 - 1.024 20 - 26 1.890 0.709 1.850

CG-PG42-L-XXX
GRY, BLK PG42

1.260 - 1.496 32 - 38 1.929 0.709 2.126
CG-PG42-1L-XXX 0.984 - 1.220 25 - 31 1.929 0.709 2.126

CG-PG48-L-XXX
GRY, BLK PG48

1.457 - 1.732 37 - 44 1.969 0.709 2.335
CG-PG48-1L-XXX 1.142 - 1.378 29 - 35 1.969 0.709 2.335

• standard stock item

Color
(XXX)

Cable Ø Range Dimensions (in)
Part No. Thread Size (in) (mm) H TL W

CG-M12-XXX
GRY, BLK M12

0.118 - 0.256 3 - 6.5 0.866 0.315 0.472
CG-M12-1-XXX 0.079 - 0.197 2 - 5 0.866 0.315 0.472

CG-M14-XXX
GRY, BLK M14

0.157 - 0.315 4 - 8 1.024 0.315 0.551
CG-M14-1-XXX 0.079 - 0.236 2 - 6 1.024 0.315 0.551

• CG-M16-XXX
GRY, BLK M16

0.157 - 0.315 4 - 8 1.024 0.315 0.630
CG-M16-1-XXX 0.079 - 0.236 2 - 6 1.024 0.315 0.630

CG-M18-XXX
GRY, BLK M18

0.197 - 0.394 5 - 10 1.063 0.315 0.709
CG-M18-1-XXX 0.118 - 0.276 3 - 7 1.063 0.315 0.709

• CG-M20-XXX
GRY, BLK M20

0.236 - 0.472 6 - 12 1.102 0.354 0.787
CG-M20-1-XXX 0.197 - 0.354 5 - 9 1.102 0.354 0.787

• CG-M25-XXX
GRY, BLK M25

0.512 - 0.709 13 - 18 1.378 0.394 0.984
CG-M25-1-XXX 0.354 - 0.630 9 - 16 1.378 0.394 0.984

• CG-M32-XXX
GRY, BLK M32

0.709 - 0.984 18 - 25 1.339 0.433 1.260
CG-M32-1-XXX 0.512 - 0.787 13 - 20 1.339 0.433 1.260

CG-M40-XXX
GRY, BLK M40

0.866 - 1.260 22 - 32 1.890 0.551 1.575
CG-M40-1-XXX 0.787 - 1.024 20 - 26 1.890 0.551 1.575

CG-M50-XXX
GRY, BLK M50

1.260 - 1.496 32 - 38 1.929 0.551 1.969
CG-M50-1-XXX 0.984 - 1.220 25 - 31 1.929 0.551 1.969

CG-M63-XXX
GRY, BLK M63

1.457 - 1.732 37 - 44 1.969 0.551 2.480
CG-M63-1-XXX 1.142 - 1.378 29 - 35 1.969 0.551 2.480

Color
(XXX)

Cable Ø Range Dimensions (in)
Part No. Thread Size (in) (mm) H TL W

CG-M12-L-XXX
GRY, BLK M12

0.118 - 0.256 3 - 6.5 0.866 0.591 0.472
CG-M12-1L-XXX 0.079 - 0.197 2 - 5 0.866 0.591 0.472

CG-M16-L-XXX
GRY, BLK M16

0.157 - 0.315 4 - 8 1.024 0.591 0.630
CG-M16-1L-XXX 0.079 - 0.236 2 - 6 1.024 0.591 0.630

CG-M18-L-XXX
GRY, BLK M18

0.197 - 0.394 5 - 10 1.063 0.591 0.709
CG-M18-1L-XXX 0.118 - 0.276 3 - 7 1.063 0.591 0.709

CG-M20-L-XXX
GRY, BLK M20

0.236 - 0.472 6 - 12 1.102 0.591 0.787
CG-M20-1L-XXX 0.197 - 0.354 5 - 9 1.102 0.591 0.787

CG-M25-L-XXX
GRY, BLK M25

0.512 - 0.709 13 - 18 1.378 0.591 0.984
CG-M25-1L-XXX 0.354 - 0.630 9 - 16 1.378 0.591 0.984

CG-M32-L-XXX
GRY, BLK M32

0.709 - 0.984 18 - 25 1.575 0.591 1.260
CG-M32-1L-XXX 0.512 - 0.787 13 - 20 1.575 0.591 1.260

CG-M40-L-XXX
GRY, BLK M40

0.866 - 1.260 22 - 32 1.693 0.709 1.575
CG-M40-1L-XXX 0.787 - 1.024 20 - 26 1.693 0.709 1.575

CG-M50-L-XXX
GRY, BLK M50

1.260 - 1.496 32 - 38 1.890 0.709 1.969
CG-M50-1L-XXX 0.984 - 1.220 25 - 31 1.890 0.709 1.969

CG-M63-L-XXX
GRY, BLK M63

1.457 - 1.732 37 - 44 1.969 0.709 2.480
CG-M63-1L-XXX 1.142 - 1.378 29 - 35 1.969 0.709 2.480

• standard stock item

PG Standard Thread Length

PG Long Thread Length

Metric Standard Thread Length

Metric Long Thread Length
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Technical Data
Body Material:           Halogen Free Polymide 6
            (Best Nylon 6)

Color:            Light Grey (RAL7035), Black (RAL9005)
 
Protection Grade:           IP66 (if fitting with sealing washer)

Technical Data
Body Material:           Halogen Free Polymide 6
            (Best Nylon 6)

Temperature Range:           -104ºF to +185ºF

Color:            Light Grey (RAL7035),
            Black (RAL9005)

Color
(XXX)

Dimensions (in)
Part No. Thread Size GL H D AG

CG-PG7-BP-XXX GRY, BLK PG7 0.335 0.492 0.591 0.492

CG-PG9-BP-XXX GRY, BLK PG9 0.335 0.512 0.748 0.598

CG-PG11-BP-XXX GRY, BLK PG11 0.354 0.512 0.866 0.732

CG-PG13-BP-XXX GRY, BLK PG13 0.354 0.512 0.984 0.803

CG-PG16-BP-XXX GRY, BLK PG16 0.413 0.591 1.063 0.886

CG-PG21-BP-XXX GRY, BLK PG21 0.413 0.610 1.299 1.114

CG-PG29-BP-XXX GRY, BLK PG29 0.453 0.630 1.732 1.457

CG-PG36-BP-XXX GRY, BLK PG36 0.531 0.709 2.165 1.850

CG-PG42-BP-XXX GRY, BLK PG42 0.531 0.728 2.441 2.126

CG-PG48-BP-XXX GRY, BLK PG48 0.571 0.768 2.677 2.335

Color
(XXX)

Dimensions (in)
Part No. Thread Size GL H D AG

CG-M12-BP-XXX GRY, BLK M12 0.335 0.492 0.591 0.472

CG-M16-BP-XXX GRY, BLK M16 0.335 0.512 0.748 0.630

CG-M18-BP-XXX GRY, BLK M18 0.354 0.512 0.866 0.709

CG-M20-BP-XXX GRY, BLK M20 0.354 0.512 0.984 0.787

CG-M22-BP-XXX GRY, BLK M22 0.413 0.591 1.063 0.866

CG-M25-BP-XXX GRY, BLK M25 0.413 0.610 1.181 0.984

CG-M27-BP-XXX GRY, BLK M27 0.413 0.610 1.299 1.063

CG-M32-BP-XXX GRY, BLK M32 0.413 0.630 1.496 1.260

CG-M40-BP-XXX GRY, BLK M40 0.453 0.630 1.811 1.575

CG-M50-BP-XXX GRY, BLK M50 0.531 0.709 2.205 1.969

CG-M63-BP-XXX GRY, BLK M63 0.551 0.748 2.677 2.480

Color
(XXX)

Dimensions (in)
Part No. Thread IG GL H AG IG

CG-PG7-9-XXX GRY, BLK PG7 - PG9 0.591 0.748 0.492 0.598

CG-PG9-13-XXX GRY, BLK PG9 - PG13 0.591 0.748 0.598 0.803

CG-PG13-21-XXX GRY, BLK PG13 - PG21 0.591 0.748 0.803 1.114

CG-PG21-29-XXX GRY, BLK PG21 - PG29 0.591 0.748 1.114 1.457

CG-PG29-36-XXX GRY, BLK PG29 - PG36 0.591 0.768 1.457 1.850

CG-PG36-42-XXX GRY, BLK PG36 - PG42 0.591 0.768 1.850 2.126

CG-PG42-48-XXX GRY, BLK PG42 - PG48 0.591 0.768 2.126 2.335

Color
(XXX)

Dimensions (in)
Part No. Thread IG GL H AG IG

CG-M12-16-XXX GRY, BLK M12 - M16 0.591 0.748 0.472 0.630

CG-M16-20-XXX GRY, BLK M16 - M20 0.591 0.748 0.630 0.787

CG-M20-25-XXX GRY, BLK M20 - M25 0.591 0.748 0.787 0.984

CG-M25-32-XXX GRY, BLK M25 - M32 0.591 0.748 0.984 1.260

CG-M32-40-XXX GRY, BLK M32 - M40 0.591 0.768 1.260 1.575

CG-M40-50-XXX GRY, BLK M40 - M50 0.591 0.768 1.575 1.969

CG-M50-63-XXX GRY, BLK M50 - M63 0.591 0.768 1.969 2.480

PG Thread

IP68

Blanking Plugs
Nylon

Metric Thread

Technical Data
Body Material:           Halogen Free Polymide 6
            (Best Nylon 6)

Temperature Range:           -104ºF to +185ºF

Color:            Light Grey (RAL7035),
            Black (RAL9005)

Color
(XXX)

Dimensions (in)
Part No. Thread IG GL H D AG IG

CG-PG13-9-XXX GRY, BLK PG13 - PG9 0.315 0.472 1.063 0.803 0.598

CG-PG16-9-XXX GRY, BLK PG16 - PG9 0.394 0.512 1.142 0.886 0.598

CG-PG16-11-XXX GRY, BLK PG16 - PG11 0.394 0.512 1.142 0.886 0.732

CG-PG21-13-XXX GRY, BLK PG21 - PG13 0.433 0.531 1.417 1.114 0.803

CG-PG21-16-XXX GRY, BLK PG21 - PG16 0.433 0.531 1.417 1.114 0.886

CG-PG29-21-XXX GRY, BLK PG29 - PG21 0.433 0.531 1.811 1.457 1.114

CG-PG36-29-XXX GRY, BLK PG36 - PG29 0.433 0.591 2.283 1.850 1.457

Color
(XXX)

Dimensions (in)
Part No. Thread IG GL H D AG IG

CG-M20-12-XXX GRY, BLK M20 - M12 0.315 0.472 1.063 0.787 0.472

CG-M20-16-XXX GRY, BLK M20 - M16 0.315 0.472 1.063 0.787 0.630

CG-M25-16-XXX GRY, BLK M25 - M16 0.394 0.512 1.142 0.984 0.630

CG-M25-20-XXX GRY, BLK M25 - M20 0.394 0.512 1.142 0.984 0.787

CG-M32-20-XXX GRY, BLK M32 - M20 0.433 0.531 1.417 1.260 0.787

CG-M32-25-XXX GRY, BLK M32 - M25 0.433 0.531 1.417 1.260 0.984

CG-M40-25-XXX GRY, BLK M40 - M25 0.433 0.531 1.811 1.575 0.984

CG-M40-32-XXX GRY, BLK M40 - M32 0.433 0.531 1.811 1.575 1.260

CG-M50-32-XXX GRY, BLK M50 - M32 0.433 0.591 2.283 1.969 1.260

CG-M50-40-XXX GRY, BLK M50 - M40 0.433 0.591 2.283 1.969 1.575

PG Thread

Cord Grip Reducers
Nylon

Metric Thread

PG Thread

Cord Grip Enlargers
Nylon

Metric Thread
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Technical Data
Material:   Best 316 / 304
   Grade Stainless Steel

Temperature Range:           -80ºF to +538ºF

Colors:   Natural

Color
(XXX)

Length
(in)         (mm)

Width
(in)

Max Bundle Ø
(in)

Tensile Strength
(lbs)     (kgs)Part No.

TY-2”-18-XXX BLK, CLR 2.4 60 0.098 0.433

18 lbs,
8 kgs

TY-3”-18-XXX BLK, CLR 3.2 80 0.098 0.630
• TY-4”-18-XXX BLK, CLR 4.0 100 0.098 0.866

TY-5”-18-XXX BLK, CLR 4.8 120 0.098 1.181
TY-6”-18-XXX BLK, CLR 6.0 150 0.098 1.378
TY-7”-18-XXX BLK, CLR 6.5 160 0.098 1.575
TY-8”-18-XXX BLK, CLR 8.0 200 0.098 1.575

TY-5”-40-XXX BLK, CLR 4.8 120 0.138 1.181

40 lbs,
18 kgs

• TY-6”-40-XXX BLK, CLR 6.0 150 0.138 1.378
TY-7”-40-XXX BLK, CLR 7.2 180 0.138 1.654

• TY-8”-40-XXX BLK, CLR 8.0 200 0.138 1.969
TY-10”-40-XXX BLK, CLR 10.0 250 0.138 2.559
TY-11”-40-XXX BLK, CLR 11.2 280 0.138 2.756

• TY-12”-40-XXX BLK, CLR 12.0 300 0.138 3.150
TY-15”-40-XXX BLK, CLR 14.8 370 0.138 4.016

TY-5”-50-XXX BLK, CLR 4.8 120 0.181 0.945

50 lbs,
22 kgs

• TY-6”-50-XXX BLK, CLR 6.0 150 0.181 1.378
TY-7”-50-XXX BLK, CLR 7.6 190 0.181 1.811

• TY-8”-50-XXX BLK, CLR 8.0 200 0.181 1.969
• TY-10”-50-XXX BLK, CLR 10.0 250 0.181 2.559
• TY-11”-50-XXX BLK, CLR 11.2 280 0.181 2.756
• TY-12”-50-XXX BLK, CLR 12.0 300 0.181 3.228
• TY-14”-50-XXX BLK, CLR 14.0 350 0.181 3.543
• TY-15”-50-XXX BLK, CLR 14.8 370 0.181 4.016

TY-16”-50-XXX BLK, CLR 16.0 400 0.181 4.134
TY-17”-50-XXX BLK, CLR 17.2 430 0.181 4.724
TY-18”-50-XXX BLK, CLR 18.0 450 0.181 5.118
TY-20”-50-XXX BLK, CLR 20.0 500 0.181 5.512
TY-21”-50-XXX BLK, CLR 21.2 530 0.181 5.787

TY-10”-90-XXX BLK, CLR 10.0 250 0.268 2.559
90 lbs,
40 kgsTY-12”-90-XXX BLK, CLR 12.0 300 0.268 3.150

TY-14”-90-XXX BLK, CLR 14.8 370 0.268 4.016

TY-6”-120-XXX BLK, CLR 6.0 150 0.283 1.299

120 lbs,
55 kgs

TY-8”-120-XXX BLK, CLR 8.0 200 0.283 1.969
TY-10”-120-XXX BLK, CLR 10.0 250 0.299 2.480
TY-12”-120-XXX BLK, CLR 12.0 300 0.299 3.228

• TY-14”-120-XXX BLK, CLR 14.0 350 0.299 3.543
TY-15”-120-XXX BLK, CLR 14.8 370 0.299 4.016

• TY-16”-120-XXX BLK, CLR 16.0 400 0.299 4.134
• TY-18”-120-XXX BLK, CLR 18.0 450 0.299 4.646

TY-20”-120-XXX BLK, CLR 20.0 500 0.299 5.906
TY-22”-120-XXX BLK, CLR 22.0 550 0.299 6.299

TY-17”-175-XXX BLK, CLR 17.2 430 0.346 4.409

175 lbs,
80 kgs

TY-22”-175-XXX BLK, CLR 22.0 550 0.346 6.299
TY-24”-175-XXX BLK, CLR 24.0 600 0.346 6.693

• TY-26”-175-XXX BLK, CLR 26.0 650 0.346 7.480
• TY-28”-175-XXX BLK, CLR 28.0 700 0.346 8.071

TY-30”-175-XXX BLK, CLR 30.4 760 0.346 8.858
TY-32”-175-XXX BLK, CLR 32.4 810 0.346 9.409
TY-36”-175-XXX BLK, CLR 36.8 920 0.346 10.433
TY-45”-175-XXX BLK, CLR 45.7 1,168 0.346 14.173

• standard stock item

Cable Ties
Nylon, Self-Locking

Technical Data
Material:   Best Nylon 6/6
   Certificated by UL

Temperature Range:           -40ºF to +185ºF

Colors:   Natural, UV Black (standard stock)
   Other colors available on request

Length
(in)         (mm)

Width
(in)

Max Bundle Ø
(in)

Tensile Strength
(lbs)     (kgs)Part No.

TY-4”-222-SS 4.0 100 0.181 0.866

222 lbs,
100 kgs

TY-6”-222-SS 6.0 150 0.181 1.378
TY-8”-222-SS 8.0 200 0.181 1.967
TY-10”-222-SS 10.0 250 0.181 2.559
TY-12”-222-SS 12.0 300 0.181 3.228
TY-14”-222-SS 14.0 350 0.181 3.543
TY-16”-222-SS 16.0 400 0.181 4.134
TY-18”-222-SS 18.0 450 0.181 5.118
TY-20”-222-SS 20.0 500 0.181 5.512
TY-22”-222-SS 22.0 550 0.181 6.378
TY-24”-222-SS 24.0 600 0.181 7.283
TY-26”-222-SS 26.0 650 0.181 7.480
TY-28”-222-SS 28.0 700 0.181 8.071
TY-30”-222-SS 30.0 750 0.181 8.780
TY-32”-222-SS 32.0 800 0.181 9.252
TY-34”-222-SS  34.0 850 0.181 9.843
TY-36”-222-SS 36.0 900 0.181 10.236
TY-38”-222-SS 38.0 950 0.181 10.709
TY-40”-222-SS 40.0 1,000 0.181 11.417
TY-42”-222-SS 42.0 1,050 0.181 11.811
TY-44”-222-SS 44.0 1,100 0.181 12.205
TY-46”-222-SS 46.0 1,150 0.181 12.598

TY-6”-355-SS 6.0 150 0.311 1.378

355 lbs,
161 kgs

TY-8”-355-SS 8.0 200 0.311 1.967
TY-10”-355-SS 10.0 250 0.311 2.559
TY-12”-355-SS 12.0 300 0.311 3.228
TY-14”--355-SS 14.0 350 0.311 3.543
TY-16”-355-SS 16.0 400 0.311 4.134
TY-18”-355-SS 18.0 450 0.311 5.118

• TY-20”-355-SS 20.0 500 0.311 5.512
TY-22”-355-SS 22.0 550 0.311 6.378

• TY-24”-355-SS 24.0 600 0.311 7.283
• TY-26”-355-SS 26.0 650 0.311 7.480

TY-28”-355-SS 28.0 700 0.311 8.071
TY-30”-355-SS 30.0 750 0.311 8.780
TY-32”-355-SS 32.0 800 0.311 9.252
TY-34”-355-SS 34.0 850 0.311 9.843
TY-36”-355-SS 36.0 900 0.311 10.236

• TY-38”-355-SS 38.0 950 0.311 10.709
• TY-40”-355-SS 40.0 1,000 0.311 11.417

TY-42”-355-SS 42.0 1,050 0.311 11.811
TY-44”-355-SS 44.0 1,100 0.311 12.205
TY-46”-355-SS 46.0 1,150 0.311 12.598

• standard stock item

Cable Ties
Stainless Steel, Self-Locking
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Technical Data
Material:                     Best Nylon, 66 94V-2
            Certificated By UL

Color:            Natural, Black

Technical Data
Material:   Best Nylon 6.6

Flammability Rating:           UL94V-2

Colors:   Natural

Length
(in)         (mm)

Width
(in)

Max Bundle Ø
(in)

Tensile Strength
(lbs)     (kgs)Part No.

• TY-4”-18-WHT-MT 4.0 100 0.118 0.866 18 lbs, 8 kgs

• TY-6”-36-WHT-MT 6.0 150 0.157 1.417
36 lbs, 16 kgs

• TY-8”-36-WHT-MT 8.0 200 0.157 2.087

• TY-10”-45-WHT-MT 10.0 250 0.197 2.559
45 lbs, 20 kgs• TY-12”-45-WHT-MT 12.0 300 0.197 2.992

TY-15”-45-WHT-MT 15.2 380 0.197 4.173

TY-8”-50-WHT-MT 8.0 200 0.236 2.087 50 lbs, 22 kgs

Cable Ties
Nylon, Steel Barb, Self-Locking

Cable Tie Mounts
Self-Adhesive Mount, Nylon

Color
(XXX)

Dimensions (in)
Part No. L W H

• CTM-12X12-XXX BLK, CLR 0.492 0.492 0.126

• CTM-20X20-XXX BLK, CLR 0.787 0.787 0.153

• CTM-22X22-XXX BLK, CLR 0.886 0.886 0.157

• CTM-28X28-XXX BLK, CLR 1.102 1.102 0.209

• standard stock item

Technical Data
Material:                     Best Nylon, 66 94V-2
            Certificated By UL

Color:            Natural, Black

Cable Tie Mounts
Screw Mount, Nylon

Color
(XXX)

Dimensions (in)
Part No. W L H

• CTM-7MM-XXX-SM BLK, WHT 0.228 0.504 0.276

• CTM-10MM-XXX-SM BLK, WHT 0.276 0.591 0.394

• CTM-15MM-XXX-SM BLK, WHT 0.382 0.866 0.610

• CTM-16MM-XXX-SM BLK, WHT 0.386 0.905 0.630

• CTM-17MM-XXX-SM BLK, WHT 0.409 0.807 0.673

• standard stock item

Technical Data
Body Material:           Best Nylon 6/6
            Certificated by UL

Color:            Natural, Black

Cable Clamps
Nylon

Color
(XXX)

Dimensions (in)
Part No. ID A B D

• CLC-1/8”-XXX BLK, CLR 1/8” 0.374 0.378 0.780

CLC-3/16”-XXX BLK, CLR 3/16” 0.378 0.378 0.780

• CLC-1/4”-XXX BLK, CLR 1/4” 0.472 0.394 0.866

• CLC-5/16”-XXX BLK, CLR 5/16” 0.472 0.394 0.866

• CLC-3/8”-XXX BLK, CLR 3/8” 0.492 0.472 0.945

• CLC-1/2”-XXX BLK, CLR 1/2” 0.598 0.472 1.220

Length
(in)         (mm)

Width
(in)

Max Bundle Ø
(in)

Tensile Strength
(lbs)     (kgs)Part No.

TY-6”-56-WHT-MT 5.8 145 0.315 1.417

56 lbs, 25 kgs
• TY-7”-56-WHT-MT 7.0 175 0.315 1.654

TY-8”-56-WHT-MT 8.0 200 0.315 2.087
TY-9”-56-WHT-MT 9.6 240 0.315 2.598
TY-12”-56-WHT-MT 12.0 300 0.276 2.992

TY-12”-112-WHT-MT 12.0 300 0.315 2.992
112lbs, 51 kgs• TY-14”-112-WHT-MT 14.0 350 0.394 3.740

TY-16”-112-WHT-MT 16.0 400 0.394 4.449

TY-16”-124-WHT-MT 16.0 400 0.394 4.449
124 lbs, 56 kgsTY-18”-124-WHT-MT 18.0 450 0.394 4.724

TY-24”-124-WHT-MT 24.0 600 0.394 6.220

• standard stock item

Color
(XXX)

Dimensions (in)
Part No. ID A B D

• CLC-5/8”-XXX BLK, CLR 5/8” 0.717 0.472 1.350

• CLC-3/4”-XXX BLK, CLR 3/4” 0.717 0.472 1.378

• CLC-1”-XXX BLK, CLR 1” 0.866 0.472 1.693

CLC-17/16”-XXX BLK, CLR 1-1/16” 0.945 0.472 1.969

CLC-5/4”-XXX BLK, CLR 1-1/4” 1.031 0.472 1.819

CLC-2”-XXX BLK, CLR 2” 1.181 0.472 1.969

• standard stock item
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• Four-Mandrel crimping pliers for 
turned contacts

• Crimping Range: 28-20AWG / mm²

• Four-Mandrel crimping pliers for 
turned contacts

• Crimping Range: 14-10AWG / 
2.5-6.0mm²

Crimping Working Dia. in [mm]
POS A (GO) B (NO GO)

1 0.013” [0.33] 0.018” [0.46]

2 0.016” [0.41] 0.021” [0.54]

3 0.019” [0.48] 0.024” [0.61]

4 0.022” [0.56] 0.027” [0.69]

5 0.026” [0.66] 0.031” [0.79]

6 0.030” [0.76] 0.035” [0.89]

7 0.034” [0.86] 0.039” [0.99]

8 0.039” [0.99] 0.044” [1.12]

Length: 6.750” / mm

Weight: 0.28kg

Crimping Working Dia. in [mm]
POS A (GO) B (NO GO)

1 [1.80] [1.90]

2 [1.90] [2.00]

3 [2.00] [2.10]

4 [2.10] [2.20]

5 [2.20] [2.30]

6 [2.40] [2.50]

7 [2.60] [2.70]

8 [2.80] [3.00]

Length:

Weight:

• Four-Mandrel crimping pliers for 
turned contacts

• Crimping Range: 26-12AWG / 
0.1-4.0mm²

Crimping Working Dia. in [mm]
POS A (GO) B (NO GO)

1 0.028” [0.71] 0.033” [0.84]

2 0.032” [0.81] 0.037” [0.94]

3 0.036” [0.91] 0.041” [1.04]

4 0.039” [0.99] 0.044” [1.12]

5 0.045” [1.14] 0.050” [1.27]

6 0.052” [1.32] 0.057” [1.45]

7 0.059” [1.50] 0.064” [1.63]

8 0.068” [1.73] 0.073” [1.86]

Length: 9.750” / mm

Weight: 0.42kg

Length: 8.661” / 220mm

Weight: 1.08lb / 0.49kg

• Application: Indent Crimp

• Crimping Range: 22-10AWG / 0.5-6.0mm²

Length: 10.630” / 270mm

Weight: 1.21lb / 0.55kg

• Crimp Type: Point Crimp

• Crimping Range: 16-6AWG / 1.25-16.0mm²

Length: 13.937” / 354mm

Weight: 1.87lb / 0.85kg

• Crimp Type: Point Crimp

• Crimping Range: 10-4AWG / 5.5-25.0mm²

Length: 8.071” / 205mm

Weight: 0.46lb / 0.21kg

• Crimp Type: Point Crimp

• Crimping Range: 20-10AWG / 0.5-6.0mm²

Length: 9.055” / 230mm

Weight: 1.65lb / 0.75kg

• Application: Indent Crimp

• Crimping Range: 22-10AWG / 1.5-6.0mm²

TOOL-NIN-1000

Length: 8.661” / 220mm

Weight: 1.08lb / 0.49kg

• Crimp Type: Hex Crimp

• Crimping Range: 18-8AWG / 1.0-10.0mm²

TOOL-NIN-1001

TOOL-NIN-2000 TOOL-NIN-2003TOOL-NIN-2001

TOOL-OB-2000 TOOL-OB-2001

TOOL-OB-2002 TOOL-OB-1000
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Length: 190mm

Weight: 0.47kg

• Crimp Type: Quad-Point Crimp

• Crimping Range: 22-12AWG / 0.5-4.0mm²

Length: 8.661” / 220mm

Weight: 1.08lb / 0.49kg

• Crimp Type: Quad-Point Crimp

• Crimping Range: 22-10AWG / 0.5-6.0mm²

Length: 190mm

Weight: 1.08lb / 0.49kg

• Crimp Type: Trapezoid Crimp

• Crimping Range:18-8AWG / 1.0-10.0mm²

Length: 8.661” / 220mm

Weight: 1.08lb / 0.49kg

• Crimp Type: Trapezoid Crimp

• Crimping Range: 22-10AWG / 0.5-6.0mm²

Length: 8.661” / 220mm

Weight: 1.08lb / 0.49kg

• Crimp Type: Trapezoid Crimp

• Crimping Range: 8-2AWG / 10.0-35.0mm²

Length: 8.661” / 220mm

Weight: 1.08lb / 0.49kg

• Crimp Type: Trapezoid Crimp

• Crimping Range: 22-10AWG / 0.5-6.0mm²

Length: 175mm

Weight: 0.36kg

• Crimp Type: Square Crimp

• Crimping Range: 24-10AWG / 0.08-6.0mm²

Length: 175mm

Weight: 0.36kg

• Crimp Type: Hex Crimp

• Crimping Range: 24-10AWG / 0.08-6.0mm²

TOOL-INS-1000 TOOL-INS-2000

TOOL-FER-1000

TOOL-FER-1002

TOOL-FER-2000

TOOL-FER-1001

TOOL-FER-1003

TOOL-FER-2001
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• Crimp Type: Indent Crimp

• Crimping Range: 8AWG-3/0 / 8.0-95.0mm²

• Crimp Type: Indent Crimp

• Crimping Range: 8AWG-300MCM / 16.0-150.0mm²

• Crimp Type: Indent Crimp

• Crimping Range: 8AWG-4/0 / 10.0-120.0mm²

• Crimp Type: Hexagon Crimp

• Crimping Range: 6AWG-4/0 / 16.0-120.0mm²

• Crimp Type: Hexagon Crimp

• Crimping Range: 4AWG-300MCM / 25.0-150.0mm²

• Crimp Type: Hexagon Crimp

• Crimping Range: Cu: 16.0-300.0mm²

Al:  10.0-240.0mm²

Length: 620mm

Weight: 4.0kg

• Crimp Type: Hex Crimp

• Crimping Range: 8AWG-4/0 / 10.0-120.0mm²

• Crimp Type: Indent Crimp

• Crimping Range: 8-2AWG / 8.0-38.0mm²

TOOL-LUG-1001

TOOL-LUG-2000

TOOL-LUG-2002

TOOL-LUG-4000

TOOL-LUG-1000

TOOL-LUG-1002

TOOL-LUG-2001

TOOL-LUG-3000

Length: 650mm

Weight: 3.8kg

Length: 650mm

Weight: 3.8kg

Length: 570mm

Weight: 2.2kg

Length: 635mm

Weight: 3.2kg

Length: 765mm

Weight: 5.2kg

Length: 570mm

Weight: 3.2kg

Length: 380mm

Weight: 1.5kg
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