
 

OIL COOLER CAP INSTALLATION INSTRUCTIONS 

 

Although not necessary, we highly recommend changing your engine oil when installing the oil cooler 

cap and filter. 

Step 1 
Drain the engine oil and remove oil filter housing cap as you would during a normal oil change. 

Step 2 

Remove the old oil filter. 

Step3 

Install the filter base (aluminum disk) with o-ring facing down.  This will make a seal with the oil filter 
housing at the base of the supply tube. 

Step 4 

Install oil filter.  This oil cooler cap uses a MANN oil filter for the E46 330. 

Step 5 
Install the oil cooler cap using the stock oil cooler bolt.  Make sure that sealing washer is on the bolt.  
Torque bolt to the factory specified 18 ft-lb. 

Step 6 
Install the -8 o-ring fittings to the oil cooler cap.  Fittings should be snug and flush to the cap.  Because 

they are o-ring fittings, they do not require as much torque as a pipe fitting to create a proper seal. Do 
not use Teflon tape or other sealant on the fittings as it is not required. 

Step 7 

Connect oil cooler lines to the oil cooler cap.  If your oil cooler and lines are secure, you are ready to 
start your engine.  After starting the engine for the first time, check the system for leaks.  Please pay 

special attention to the remaining notes at the bottom of this instruction sheet. 

Note1: Your engine will require more oil than previously to maintain its proper level while also filling 

the extra capacity of the oil cooler and lines.  Check oil levels often to ensure proper system 

lubrication. 

Note2: Do not install plugs into the oil cooler cap ports.  The cap is designed such that oil must flow out 

one port and into the other. If an oil cooler is not installed, replace the oil cooler cap with the stock cap 

and standard M50 oil filter.  Failure to follow this instruction may result in engine damage. 
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