
Installation Instructions 

Tools 
Rubber mallet, pencil, measuring instrument, chalk line, pull bar, spacers, tapping block, 
utility knife, and shears for contour or curved cuts. 

Subfloor 
Ø This product can be installed on concrete or wooden subfloor.
Ø Remember that subfloor should be smooth, sound, clean, flat, dry and solid.
Ø Prior to installation, any unevenness or holes should be filled or leveled, and any dirt, dust,

adhesive residue, damp-porous floor covering or any exposed nails or staples should be
removed.

Ø For a new concrete subfloor, make sure the moisture content must be less than 2.5% or less
than 5 lbs/24 hour per 1000 sqft. For wooden subfloor, the moisture content may not exceed
12%.

Installation
Ø This product is designed for interior use only.
Ø Check all planks in daylight before and during installation. Defective panels must never be

used.
Ø Let the planks acclimate for 48 hours at an ideal temperature of 18-25℃ in the unopened

packing at the normal room temperature. Regulate HVAC system to the relative humidity
between 50-60% for a week prior to installation.

Ø The floor should preferably be installed parallel to how the light enters the room.
Ø Measure the length and width of the room, and preferably plan a layout for best results.
Ø Two different ways to install the planks: 1) Angle-In Installation method (See Fig.1); 2) Flat

installation method (See Fig.2). New Soliboard is easy to slide in each other.

Fig.1 

Fig.2 

HYBRID FLOORING

Project Floors (NZ) Limited - 27 Anvil Rd, Silverdale 0932, Auckland. PO Box 99, Silverdale 0944, Auckland, New 
Zealand

www.projectfloors.co.nz Ph: 09 4444 165 Email: salesoffice@projectfloors.co.nz



length for the starting planks in each row. Be careful not to create a repeating pattern. 
Ø Make sure the planks are mixed sufficiently when you install them, so that you do not end

up with too many identical, light or dark panels next to each other.
Tips: Always purchase a few extra cartons of flooring. This will be useful to you if you have 
some damaged pieces, miscalculate the size of the room or miss cut some pieces or your floor 
needs repair. 

Precautions 
Ø Protect furniture and chair legs with proper felt or rubber caps.
Ø Protect your floor against burns. Burns from the glowing end of a cigarette, matches, or

other extremely hot items can damage the floors.
Ø Avoid bringing dirt, water and sand indoors by providing a suitable non-staining backed

floor mat at the door. Furniture on casters/wheels must be easily swiveling, wide-spaced,
non-staining hard rubber wheels that are suitable for a vinyl floor and/or use a suitable
protective mat.

Ø Avoid exposure to direct sunlight for prolonged periods. During peak sunlight hours, the
use of the drapes or blinds is recommended.

Maintenance 
Ø The volume of traffic on your floor will determine the frequency of maintenance needed.
Ø The type of floor, and even the color, will have some bearing on how much care may be

necessary.
Ø All spills should be wiped up immediately.
Ø For dry maintenance, we recommend a dust mop or vacuum cleaner with a soft bristle brush

only.
Ø For wet maintenance, use a damp mopping procedure with a diluted cleaning solution.

Avoid harsh cleaning products that may damage the floor and make sure to dry completely.
Ø This product is completely waterproof, but it do not prevent the transmittance of moisture.

Care should be taken to keep moisture from collecting on either side of Soliboard to prevent
the growth of mold and mildew.

Ø Leave an expansion joint of 1mm/1m and an expansion joint of 5-8mm for 15m long space
is OK.

Ø Ensure that the end joints of the planks in two successive rows are never in line.
Ø For a more pleasing appearance, the floor should be installed with a staggered random
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