
Vehicle with hot wire, flap, and pressure sensor

Connection diagram

Vehicle harness

Red wire:                 IG Power (Ignition PWR)

Green wire:               RPM (tach signal) 
Red and white wire:  IG Power (Ignition PWR)

Gray wire:                 Throttle signal (TPS Sensor)
Brown wire:               Ground
Black wire:              Ground
Yellow wire:             Airflow & Pressure Signal Output
White wire:               Airflow & Pressure Signal Input

Engine control 
computer

(ECU)

Vehicle harness

Yellow wire:           Airflow signal output
White wire:               Airflow signal input 1
Blue wire:                Airflow signal input 2

Branching harness 

Vehicle with RB26DETT

Orange wire:             Illumination Power

Orange wire:             Illumination power

CAUTION

To illumination power  
for audio, etc.

To illumination power  
for audio, etc.

splice

Plug 

Plug receptacle

Engine control 
computer

(ECU)

Insulate connections and the ends of unused harnesses; otherwise 
a fire  electric shock, or damage to electrical equipment may occur.

to be worked on separately

Red wire:                 IG Power

Green wire:               rpm 
Red and white wire: IG Power

Gray wire:                 Throttle signal
Brown wire:               Ground
Black wire:                 Ground

WIRE COLORS


