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Solo Seat

Seat Pan

Rear Seat Bracket

Bobber Steel Fender

Parts List:  
Solo Seat
Seat Pan
Fender
Rear seat bracket
Tank Bracket
Springs
Spring Sleeves
Spring Plate
Rubber Grommets
Hardware
Front Seat Bracket
“T” Bracket
Light Bracket

HARDWARE LIST

Front Seat Bracket

Spring Sleeves

Tank Bracket

Springs

Signal Brackets 

“T” Bracket

Spring Plate

Rubber Grommets

200 Bobber Conversion
2008-Present Softail Models

(Instruction)



We recommend reading through the entire install process before beginning.
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1. Disassemble the factory seat, fender and fender struts.  On some models the struts will be on the outside of the
fender, while others have strut covers on the outside and stronger internal struts underneath.  You will need to remove
the struts simply by unbolting them from the frame.



Pan Cover and Seat Installation
Pre fit all parts before painting any sheet metal.  The rear fender 
should be installed before the complete seat installation.

1. Remove stock seat and rear fender, unplug the
wiring harness for the taillights at the right rear of the
battery box.
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4. Slide new aluminum tank bracket in and use factory
bolt.

2. Cut pigtail from rear loom leaving 8-10 inches of
wire.
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5. Cut off the tabs on the thin plate of fuse box.
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3. Remove tank bolt and nut.
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6. Mount spring plate at rear of frame behind battery- 
use the 1/4” x 20 nuts and bolts supplied, washer on
top and nut underneath.



8. Place pan cover over ECM and frame.

8

11. Place steel spring sleeve  over the bolt then place
SS AN washer on top of rubber grommet.
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12. Place spring over the sleeve.
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7. Mount ECM to spring plate.

10

10. With the bike up and suspension disconnected
Install Spring bolts up from under plate.

9. Install “T” bracket to bike Making sure that rear
holes line up Center before you tighten bolts.
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14. Install Front Seat Bracket to seat using [Blue
Loctite].
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15. Bolt the back of the seat to the springs using [Blue
Loctite].
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16. Bolt the chrome front seat bracket to the black "T"
bracket on the pan cover using blue loctite.
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13. Install Rear Seat Bracket  to seat using [Blue loctite].
Tighten Bolts.

Fender Install (Instruction)

2. Slide Fender into the swingarm and rest on the lower
fender bracket.
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1. Install Bottom Fender Bracket to lower swingarm tab
with stock hardware.



5. With the top bracket clamped, begin to drill the
mounting holes with a 5/16” drill bit.
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6. After drilling the mounting holes, install the supplied
hardware.  You should carefully tighten each bolt while
checking fender position before tightening completely.
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4. Center the Top Fender Bracket on the Top Swingarm
Cross Bar and clamp tightly.

3. Install hardware but do not torque, leave loose.
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7. This is what the fender should look like around the
tire.  The picture shows the fender installed with only
the upper belt guard, the lower belt guard can be
installed if desired.




